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Dear Customer,
Greetings from Antylia Scientific India, hope this year finds you safe and well.
| am very pleased to present our annual price list cum catalogue for 2023-24.

The last year has been very exciting for us in terms of our new identity and direction as a company
with a view to serving you better. We offer stronger and bigger portfolio represented by our five
brands : Cole-Parmer® essentials, spex®, Traceable®, environmental express™ and ZeptoMetrix®.
These new brands reflect our commitment to bring solutions to our customers in Pharmaceutical,
Food & Beverage, Neutraceuticals, Metal & Mining industry, Testing laboratories and other industries.

[ would like to reiterate and re-enforce a promise that we will bring more innovative and evolved
solutions to you. Our team of dedicated professionals and experts will continue supporting your
unique applications with the same dedication and enthusiasm that you have seen in yester years.

| sincerely thank you for your continued support and understanding during this transition.
For further queries, please contact us at infoindia@antylia.com.

Best regards,
Piyush Shrivastava

Managing Director
Antylia Scientific India

Lab Consumables Lab Equipments
1. Cell and Tissue Culture 01-05 1. Stirring & Mixing 31-34
2. Ligquid Handling 06-09 2. Shaking & Rocking 35-38
3. Safety Products 10 -13 3. Heating Equipment 39-43
4. Clean Room 14 -16 4. Ultrasonic Processor 44 - 45
5. Bottles 17-19 5. Baths and Circulators 46 - 47
6. Volumetric Range 20-21 6. Vacuum Pump 47
7. Filtration 22-24 7. Microcentrifuge 47
8. Lab Essentials 25-26 8. Homogenizer 48
9. Sampling Tools 27 -30 9. Sieve Shaker 48
10. Certified Reference Materials 65-79 10. Colony Counter 48
1. Chromatography Consumables 80 -84 1. Melting Point Apparatus 49
12. Nattrol™ Nucleic Acid Testing Controls 87 -89 12. Storage 50-52
13. Seroconversion Panels 90 - 91 13. Monitoring 52 -53
14. Vir/ Bact & Immunology 92 14. Measurement 54
15. Electrochemistry 55-64
16. Spectroscopy 85
17. PCR 86

Terms & Conditions:

® The prices are ex-warehouse basis and will be valid up to 31" December 2023. These prices are subject to
change based on the evolving macro-economic situation globally.

® Freight, Insurance & GST will be extra as applicable.

® |nstallation & Operational Qualification (I0Q) charges will be applicable as per the instrument category.
Please request for the charges while taking a quote.

® The standard lead time is 4-6 weeks, however please ask for a confirmation while ordering. Lead times will
be subject to availability of raw materials, circumstances such as pandemics and other factors.

® All orders are to be placed on Cole-Parmer India Pvt. Ltd., Delphi Building, 403A, Orchard Ave, Hiranandani
Gardens, Powai, Mumbai - 400076.

® Product images used are representative, the actual products may vary based on the different models
available.

For detailed terms and conditions, call our customer service representative at 022-6139-444 or visit
ColeParmer.in/India_terms

©2019 Cole-Parmer Instrument Company, LLC All rights reserved. Printed in India. For a listing of Cole-Parmer
owned trademarks, go to ColeParmer.com/trademarks. All other trademarks, service-marks, tradename, or other
logos of third parties are and remain the property of such third parties.

*Note: Product prices and availability are subject to frequent revisions due to the ongoing pandemic and other
circumstances. Please get in touch with our team for confirmation before placing any order.
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UQSR.
Certificate

Unhersal Quality Standards Registrar has astessed the Quality Management System of:

Cole Parmer India Pvt. Ltd.
403, A-Wing, Delphi, Hiranandani Business Park, Powai, Mumbai- 400076, india

Warehouse: K- Square, Integrated Park, Opp: Oye Punjabi Restaurant, Thane Masik
Highway — NH3, Kurund Village, Bhiwandi — 421302, Maharashtra, India

And hereby declares that the management systern of organlzation i In conformance with:

1SO 9001:2015

Far the following scope of activities:

Importer, Exporter, Supplier, Trader and Distributor of Laboratory and
Industrial Equipment { Consumabiles

Further clarification regarding the scope of thiscertificate and the applicability of Quality Managemnt
System standard requirements may be obiained by contacting the organization

Certificate No: UDSR-2562-CPIPL
Criginal Issue Date: 0103/ 2022 Current ksur Bate: 01/03/2022 IAF Code: 29
Expiry Date: 28/02/2023 Recartification Due Date: 28/02/2025 s Mo, 01

*Ualdity of certificate s subjeche 16 tha continued mifsfactony parfonmance during surreance auds

a0 Authorized By

v] Db

Certification Manager
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UQSR Global Private Limited
Formerly knawn a3

Universal Quality Standards Registrar
WWWLLGSE.org
For indormation conceming vasldity of cartificabe, you oan visll e SHec wansoqsrerg

Thia decomait ks propery of BGOSR & ahaild be Felufmall on feglssl Ay wnauthcrisd
alimration, forgery or fbecaticn of e comient o 30D at this
s santawiat and offenders way be rosscuted to the fellastaxiem of tha biw

bsi.
Certificate of Registration

QUALTTY MANAGEMENT SYSTEM - ISO 9001:2015

This is bo certify that: Cole-Parmer Ltd
Beacon Road
Stone
ST15 054
United Kingdom

Holds Certificate Murmiber: FM 537325

and operates a Quality Managemaent System which complies with the requirernents of 150 9001:2015 for the
following scope:

The design, development, manufacture, sale, marketing, service, repair and
distribution of electrical and electronic products and consumables for educational,
laboratory, sclentific and industrial applications.

For and an behalf of BSI

Andrew Launn, EMEA Systemns Certification Director

Original Registration Date: 2008-06-10 Effective Dater 2020-04-07
Latest Revision Date: 2020-03-29 Expiry Date; 2023-04-D6
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Our journey

From Cole-Parmer to Antylia Scientific

2015
Ismatec acquired

Bibby Scientific with
Stuart, Jenway, Techne
& Electrothermal
brands acquired

.
|
|
|

2000

Thermo Fisher
acquires
Cole -Parmer

1955

Jerry Cole & John I'
Parmer establish [
Cole-Parmer [
|
|
|

|

A : '

| I 2014

| 1 GTCR acquires
| ' Cole-Parmer
| 1960s / 1970s .

\- - BarCnant company, Environmental

manufacturer of
Masterflex brand,
is acquired

Express
acquired

Life Sciences - A PLATFORM FOR GROWTH

For more than 65 years, we have enabled science that transforms the world. Today, with more than
200,000 essential SKUs across a unique and comprehensive portfolio, we are nurturing a fertile
ground for innovation, acquisition and growth.

Over the years we have built into our product portfolio the knowledge, expertise and industry
influence that translates into one word-trust.

Trust that is built on scientific integrity and the basis of thousands of customer relationships
worldwide.

Our unique solutions & services allow us to exceed value expectations and empower the heroic
efforts of our customers.
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2017
Western Analytical
with Vaplock acquired

2020

SPEX &

o ZeptoMetrix

p Control Company & | acquired & ==
1 SMI Motors acquired [ |
| Western Analytical ] |
| with Vaplock 1 [ |
] acquired [ i ]
i - i - ' )
y 0 L A :

i 1 2021

: I NSI Labs acquired

2016 L} 2019 |§ - Antylia Scientific

Argos, Kinesis,
Abreg Acquired

launched

Zefon acquired

Masterflex
Divested

A Global brand with
a strong presence

o=

@
@ Sales & Service Across INDIA

Bhiwandi | Hyderabad
Bangalore
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Facilities : North America

Environmental

. . EE Zeptometrix Antylia Scientific
Life Sciences . " Express . D I . o . . Reseean--
) Life Sciences . . - Life Science = |mmm-ima- Sales & Support A
(2 locations) Greenville, SC Life Sciences Buffelo, NY Montreal, QC ;
Charleston, SC ’ Ocala, FL ) ,QC F = lecmcccmecanaa

Zeptometrix
Life Science  |smmmmmemy [ 0 T 7 |mmeea== S
Franklin, MA

Antylia Scientific
Distribution Center
Business Support
Vernon Hills, IL

Spex Spex Traceable
Life Sciences  |aan-- Life Sciences  |aama-- Life Sciences
Charleston, SC Metuchen, NJ Houston, TX

I e Antylia Scientific
Business Support
Dallas, TX

' Office . Supply Chain . Manufacturing . Manufacturing & Supply Chain
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Enabling Life Science | /
Professional Worldwide

Cole-Parmer
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express”
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Prioritise your research needs
with quality products

Cell & Tissue Culture | Filtration | o

spex-

. . . . B i
Genomics & Proteomics Microbiology o B 1 ! ﬂ
Pz u
: aua s LEREE
Iy Cell / Tissue Culture Fran Pl
I ra Ceq b I e Optimize the cultivation of cell and tissues in your laboratory with & ! | |
a comprehensive range of plasticware solutions 1 & : I
F .

Lab Filtration Products
‘ Ideal for both small- and large-volume sample
ﬁ,,,,__,_, e preparation and purification for varied applications

P
b

ZeptoMetrix®

Labware
Wide range of the quality labware you need for your daily research-loops,
labels and markers, Parafilm, scoops, spatulas, tapes, and much more

Nitrile Gloves
Experience the joy of quality and assurance with range of Cole-Parmer
nitrile gloves-perfectly engineered for strength, dexterity and safety

4 -

Storage Bottles
From disposable bottles, solution bottles to wash bottles and reservoirs, we
have the range you need for storing, transferring and media preparation

Request quote today

+ 9122 6139 4444 | infoindia@antylia.com




Cole-Parmer: : (. - - Cole-Parmer

essentials | : - O RS ) | ey ] essentials

Cole-Parmer® Essentials

Liquid Handling Solutions Autoclave Deodoriser Capsule

Get the confidence throughout your testing and research applications Don't Dread that Stinky Smells in Your Autoclave Rooms!
- A perfect blend of cutting-edge engineering and innovation that delivers highly reproducible results with
exceptional comfort We have a perfect solution!

- No more loss of expensive media and no more compromise on comfort for accuracy, when you use
Cole-Parmer® essentials liquid handling products

- Increase efficiency and productivity through our comprehensive range for smooth dispensing

and precise filling ® 1 capsule per autoclave cycle ® Need to place one capsule in autoclave or
® Absorb odor-causing molecules incubator with each load
Cole-Parmer® Essentials Micro-Volume .' Cole-Parmer® Essentials Electronic ¢ Dissolves due to heat and moisture to release * Apple or lemon scented capsules
Pipettors (Manual) Pipettors a clean, fresh scent ® No adverse reaction with your product

Combines the control and lightweight
features of a manual pipette and adds
signifi cantly higher throughput,
precision and enhanced comfort.

Ergonomic design, light & smooth
pipetting, fully autoclavable, UV resistant,
superior accuracy and 3-yrs warranty;
compatible with most micro-pipette tips.

Cole-Parmer® Essentials Bottletop

Cole-Parmer® Essentials Pipette Tips )
Dispenser

FDA-compliant special medical-grade
virgin polypropylene tips with high
transparency, compatible with a

wide range of pipettors.

Eliminate the loss of expensive
reagents and media masses. Use
these dispensers to ensure safe,
precise and trouble-free dispensing.

i Scented

-'rﬂ;.i:@ Dﬂndarani-.
Cole-Parmer® Essentials 5 Omega Zen" Pipette Controllers
Electronic Bottletop Burette 1 Combine single-handed pipetting
Better accuracy with digital with fast, precise fi lling and
motor-controlled filling -~ 3 dispensing. Quick and quiet pump
and dispensing — fills a 10-mL pipette in 1.3 seconds.

Need a demo? Get one today
+91 22 6139 4444 | infoindia@antylia.com



Cole-Parmer
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Antylia Scientific’s Cole-Parmer® essentials facilities high-quality solutions & expertise to
ensure your cleanroom stays one step ahead of the prescribed industry standards.

Our 3C’s of Cleanroom Advantage :
® Consistent Cleanliness: From Class 10 to Class 100,000. Find highest quality of procuts

®* Comprehensive Compliance: Products are tested to the highest standards & follow cGMPs,
Documents available upon request

® Comfort: No more compromise with comfort for protection

Cole-Parmer:

essentials

Safeguard your valuable products with
premium Cole-Parmer ® Essentials gloves

Choose from Latex & Nitrile range of gloves

Cole Parmer® Essentials MaxDuro™ Latex Gloves

® Fully textured, superior tactile sensitivity and beaded cuff

® Tested against ASTM and EN standards

® Pair packed non-particulate-shedding pouch

® Online bleached for minimising allergens & protein latex content
® Available in non-sterile, sterilised by EtO or gamma irradiation

Cole-Parmer® Essentials ThinTouch PRO™ Nitrile Gloves

® Tested for use with 29 chemotherapeutic drugs in
accordance with ASTM D6978-05

¢ High tensile strength with textured finish
® Enhanced chemical resistance

® Exceptional breakthrough time

® Food contact approved

Cole-Parmer® Essentials ThinTouch Nitrile Gloves

® Good strength and high elasticity for routine applications

® The gloves are double-washed and do not foam on wetting

® | ow on particulates preventing glove-related work contamination
® Test as per ASTM and EN standards

® Food contact approved

Need a demo? Get one today
19122 6139 4444 | infoindia@antylia.com
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PROTECT: Sturdy, ergonomic cleanroom goggles

® Anti-fogging ® Fit over prescription glasses

® Scratch resistant optically correct lens ® Autoclave cycle monitoring strips

® Non-linting, super-soft and light-weight frame ® Complies with personal eye protection

e Tested to withstand 35 - 40 autoclave cycles of standards, EN 166.2002/ANSI: Z87.1: 2015

30 minutes at 121°C/250°F

Cole-Parmer®
Essentials
Indirect vented
safety goggles

CLEAN & DISINFECT: Wipes for all Applications

Cole-Parmer® essentials Cleanroom Wipes

Cole-Parmer® ' Cole-Parmer®
® Tear-resistant and lint-free material suitable for ® Material: Polycellulose / Polyester / Microfibre / SCILLD SIS
. . ) Direct vented Autoclave Cycle
use in controlled environments Quilted 2-ply safety goggles Monitoring Strips
® Laser cut edge for reduced fiber contamination ® Wipe size: 9” x 9” and 12”7 x 12”
¢ |deal for the quick removal of surface-level ® Sterility: Non-sterile/ Sterile

contaminants * Premoistened IPA Wipes (sterile & non sterile)

® Economic with high absorbancy

DOCUMENT: Cleanroom Paper

Cole-Parmer® Cole-Parmer®
Essentials Essentials
Poly-Cellulose \ Quilled Two-Ply

Wipes T Polyester Wipes e Autoclavable

® Specialized coating to reduce the release of particles,
fibers and micro-organisms

® RoHS guidelines Compliant
® White Blue A4 sized 80 gsm
® Retains ink and toner to reduce smudging

® Excellent heat resistant material for laser printing and
photocopiers

Cole-Parmer® Cole-Parmer® . .
- ° _
Essentials Essentials J Designed for use in ISO Class 5 - 7 cleanrooms

Polyester Wipes Microfiber Wipes

Need a demo? Get one today
19122 6139 4444 | infoindia@antylia.com
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Disposable Sampling Tools

® No risk of cross-contamination ® Manufactured in cleanroom setting
® Available sterilized and individually packaged ® | ot-specific documentation available

Reusable Sampling Tools

Disposable & Reusable Sampling Tools
N 5 ® | ong-lasting materials such as 316L stainless steel and PTFE
Quality Sampling for your products o Easy to clean

® Certificates of Conformity available

® Wide range of sampling tools for all applications Ease in sampling of

e Single-point, multi-level sampling * Free-flowing to viscous liquids
® | oose granules to cohesive powders SS Scoop
® Routine purposes Your Partners for high quality sampling

Choose as per your requirements

Powder Sample Collectors Bulk sampling
Slot Samplers Multi-level sampling
Powder Lances Cross sectional sampling
Powder Spatulas Surface and general sampling
Accessories: Brushes Cleaning Polypropylene Scoop
Liquid Sample Collectors Free flowing liquid

Siot Viscous Sample Collectors Viscous material

sample collector Ice Samplers Frozen products

— Ladles Taking samples of liquids, creams,
and pastes

Scoops Sampling and dispensing powders

and granules Sterile Scoop

Spoons Sampling and dispensing powders,
granules and liquids

Scrapers Cutting, cleaning, and general
scraping
Spatulas Mixing, scraping etc
Funnels Transferring
Ice ,
a Long Handled Scoop" .

Need a demo? Get one today

19122 6139 4444 | infoindia@antylia.com
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Cole-Parmer’ incubators offer multiple safety features include temperature deviation alarm,
overtemperature set point alarm, overcurrent protection, and auto-start after power loss/return.

Specifications:

e Temperature range: 25 to 65°C e Timer range: 0 to 99 hr, 59 min
* Temperature stability: £0.5°C ¢ Display resolution: 0.1°C

* Ambient temperature: 5 to 35°C

Cole-Parmer® Gravity and Mechanical .
o

Convection Incubators

Gravity convection allows heat to fill the chamber naturally, providing a lower chance of cross-contamination

between samples. Plus, the gentle, natural air circulation does not stress the cultures and allows for a more

uniform growth.

Mechanical convection circulates heat to all levels of the chamber for more efficient heat distribution. These

units offer faster heat up and better temperature uniformity due to the constant circulation of forced air. Cole-Parmer® Gravity and Mechanical Convection Incubators

Ordering Information:

Capacity Item
e Low energy consumption | (L) Number
® PID controller 16 52411-57
g * Easy-to-view 35 52411-59
® Glass observation window or inner door Gravity Convection 50 52411-61
® | ong-lasting silicone rubber gasket 15 52411-63
* Antiskid shelf design 210 52411-65
® Rounded inner chamber corners 16 52411-67
® Corrosion resistant SS interior and powder 35 52411-69
coated exterior 50 52411-71
Mechanical Convection 80 52411-73
Y 160 52411-75
270 5241177
420 52411-79
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Cole-Parmer® Gravity and Mechanical
Convection Drying Ovens

Gravity convection ensures gentle, natural, air circulation within the chamber—suitable for sterilization, powder
drying, high-temperature storage, and other applications requiring subtle airflow. Able to heat samples up to
200°C.

Mechanical convection offers fast heat-up and uniform temperature throughout the chamber for greater drying
efficiency. The mechanical oven has an air vent on the back that can be adjusted by the knob located in front of
the oven to control inner air and vapor circulation—ideal for your drying and sterilization needs. Able to heat
samples up to 250°C.

e Low energy consumption

: * PID controller

R ® Requires minimal heating time
¢ Easy-to-view LCD

® Corrosion resistant SS interior and powder
coated exterior

® Rounded inner chamber corners

¢ Long-lasting silicone rubber gasket

Cole-Parmer ovens offer multiple safety features such as temperature deviation alarm,
overtemperature set point alarm, overcurrent protection and auto-start after power loss/return.

Specifications:
Temperature range: 10°C above ambient to 200°C (Gravity)
10°C above ambient to 250°C (Mechanical)
Display resolution: 0.1°C
Temperature control accuracy: £0.5°C
Timer range: 0 to 99 hrs, 59 min
Rise time: 15 to 30 min to 100°C (Gravity)
20 to 50 min to 100°C (Mechanical)

L)

Cole-Parmer® Gravity and Mechanical Convection Drying Ovens

Ordering Information:

Capacity Item

(L) Number

27 52411-01

56 52411-03

Gravity Convection 96 52411-05
140 52411-07

200 52411-08

16 52411-10

30 52411-12

50 52411-14

Mechanical Convection 80 52411-16
136 52411-18

220 52411-19

400 52411-20

620 52411-21
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Explore a wide range of Lab Equipments

Get the choice you want with the features you need!

Designed to deliver uniform performance for highly reliable results

Find the widest selection of equipment, backed with free and unbiased technical assistance for product
selection, along with exceptional post-sales service available PAN India. So, why settle for less?

® Balances & Scales ® Safety Cabinets

® Baths & Circulators

,-”Hlllz ® Colony Counters ® Shakers
H e ® Heating Mantle ® Speciality Baths
._ : . P ® Homogenisers ® Furnace & Ovens

® |ncubators

® Sample Digestion

® Ultrasonic Cleaners

® Rotary Evaporators e Ultrasonic Processors

\

Magnetic Stirrers & Hot
Plates

® Vacuum Pump

e ... and many more
Overhead Mixers

Cold Chain Solutions

Be Sure... Your product integrity has not been compromised

Our wide range of Cold Chain temperature control, measurement and data logging devices has been

designed to control, member and manage the storage of your valuable product.

Traceable” StableTemp™ Freezer & Refrigerators Traceable PolarSafe Cryogenic Dewars & Refill Tank

® Refrigerators ® Dewars with Racks
® | ow-Temperature Freezers ® Storage & Transport Dewars
® Deep Freezers ® Stainless Steel LN2 Refill Tanks

® Spark free Freezers & Refrigerators

® Combinational Refrigerators and Freezers

Digi-Sense™ Dataloggers

® TraceableGO™ Bluetooth® Data Logger

® Traceable® Multi-parameter Wi-fi Data Loggers with TraceableLive®

Need a demo? Get one today
+91 22 6139 4444 | infoindia@antylia.com

Need a demo? Get one today
+91 22 6139 4444 | infoindia@antylia.com
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Monitoring Made Easy with Real-time
Text, E-mail and Push Alerts

Get Connected « Get Notified « Get TraceableLIVE®

Temperature « Humidity - Barometric Pressure « CO2

TraceableLIVE® cloud-based system
monitors your CRITICAL ENVIRONMENTS
and lets you know if anything goes wrong by
sending you a Text, E-mail, or Push Alert.

When you can’t be there, TraceableLIVE®
ALERTS YOU via your smartphone, tablet,

or computer at any time, anywhere...

TraceableLIVE® provides simple, digital monitoring of
Refrigerator/Freezers « ULT Freezers « Vaccines « Chemical Storerooms « Biofuel
Research « Greenhouses « Liquid Nitrogen Storage - Microbiology / Immunology

» Controlled Warehouses

Once the setup is complete you can:

® Set alarm parameters on device remotely * Generate data reports in real time

* View current conditions anywhere e Assign user access for the whole team

v
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Environmental Express® HotBlock®
SC196-240 Digestion System, 96-Well
Robust, intuitive, and chemical and corrosion

resistant EPA- systems that simplifies and improves
metal preparation and digestion

Enabling the entire gamut of P
Environmental Analysis & Metal Digestion 5 B

COD Reagents L.
Pre-filled and pre-tested COD reagents which are
Environmental Express® SimpleDist C6000 EPA-approved or mercury-free versions for low-,
* A complete system designed for easy distillation of Cyanide, standard- and ultra-high-range analysis. v
Phenol & Ammonia Designed to be compatible with your existing % _
® Conforms to EPA methods 335.4 and 350.1 and Standard Cob st @l spectrophotometgr. Szl erete ‘L :
Methods 4500-CN-C and 4500-NH3. 2 mL of your sample, heat in your digestor and

. . " read in your spectrometer.
® Eliminates exposure to toxic fumes AND Need for additional

accessories

DA1001 - RAPID-T Discrete Analyzer

® A MS Windows compatible Versatile, precise,
pre-programmed and fully automated system that
enables up to 200 tests per hour with 10 mm
path-length cuvettes.

Environmental Express® SimpleDist Micro Heating
Block and Disposable SD tubes

Solve your metal digestion concerns quickly and efficiently using
disposable polypropylene distillation tubes with just 6mL tube.

“ Conforms to EPA Method 335.4 and Standard Methods 4500-CN-C

for Cyanide and EPA Method 350.1 and Standard Methods
4500-NH3 for Ammonia.

® Pre-programmed and adaptable to the analytical
requirements of various industries for Y40
parameters including Tests for NO2, NO3, NH4
and more

Need a demo? Get one today
+91 22 6139 4444 | infoindia@antylia.com
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IAQ 15 Connect”

Indoor Air Quality Sampling Pump
The IAQ 15 Connect™ is an advanced portable, battery-powered air sampling pump designed for:

Most compact design ® Indoor Air quality ® Flood restoration

® Allergy testing ® Cleanroom monitoring

Longest lasting battery life

IAQ specific calibration

Mobile device data access
Fit for purpose sampling modes

OFr%d0
L
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IAQ 15™ Connect
Pump with Air-O-Cell
Air Flow Indicator

IAQ 15™ Connect
Pump with TSI 4046
Calibrator Kit

Features & Specifications:

® Flow rate: 15 LPM, Accuracy: +5%

® Battery: rechargeable nickel metal hydride (NiMH), 9.6 V, 2500 mAh

® Run time: 99 five-minute samples on new, fully charged battery

® Dimensions: 9.5 x 6.5 x 17.4 cm, Weight: 1.25 |b (0.57 kg)

® Operating temperature: 41to 104°F (5 to 40°C)

* Max humidity: 80% RH up to 88°F (31°C), decreasing linearly to
50%RH at 104°F (40°C)

* Ingress protection: IPX0

® Pollution degree: 2

® Electrical rating: 15V, 1.2 A

Each IAQ 15 Connect™ Kit includes an IAQ 15 Connect pump, 10 Air-O-Cell
cassettes, an Air-O-Cell air flow indicator, battery pack, battery cover key,

Retrieve Sampling Records with the IAQ 15 App
The IAQ 15 Connect™ pairs with our IAQ 15 app,
available on the Apple App Store and Google Play.
Using the app, via Bluetooth, connect to the pump to
retrieve and export multiple records, including location,
sampling type, cycle count, run-time, calibration status,
RFID information and more.

Related Products & Accessories

Environmental Express IAQ 15 Connect™ WW-61197-37
Portable Air Sampling Pump Kit

Environmental Express IAQ 15 Connect™ WW-61197-38
Pro Portable Air Sampling Pump Kit

TSI 4046 Flow Calibrator Kit ZBP-200-CAL
Air-O-Cell Air Flow Indicator for IAQ 15 Connect™ 02398
Via-Cell Air Flow Indicator for IAQ 15 Connect™ 02399
Air-O-Cell Cassettes (50/pk) WW-60061-28
Air-O-Cell Cassettes (10/pk) WW-60061-27
Via-Cell Cassettes (10/pk) VIAO10
Heavy-duty Tripod Sampling Stand Za0043
Remote Extension Tubing, 5 ft ZBP-310

»
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- The Spex Genomic DNA Isolation Kits are optimized to work with the

..;_‘{:;’ ».

Sample Preparation
MADE EASY, EFFICIENT & EFFECTIVE

Excellent sample preparation is the foundation of high-quality analytical results. SamplePrep
provides innovative sample preparation solutions used in the Pharmaceuticals, Food & Agri
products, Superconductors, Polymers, Forensics, Genetics & Biotechnology.

Tissue Homogenization and Cell Lysis

Effective cell disruption is critical to achieve efficiency in downstream processes. Our solutions enable scientists
to achieve high throughput via homogenisation of samples at both ambient and cryogenic temperatures.

Application areas:
DNA/RNA/protein extractions |
Toxicology | Forensics |
Environmental monitoring |
Low-level residue analysis
such as QUEChERS

DNA Max Kits

Genomax®, Geno/Grinder® and GenolLyte® homogenizers, allowing for
fast and seamless isolation of DNA from a wide variety of animal tissues
and cells, including mammalian, poultry, fish, and soft and tough plant

tissue -

f{‘ 5

Need a demo? Get one today
+91 22 6139 4444 | infoindia@antylia.com

e -

Cryogenic Grinders

Our programmable cryogenic grinders are specifically

designed for milling and grinding of tough or temperature

sensitive samples. Samples are placed in sealed

cryogenic grinding vials then immersed in liquid nitrogen 4
(LN,). Cooled to cryogenic temperatures, the samples are

ground by a magnetically shuttling impactor.

Typical samples:

Animal tissue | Plastic and polymers | Yeast cultures |
Pharmaceuticals | Tough or sticky food products |

] Electronic components | Textiles | Hair | Teeth |
e Bones | Plant tissue | Cannabis | Packaging

Mixer/Mill

A high energy ball mill with dual clamps that grinds up
to 0.2 — 10 grams of dry, brittle samples. The clamp's
motion develops strong G-forces in the vial, to
pulverize the toughest rocks, slags and ceramics
reducing samples to analytical fineness.

Applications include:

Mechanical alloying | Nano-milling | Slurry grinding |
Blending powders | Mixing emulsions and
Mechanochemistry

Automated Electric Fluxers

Our fully automated electric fluxers are
designed to prepare glass disks (beads)
for XRF, or solutions for AA and ICP,
including peroxide and pyrosulfate fusions.
Combining exceptional fusion accuracy
with all the advantages of electric power,
speed, simplicity and a robust design for

the experienced or novice user. ,’ ’




8200 Planetary Mill

High-Energy Planetary Mill

The Spex 8200 Planetary Mill grinds samples with a
mechanical motion, rotating the jar in one direction
while the platform (sun wheel) is rotated in the opposite
direction. The mechanical milling is performed at a 2:1
ratio causing the container to rotate twice relative to
every single rotation of the sun wheel. As the container
is moved, the relative centrifugal force is transferred to
the grinding balls causing them to move in a circular
motion, into each other, and against the container wall,
grinding the sample.

Typical applications: size reduction, nanomilling,
powder blending, emulsion, and slurry grinding.

Typical samples: rocks, minerals, sand, cement, slag,
ceramics, glass and pharmaceuticals.

* Planetary motion rotates sun wheel in one direction while the sample jar rotates in the opposite direction

e Single grinding station for one 250 mL or one 500 mL grinding jar

® Unique, easy-to-operate jar clamping system

® Programmable touch screen interface capable of storing up to 10 run protocols

® Ergonomic design makes loading a grinding jar into the mill easy

Arcis DNA Prep Kit

Fast and Convenient Sample Prep

e Compatible with a wide variety of downstream applications
* Does not require heating or centrifugation steps

¢ Stabilises DNA for up to 30 days at ambient temperatures

Arcis DNA Prep Kit Protocol

Existing sample prep systems are often time-consuming & require
laborious heating & centrifugation steps. The Arcis DNA Prep Kit
requires only 2 steps & takes less than 3 minutes.

Arcis DNA Prep Kit, 2 step Process. 3 minutes

Add 30pl sample (e.g. blood) e Taaneliy
toTube Add 5ylifrom Tube 2 These competitors to Arcis DNA Prep Kit all require
Mix thoroughly to PCR Master mix additional instrumentation & the processing times
Incubate 1 min at ambient temp .
range from 20 minutes to 4 hours.

Sample Processing Time (minutes)

Take 5l [} 50 100 150 200 250 300
and add to [ |
Tube 2 DNA Arcis &
Ready-to-go

Arcis DNA Prep Kit reduces 5 steps to 5
2 simple steps Yield [l Time

DNA Yield vs Sample Processing Time

1000 2000 3000 4000 50Po 6000

Average DNA Yield (ng)
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PCRmax® ALPHA Thermal Cyclers

PCRmax® Eco 48 Real-Time qPCR System

The PCRmax Eco 48 utilizes patented block and optical technologies
to deliver extreme speed, sensitivity and data quality.

* HRM functionality as standard with the ability to
discriminate class IV SNP >99% of the time

® Eco 48 allows for simple multiplex analysis with
up to four dyes at once

e World's most thermally accurate block gives
consistent data every time
* High uniformity provides high quality data. Fast

cycling enables several experiments per day, all
at an economical price

96 or 384 well format (Options: All
96 or all 384, 96 and 3x384, 2x96
and 2x384, or 3x96 and 1x384)

Active sample cooling for sharper
amplification and minimal non-
specific amplification

Report generated on run conditions
and state following completion of
protocol

Compact system that saves
precious labspace by condensing
four truly independent blocks into
one chassis with no networking
issues or connectivity concerns

Spex® NanoSNAP™

Need a demo? Get one today
+91 22 6139 4444 | infoindia@antylia.com

3
-,

PCRmax® ALPHA 4 Thermal Cycler

PCRmax® ALPHA 4 Thermal Cycler

* Nano Spectrophotometer for Nucleic

Acids and Proteins measurement

* Perfromance and ease of use with

hydrophobic-coated sample window and

cushioned sample arm

® Touch-screen interface features

preprogrammed DNA, RNA and proteins

measurements protocols, with customised

methods available

® Fast measurement and high throughput

with the Auto Run mode




THE BEST Just got EVEN BETTER

,® an antylia scientific
. company

‘Y

nsilabsolutions

protect more. test more.

NSI Lab Solutions has joined our Spex® portfolio

to provide you the best in CRMs

Inorganic
Standards
AA|IC|ICP | ICP-MS
LC-ICP-MS | XRF

Get our complete list of CRMs!
Contact us on infoindia@antylia.com

Organic
Standards
GC | GC/MS
HPLC | LC/MS

Custom
Standards
Customised Stardards

for Every Application

Microbiology
Standards
Snap sticks | Unit dose |
Environmental |
Pharmaceutical |
Food & Agriculture

For Those Who Must Get It Right

ZeptoMetrix® is the industry leader for innovative solutions to challenges in the evolving Infectious Disease and
Oncology market. Our reputation for product quality, reliability, and trusted technical knowledge provides
assurance that enables our industry to develop and advance diagnostics technologies. From assay conception to
launch, our scientific and operational teams provide our customers with comprehensive, performance-oriented
and cost-effective products and services that positively impact the field of clinical diagnostics and its contribution
to global healthcare.

RESEARCH

AND DEVELOPMENT
Clinical specimens
for Research & CLINICAL LABORATORIES
Development Quality controls & verification
panels to monitor test

verification, validation &
assay performance

ASSAY
DEVELOPERS
Biological materials &
reagents for assay

CUSTOM ;
development
DEVELOPMENT / OEM i

Custom Products,
and Services S

Get our complete list of CRMs!
Contact us on infoindia@antylia.com



Cell & Tissue Culture

Lab Consumables

Cole-Parmer:

essentials

Kev f Capacity & . e . Quantity/ g 5 Price
ey features ax rof Packaging & specifications case Catalog (INR)
Cole-Parmer®Essentials High RCF Screw cap tubes (Bottom: Conical) HSN: 39269099
v Leakoroof and | ble tub 15 mL; Bag RP-16398-56 38700
eakKproor an reezable tubes
v Autoclavable up to 250°F (121°C) | 210009 | Paper rack 500 tubes |- 10378:57 | 44200
v Gamma sterilized 50 mL Bag RP-16398-58 51200
21000 xg Paper rack RP-16398-59 57200
Cole-Parmer®Essentials High RCF Screw Cap Tubes (Bottom: Self-Standing) HSN: 39269099
v’ Leakproof, freezable and 50 mL: Bulk; Non-Sterile RP-16398-69 8300
a a self-standing tubes 4000 x’g 500 tubes
== v Autoclavable up to 250°F (121°C) Bulk; Gamma Sterilized RP-16398-70 | 27500
Argos Technologies® Screw Cap Tubes (Bottom: Conical) - Red caps HSN: 39269099
Bag: Non-Sterile RP-16398-82 4800
15ml: Bag: Gamma Sterilized RP-16398-68 5100
Individual Wrapped:
v’ Leakproof and Freezable Tubes 12,000xg Gamma Steriliggd RP-16398-74 9700
v' Autoclavable upto 121°C
e v Available in bulk, racked and Bag: Non-Sterile RP-16398-83 | 7500
X individual wrapped 50 ml; Bag: Gamma Sterilized 500 tubes RP-16399-12 8500
' 12,000 x ivi :
9 | Individual Wrapped RP-16398-75 | 6400
Gamma Sterilized
Individual Wrapped: Gamma
RP-16398-76 7200

Argos Technologies®Black LiteSafe Screw Cap Tubes (Bottom:

Cole-Parmer®Esse

Key features

v Leakproof and freezable tubes

v Autoclavable up to 250°F (121°C)

v' Gamma Sterilized

v Unlike amber tinted tubes, these
are completely opaque, protecting
even the most light sensitive
samples

Key features

ntials Micro-Conical Tubes

v Made up of polypropylene

v’ Certified DNase-, RNase-free
and non-pyrogenic

v 0.5mL, 1.75 mL, and 2.0 mL can
be centrifuged upto 20,000 xg and
5 mL upto 5000 xg

v These tubes withstand
-80°C to +121°C

Sterilized, Self Standing

Specifications

Quantity/
case

Catalog #

Cole-Parmer:

essentials

Key features

Cole-Parmer®Essentials Petri Dishes

v For single use only

v Vented for easy gas exchange
and evaporation for reduced
condensation

v MOC: Heavy metal free
hydrophobic polystyrene

v Optically clear top and bottom
viewing surfaces

v Gamma Sterlized

Key features

| Cole-Parmer®Essentials Cryovials

v Reliable long term storage of
your critical samples

v’ Temperature ranges from
-196 to 121°C

v Screw cap closures with silicone
ring prevents liquid leakage

v’ Certified DNase, RNase-free
and non-pyrogenic

‘ Size ‘

Specifications

Quantity/
case

Lab Consumables

‘ Catalog # ‘

HSN: 39233090

Price
(INR)

90 mm Individual Wrapped 500 RP-16348-41 5600
90 mm 10 Per Sleeve 560 RP-16348-42 5800
90mm | Double Wrapped, 20 Per Sleeve 560 RP-16348-43 5800
55 mm Contact Plate, Individual Wrapped 1080 RP-16348-44 9700
55 mm Contact Plate,10 Per Sleeve 1080 RP-16348-45 9900
55 mm Contact Plate, Double Wrapped, 1080 RP-16348-46 9900
20 Per Sleeve
55 mm Contact Plate, Lockable Lid, 1080 RP-16348-47 20600
10 per Sleeve
- Quantity/ Price
Volume Sterility ‘ case Catalog # (INR)
HSN: 39269099
Non-sterile RP-15971-83 26700
0.5 mL; conical bottom
Sterile RP-15971-84 29500
Non-sterile RP-15971-85 29500
1.5 mL; conical bottom
Sterile RP-15971-86 30300
Non-sterile RP-15971-87 31400
2 mL; conical bottom
Sterile RP-15971-88 32200
81 vials x 10
Non-sterile RP-15971-89 26700
0.5 mL; self-standing
Sterile RP-15971-90 29500
Non-sterile RP-15971-91 29500
1.5 mL; self-standing
Sterile RP-15971-92 32300
Non-sterile RP-15971-93 31400
2 mL; self-standing
Sterile RP-15971-94 32200
0.5 mL; conical bottom RP-15971-95 112000
1.5 mL; conical bottom RP-15971-96 127000
2 mL; conical bottom . RP-15971-97 139000
: Non-sterile 500 vials x 10
0.5 mL; self-standing RP-15971-98 112000
1.5 mL; self-standing RP-15971-99 127000
2 mL; self-standing RP-15972-00 139000
5 mL; self-standing Sterile 20vials x 125 | RP-15972-01 196000

Conical) HSN: 39269099
15 mL;
8,400 xg Bag RP-16399-13
50 tubes 1700
50 mL
10,000 xg Bag RP-16399-44
Volume & - Quantity/ Price
- Sterility case Catalog # (INR)
HSN: 39269099
0.5 mL; Clear Non-sterile 1000 tubesx 10 | RP-16398-71 9500
1.7 mL; Clear Non-sterile 1000 tubesx 10 | RP-16398-72 10900
2.0mL; Clear Non-sterile 500 tubes x 10 RP-16398-73 6700
5 mL; Clear Non-sterile 200 tubes RP-16399-14 8000
5 mL; Clear Sterile 200 tubes RP-16399-15 17500
5 mL; Blue Non-sterile 200 tubes RP-16399-16 12300
5mL; Yellow Non-sterile 200 tubes RP-16399-17 12300
5mL; Green Non-sterile 200 tubes RP-16399-18 12300
5 mL; Pink Non-sterile 200 tubes RP-16399-19 12300
5 mL; Black Non-sterile 200 tubes RP-16399-20 12500

Cole Parmer Essentials is an Antylia Scientific company

antylia.com (& infoindia@antylia.com [J +9122 61394444 7304443952

Cell & Tissue Culture




Cell & Tissue Culture

Lab Consumables

Cole-Parmer:

essentials
Area (cm?) & Quantity/ Price
Key features Capacity (mL) Cap type e Catalog # (INR)
Cole-Parmer® Essentials Cell and Tissue Culture Flasks HSN: 39269099
12.5,25 mL | Standard Plug-Seal Cap, Sterile RP-15971-12 25300
12.5,25 mL | Vent Cap, Sterile RP-15971-13 32200
— 200 Flasks
25.0,50 mL | Standard Plug-Seal Cap, Sterile RP-15971-14 26600
¥ Non-treated surface 25.0,50 mL | Vent Cap, Steril RP-15971-15 34700
v Certified DNase-, RNase-free ALl ent Cap, Sterile - - -
and non-pyrogenic 75,250 mL | Standard Plug-Seal Cap, Sterile 100 Flasks RP-15971-16 27600
v Plug seal and vented cap 75,250 mL | Vent Cap, Sterile RP-15971-17 33200
(contains 0.22 pm hydrophobic filter) | 182, 600 mL | Standard Plug-Seal Cap, Sterile 40 Flasks RP-15971-18 20600
v'Angled neck for easy pipetting & 182, 600 mL | Vent Cap, Sterile RP-15971-19 25300
cell scraper access 300,850 mL | Standard Plug-Seal Cap, Sterile| . | RP-15971-20 | 19500
asks
300, 850 mL | Vent Cap, Sterile RP-15971-21 21600
12.5,25 mL | Standard Plug-Seal Cap, Sterile RP-15971-22 26700
v Surface treated 12.5,25 mL | Vent Cap, Sterile RP-15971-23 31600
| v Certified DNase- RNase-f — 200 Flasks
ertine ase-, hNase-lree 25.0,50 mL | Standard Plug-Seal Cap, Sterile RP-15971-24 33100
a/“d non-pyrogenic 25.0,50 mL | Vent Cap, Sterile RP-15971-25 | 39900
PL Land ted
j v ug seatandvented.cap 75,250 mL | Standard Plug-Seal Cap, Sterile RP-15971-26 | 36700
(contains 0.22 pm hydrophobic - 100 Flasks
filter) 75,250 mL | Vent Cap, Sterile RP-15971-27 40500
v Sterile flasks 182, 600 mL | Standard Plug-Seal Cap, Sterile 40 Flasks RP-15971-28 25400
v'Angled neck for easy pipetting & 182, 600 mL | Vent Cap, Sterile RP-15971-29 28900
cell scraper access 300,850 mL | _Standard Plug-Seal Cap, Sterile| o | RP-15971-30 | 21200
300, 850 mL | Vent Cap, Sterile RP-15971-31 23300

Key features

Argos Technologies® CELLine Bioreactor Flasks

(ml)

‘ Capacity ‘

Plate size

Quantity/
case

Price
(INR)

Catalog # ‘

HSN: 39269099

v  Polystyrene housing and molded Bioreactor Flask for CL

silicone gas transfer bottom 1000 1000 Suspension Cells 3 RP-24406-83 | 144000
v A 10,000 MWCO regenerated -

’ B tor Flask for CL
cellulose semi-permeable 350 loreactor Fask for 5 RP-24406-54 252000
350 Suspension Cells
membrane and 0.2um bottom vent
membrane barrier f
Adhere Bioreactor Flask for

v Gamma sterilized and pressure 1000 Adherent Cells 3 RP-24406-55 124000

tested

Key features ‘ Well ‘ Sterility ‘ Qucaar;':ty/ Catalog # ‘ Z:lcpe)
Cole-Parmer® Essentials Cell and Tissue Culture Plates HSN:39269099
v Non-treated, optically clear 6 RP-15972-60 30500
v Gamma sterilized and non-pyrogenic 12 RP-15972-61 34000
v Individually packed 24 RP-15972-62 34000
v Printed lot no. on case for traceabillty
v Optically clean for easy visibility 96 RP-15972-643 32500
s Gamma sterilized 100 Plates

v Surface treated, optically clear 2 RP-01927-70 27100
v Gamma sterilized and non-pyrogenic % RP-01927-72 29200
v Individually packed; traceable RP-01927-74 29600
v'Printed lot no. on case for traceabillty
v Optically clean for easy visibility 96 RP-01927-78 30300

Cole Parmer Essentials is an Antylia Scientific company

Cole-Parmer:

essentials

Key features

Size (mm) ‘

Cole-Parmer® Essentials Cell and Tissue Culture Dishes

v Excellent optical quality helps
to promote healthy cells and

reproducible results

v' Gamma sterilized and

non-pyrogenic

v" Smooth surface and uniform

Specifications

Quantity/
case

‘ Catalog # ‘

Lab Consumables

Price
(INR)

HSN: 39269099

wall thickness

v Individually labelled for

lot traceability

Key features ‘

Cole-Parmer® Sterile Cell Lifters

v Easily harvest cells from culture
dishes and plates
v’ Curved end of the J-hook lifts cells
from 6, 12, 24, and 48well plates
v One Side Flat and other end is
& Narrow or J-Hook Shaped

Key features

Cole-Parmer® Essentials Cell Scrapers

v Access the entire cell
culturesurface- Sterile;

35 960 Dishes | RP-15971-32 | 45700
60 600 Dishes | RP-15971-33 | 31600
70 600 Dishes | RP-15971-34 | 31600
90 Non-treated 500 Dishes | RP-15971-35 | 33200
100 300 Dishes | RP-15971-36 | 18900
150 100 Dishes | RP-15971-37 | 27200
150 120 Dishes | RP-15971-38 | 38000
35 960 Dishes | RP-15971-39 | 56100
60 600 Dishes | RP-15971-40 | 43700
70 600 Dishes | RP-15971-41 39300
90 Surface-treated 500 Dishes | RP-15971-42 | 46500
100 300 Dishes | RP-15971-43 | 27900
150 100 Dishes | RP-15971-44 | 33400

120 Dishes | RP-15971-45 | 45500

Overall
length

23 cm

2.0cm

Description

Individual wrapped,

Quantity/
case

Price
(INR)

HSN: 39269099

Catalog # ‘

Flat and Narrow End 100 tifters A o
Individual wrapped, 100 Lift
oot am 3.tk e ifters RP-01959-16 27900

Short (25 cm)

individually packed- blades (TPEJ;
handle (ABS)

Z

Cole-Parmer® Essentials Cell Strainers

Key features

3.0cm

Long (39 cm)

Mesh Diameter

- v Nylon mess with evenly Blue 40 mm
- - spgced mess pores . Natural 70 mm
= v Uniform single cell suspension
v Sterile Yellow 100 mm

Key features

Capacity ‘ Packaging & sterility

Cole-Parmer® Essentials Aspirating Serological Pipettes

,.4"'; v Made up of medical grade
=3 Polystyrene
v Tested for endotoxins, cytotoxicity
= and are non-haemolytic
v Without graduations and filterplug

2mL

5mL

gamma sterilized

10 mL

Individually wrapped;

Quantity/
case

100 scrapers

Quantity/
case

50 strainers

Quantity/
case

Price
(INR)

HSN: 39269099

Catalog # ‘

RP-04396-53 ‘ 19700

RP-04396-54 28500
Catalog # ‘ E:;?
HSN: 39269099
RP-04396-00 15900
RP-04396-01 16300
RP-04396-02 16300

Price

Catalog # ‘ (INR)

HSN: 39269099

500 pipettes RP-04395-08 20100
. RP-04395-09 10000

200 pipettes
RP-04395-10 10600

antylia.com [Jinfoindia@antylia.com ([[J+9122 61394444 7304443952
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Lab Consumables
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Key features

v Color-coded ‘to deliver’ (TD)
rings for easy identification

v Transparent PS

v Filter plug prevents
contamination

v Gamma sterilized

v Bi-directional graduations on the
pipettes provide added applicability

Key features

Cole-Parmer® OmegaZen™ Pipette Controller

v Accepts glass or
plastic serological pipettes

v Continue pipetting while connected

to the charger or adapter
v Lithium ion rechargeable battery

v 0.45p PTFE filter

Key features

Volume

Cole-Parmer® Essentials Sterile Serological Pipettes

1 mL; 1/10 (0.1) mL

Cole-Parmer

essentials

1 mL; 1/10 (0.1) mL

2mL; 1/100 (0.01) mL

5mL; 1/10 (0.1) mL

Cole-Parmer

Key features

Cole-Parmer®Essentials Cell Spreaders

10 mL; 1/10 (0.1) mL

25 mL; 2/10 (0.2) mL

50 mL; 5/10 (0.5) mL

Color

Blue

Steel Grey

Sterile ‘

Cole-Parmer® Essentials Disposable Inoculation Loops

Quantit Pri
‘ Packaging & sterility u::sé v/ ’ Catalog # ‘ llll‘-lll"\:’(]e
HSN: 39269099
RP-13002-12 8100 —]
500 pipettes RP-13002-14 8100 J
RP-13002-15 8700
Paper/plastic;
o RP-13002-16 5500
Individually wrapped; 200 pipettes
Gamma Sterilized RP-13002-17 6900
150 pipettes RP-13002-19 8800 P LU — v
100 pipettes RP-13002-20 21000
. Price
Volume Quantity Catalog # (INR)
HSN: 90278090
RP-25300-96 58500
TmL - 100 mL EA
RP-25300-98 58000

Quantity/

Description
case

Catalog # ‘

HSN: 39269099

Price
(INR)

No Disposable Inoculating Loop, 1 pL RP-06231-02 5000
v Smooth and flexible loops are - -
constructed of high-impact Yes Disposable Inoculating Loop, 1 L | 1000 loops RP-06231-03 17000
polystyrene No Disposable Inoculating Loop, 10 L RP-06231-04 5000
v L?OPS ensure gniform streaking Yes Disposable Inoculating Loop, 10 uL RP-06231-05 17400
without damaging your gel : -
Disposable Inoculating Loop, 1 pL,
surface Yes Individual RP-06231-07 6200
v Color coding identifies ndividuat wrap 250 loops
i i i Di ble | lating L. 10 pL
inoculation volume easily Ves Isposable Inocutating Loop, 10 piL., RP-06231-08 46200
Individual wrap
Combination Inoculating Needles/Loops HSN: 39269099
7%" (L) X Blue, 10 pl Inoculating loop/ RP-14200-00 39600
v’ Sterile, PS Inoculating Device with 4mmIDloop | Needle 1000 loops /
needle on one end, loop on the other ] needles
79" (L) X Clear, 1 pl Inoculating loop/ RP-14200-01 42100
1 mm D loop | Needle

Cole Parmer Essentials is an Antylia Scientific company

v’ Spread bacterial cultures evenly
v Reduce the risk of damaging the
agar-smooth spreading surface

Key features

Polystrene Disposable Sterile Forceps

v’ Corrugated handles and rounded

v Individually wrapped
v  Overall Length [in) 4in

Key features

Cole-Parmer® Essentials Micro Volume Pipettors

—

[ 100}
/- Cole-Parmer

v Fully autoclavable with enhanced
UV resistance

v Ergonomic, comfortable and
light weight

v/ Superior accuracy and precision

v Meets DIN EN IS0 8655 standard

v Universal tip compatibility to
use with wide range of tips
up to 1000 pl

v Locking counter, color-coded
tips, reverse pipetting and
many more exciting features

v Quantity : EA

essentials

‘ Sterility ‘

Packaging

Lab Consumables

Quantity/
case

‘ Catalog # ‘

HSN: 39269099

Price
(INR)

Yes

‘ Colour

Transparent blue

Transparent white

Dark blue

Pipettor model
& channels

Volume

Increments

Catalog # ‘

HSN: 90318000

‘ Bulk (50 bags of 10) ‘ 500 spreaders | RP-04396-51 ‘ 11400
‘ Indiviually wrapped | 100 spreader | RP-04396-52 ‘ 5200
‘ Material ‘ Qu::;Lty/ ’ Catalog # ‘ [T':'S
HSN: 39269099
RP-06443-20 2700
Polystyrene 100 RP-16348-11 2700
RP-16348-12 2700

0.1-25pL 0.1 uL RP-24501-01 11000
0.5-10pL 0.1uL RP-24501-02 11000
A100 -Series 5-50pL 0.5 L RP-24501-03 11000
Single -channel, 10 - 100 pL 1L RP-24501-05 11000
adjustable- 20-200 pL 1L RP-24501-07 11000
volume 100 - 1000 pL 5uL RP-24501-08 11000
pipettors 500 - 5000 pL 50 pL RP-24501-09 11000
2000 - 10000 pL 100 pL RP-24501-10 11000
5uL RP-24501-11 5600
50 pL RP-24501-13 5600
A200 - Series 100 pL RP-24501-14 5600
Single -channel, 500 pL . RP-24501-15 5600
fixed- 1000 pL RP-24501-16 5600
volume 5000 L RP-24501-17 5600
pipettors
10000 pL RP-24501-18 5600
0.5-10pL 0.1pL RP-24501-19
A300 - Series " ! 27600
8-channels, _
adjustable- 5-50pL 0.5 L RP-24501-20 27600
volume
pipettors 30 - 300 pL 1L RP-24501-21 27600
0.5-10pL - -
A300 - Series M 0.1uL RP-24501-22 33600
12- channels, 5-50 L RP-24501-23 | 33600
adjustable- H 05pL
volume
pipettors 30-300 pL 1L RP-24501-24 33600

antylia.com Q Infoindia@antylia.com a +9122 61394444

7304443952

Liquid Handling



iquid Handling
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Lab Consumables

Cole-Parmer:

essentials
Pipettor model Price
Key features & channels Volume Increments| Catalog # (INR)
Cole-Parmer® Essentials Electronic Pipettors HSN: 90318000
0.5-10pL 0.01 pL RP-24501-25 32300
Single 5-100 pL 0.1pL RP-24501-26 32300
v Graphical interface reduces the channel 10 - 200 pL 0.1uL RP-24501-27 32300
learning curve and makes it 50 - 1000 pL 1uL RP-24501-28 32300
extremely easy to use 250 - 5000 pL 5puL RP-24501-29 32300
¥ Extremely lightweight-for 0.5-10pL 0.01 L RP-24501-30 | 43900
effortless and painfree pipetting
even afterextensive use 2-20pL 0.01pL RP-24501-31 43900
v’ Stores and recalls the three most 8-channel 5-100 pL 0.1pL RP-24501-32 43900
frequently used modes 10 - 200 pL 0.1 uL RP-24501-33 43900
v Intelligent sl-eep mode enhances 15-300 pL 0.1 pL RP-24501-34 43900
battery runtime by more than 40%
v Efficient battery delivers 5 hours 05-10pL 0.01pL RP-24501-35 49600
of continuous use after a 2-20pL 0.01uL RP-24501-36 49600
2 hour charge 12-channel 5-100 pL 0.1pL RP-24501-37 49600
Quantity: EA 10 - 200 uL 0.1 L RP-24501-38 | 49600
15-300 pL 0.1 L RP-24501-39 49600
Accessories HSN: 90318000
/ Charging stand ;’:ggt[for Any volume NA RP-24501-40 | 5000
(240v,50/60 Hz) Sinal
v Acrylic Stand i'”gtfo'r Any volume NA RP-24501-41 2200
Pipettor Stand PP

v Pipettor stand for six single-
channel pipettors

Key features

Specification

Packaging &

Quantity/

RP-15977-68 2400

Catalog #

Cole-Parmer® Essentials Universal Graduated Tips

v’ Graduated pipettors tips

v Compatible with all major brand
of pipettors

v Certified Rnase-DNase and
pyrogen free

v FDA approved special medical
grade virgin polypropylene with
high transparency

1000pL; non-filter

sterility

Rack; Non-Sterile

1000pL; non-filter

Rack; Sterile

case

HSN: 90319000

RP-24502-67 1800

RP-24502-68 2100

1000ut; non-filter; LR Rack; Sterile 96 tips X 6 RP-16350-17 2900
1000pL; filter Rack; Sterile RP-16350-18 3200
1000pL; filter; LR Rack; Sterile RP-16350-19 3600
1250ul; non-filter Bulk; Non-Sterile | 500 tips X 10 | RP-15971-02 6600
1250pL; non-filter Rack; Non-Sterile RP-24502-87 2300
1250pL; non-filter Rack; Sterile 96 tips X 6 RP-24502-88 2500
1250p; filter; LR Rack; Sterile RP-24502-92 4000
1250ut; fitter Rack; Sterile RP-16350-23 3600
5000L; non-filter Bulk; Non-sterile RP-24502-99 1200
100 tips X 10

10000pL; non-filter

Bulk; Non-Sterile

RP-24503-01 2200

Wait, there’s more!

Browse 100,000+ products plus find Technical Resources at

Cole Parmer Essentials is an Antylia Scientific company

ColeParmer.in

Cole-Parmer:

Key features

Cole-Parmer® Essentials Universal Graduated Tips

essentials

Specification

Lab Consumables

Packaging &
sterility

Quantity/
case

Catalog #

HSN: 90319000

10 pl; non-filter Bulk; Non-Sterile 1000 tipS RP-15970-86 25100
(=)]
10 ut; non-fitter; LR Bulk; Sterile X 40 RP-15977-47 | 43200 =
10 pl; non-filter Rack; Non-Sterile RP-24501-48 | 2600 §
10 pl; non-filter Rack: Sterile RP-24501-49 2800 :tl:u
10 ul; non-filter; LR Rack; Sterile 56 ps RP-16350-02 | 3200 e
10 pt; filter Rack; Sterile RP-16350-03 4200 g.
10 pL; filter; LR Rack; Sterile RP-16350-04 | 5000 -
10pL narrow/20pL; non-filter Bulk; Non-Sterile | 1000 tips RP-15970-90 27200
10ul narrow/20pL; non-filter; LR | Bulk: Non-Sterile X 40 RP-15977-50 42800
10ul narrow/20pL; non-filter Rack; Non-Sterile RP-16350-05 2600
v’ Graduated pipettors tips 10pL narrow/20ul; non-filter Rack; Sterile RP-16350-06 2800
v' Compatible with all major brand ) .
of pi,‘fettors : 10uL narrow/20pl; non-filter; LR | Rack; Sterile 96tipsX 10 | RP-16350-07 | 3300
v Certified Rnase-DNase and 10ul narrow/20pL; filter Rack; Sterile RP-16350-08 4200
pyrogen free ) ]
v FDA approved special medical 10ul narrow/20yL; filter; LR Rack; Sterile RP-16350-09 5000
grade virgin polypropylene with 200p; non-filter; clear Bulk; Non-Sterile RP-15970-94 | 9500
high transparency 1000 tips
200uL; non-filter; yellow Bulk; Non-Sterile | x'oq P RP-15977-45 9500
200pL; non-filter; clear Bulk; Sterile RP-15977-53 22900
200pL; non-filter Rack; Non-Sterile RP-16350-10 2600
200pL; non-filter Rack: Sterile RP-24502-30 2900
200ul; non-filter; LR Rack; Sterile 96 Tips X 10 | RP-16350-12 3300
200pL; filter Rack; Sterile RP-16350-13 4200
200p; fitter; LR Rack; Sterile RP-16350-14 5000
1000uL; non-filter; clear Bulk; Non-Sterile RP-15970-98 7500
1000p; non-filter; blue Bulk; Non-Sterile | 1900 tPS | RP-15977-46 | 7500
1000pL; non-filter; LR Bulk; Sterile RP-15977-56 14800
200L; individual wrap Bulk; Sterile 400 tips X5 | RP-15977-66 23500
v Universal Graduated —
1000pL; individual wrap Bulk; Sterile 200 tips X5 | RP-15977-67 11800

Key features

Cole-Parmer® Essentials Universal Empty Racks

v Empty Racks for Pipettors Tips

Specification

10/200l

2004l

10004t

12500l

Packaging &

sterility

Empty Rack

‘ Quantity

Catalog # ‘

Price
(INR)

HSN: 90319000

RP-24503-04 1400
10 racks

RP-24503-05 1400

RP-24503-07 930
6 racks

RP-24503-08 1000

antylia.com

B nfoindia@antylia.com [ +9122 61394444

7304443952




Lab Consumables COIe'PC"mer® COIe'qumer® Lab Consumables

essentials essentials

. Price . - Quantity/ Price
Key features ‘ Valve Capacity Increments| Catalog # ‘ (INR] Key features Material Description ‘ case Catalog # (INR)
Cole-Parmer® Essentials Bottle Top Dispensers with calibration HSN: 90278090 Bullard® EVA Powered Air-Purifying Respirator System (PAPR) HSN:90200000
g E v Cl f d ise di i 0.25mL-25mL 0.05mL RP-15977-71 14300 1 Set[ Include [b%ower (EVAT1), "
— ean, sale, and precise aispensing . . belt (EVABELT1 ,batter
% at an affordable price 0.5mL-5mL 0.1mL RP-15977-72 14300 % v Provides superior protection with | With CC20 Hood (EVABAT1), breathing tuybe RP-16359-15 178000 t;
c ] v Set and lock volume for optimized No TmL-10mL 0.2 mL RP-15977-73 14300 it ] a 1,000 _APF (Assigned charger[E\}ASMC], airflow | 1 Set -g
£ accurate results 2.5mL-30mL 0.5mL RP-15977-74 21400 - Protection Factor] ] indicator (PATAFI), and RP-16359-17 178000 (<)
v/ Available in six volume ranges 5mL - 60 mL Tl RP-15977-75 21400 ﬁ-&' ) v NIOSH approved With RT3 Hood double-bib hood; filter is a
© m [ DA :
o= F from 0.25 mL to 100 mL Y not included >
=3 v Fully autoclavable and 10 mL - 100 mL 2mL RP-15977-76 26100 5 . — - - qq.;
E - superiorchemical compatibility 025mL - 2.5 mL 005 mL RP-15977-77 23700 Bullard™ EVAHL Powered Air-Purifying Respirator Explosion Proof System HSN:90200000 <
- v Jam resistant with smooth plunger 0.5mL-5mL 0.1 mL RP-15977-78 | 23700 a4 PAPR Assemblies include V)
T movement B p . blower (EVA1), belt ) )
+ Recirculation valve prevents loss Ves TmL-10mL 0.2mL RP-15977-79 23700 v Provides superior protection with With CC20 Hood (EVABELT1), battery RP-16359-16 231000
) ditii of reagent during purging 2.5mL - 30 mL 0.5 mL RP-15977-80 35700 a 1,000 APF (Assigned Protection (EVAHLBAT1), breathing | Set
v Qty: EA 5mL - 60 mL 1mL RP-15977-81 38100 , l':lellgtsol-rll § EESZ[SPSEI]BU‘EMFQZF'
approve )
10 mL - 100 mL 2mL RP-15977-82 | 47600 PP With RT3 Hood | o) 1A F)) 'ailjrdsze_fiitor RP-16359-18 | 231000
Cole-Parmer® Essentials Electronic Bottletop Burettes HSN: 90278090 hood; filter is not included.
v'User friendly, TFT touch screen lets . . (e ITEY, 1414774 Price
1 Jou performyquick e, 10 mL 0.005 mlL RP-15977-89 95200 Key features ‘ Filter type Protection case Catalog # (INR)
: titrations
1 ® - - X
't ¥ Motor controlled dispensing & filling Yes 25 mL 0.01 mL RP-15977-90 95200 Bullard™ Filter Cartridge for EVA PAPR HSN: 90200000
.- v Includes set of 6 adapters (28, 30, 32, HEPA (Mechanicall| Particulates RP-16359-20 44400
\J 36, 40 and 45 mm) : )
— v Conforms to 1SO 8655 standards & 50 mL 0.01 mL RP-15977-91 95200 PAPR FC4 OVAGE Pal‘tICUla:ﬁ‘S. _Ol‘gahnlg
i ; : Combination vapors, chlorine, hydrogen
GLP compliant Bullard Filters are designed for mechanical chloride, sulphur dioxide, RP-16359-21 | 107000
; ; P ITED 137 use with EVA series PAPR system & chemical chlorine dioxide, and
Key features Capacity Packaging case Catalog # providing protection not only hydrogen fluorid'e s
) N against particulates but also
Disposable Transfer Pipettes HSN: 39269099 against harmful organic Particulates, ammonia, for
Bulk, Non-Sterile RP-16351-71 18900 vapours and chemical gases. L maldehyde, methylamine,
! Combination chlorine, hydrogen
3mL Bulk, Sterile RP-16351-72 17400 mechanical chloride' sulphur dioxide RP-16359-22 145000
v Made up of Virgin LDPE Individual Wrap RP-16351-73 2300 & chemical chlorine dioxide, and
- 5000 pipettes .
Bulk,Non-Sterile RP-15978-22 17500 hydrogen fluoride
1mL Bulk, Non-Sterile RP-15978-23 17400 e (e [TEY 141477 Price
Individual Wrap RP-15978-24 21000 Key features Description | Headbands case Catalog # (INR)

Key features Capacity Drops (per ml) ‘ Qu:an:;ty/ Catalog # ‘ Bullard® QC Hoods for EVA Respirator HSN:90200080
Di ble Transfer Pipett HSN: 39269099 Bullard® 207IC/
Isposable Iransrer Fipeties ]
’ ’ 15 mL 21 RP-06226-37 | 5300 ‘ ¥ Headband-free design provides: | 2100 WERettS | 10 RP-16359-23 | 87500
> m - - o better comfort- Over-the ac Hf)m:s for'tEhVA €s
3.9 mL 25 RP-06226-41 5200 Top Airflow Delivery System espirator with
S ratchet suspension
v Easily draw and deliver solutions 4.6 mL 25 _ RP-06226-65 6300 reduces possibility of dry eyes
] ) 500 pipettes d 1 Bullard® RT3/
v Delivers repeatable, uniform drops 5.8 mL 50 RP-06226-67 11700 and nasal passages RT3T Tvchem®
v Eliminate cross-contamination 58 mL 5 RP-06226-61 5700 v Panoramic Viewing Lens ac H ydC :m EVA
with these low-cost, disposable °m - - provides 135 square inches of oods for
LDPE pipettes 6mL 25 400 pipettes | RP-06226-69 5800 unobstructed visibility Respirator No 10 RP-16359-24 | 87500
- v No Fit Testi 0 76 fits all without ratchet
7.5 mL 20 500 pipettes | RP-06226-63 6500 o Fit Testing, One size fits a suspension, wide
15 mL 19 250 pipettes | RP-06226-51 6900 angle lens

m There’s More at Browse 100,000+ products plus find
ColeParmer.in Technical Resources to help you choose
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Lab Consumables Cole-Parmer’ Cole-Parmer’ Lab Consumables

essentials essentials

_ Quantity/ Price s Quantity/
Description case Catalog # (INR) Key features Specifications i~ Catalog #
Accessories for Bullard® EVA Powered Air-Purifying Respirator Cole-Parmer® Essentials ThinTouch™ PRO Nitrile Gloves HSN: 40151900
RP-16359-27
n Bullard® EVABELT1 Replacement Belt for EVA PAPR System Each (HSN: 39269091) 16400 Small RP-15972-23 9200 -
v -
= Bullard® EVABAT1 Replacement Battery for EVA PAPR System Each [Eg’g‘?gggzs'gg(]] 72800 Medium RP-15972-24 | 9200 =
£ Bullard® EVASMC Single Port Charger for EVA PAPR System Each | RP-16359-29 | 4g9n0 7oTlength ) 100 gloves X10 2
n; ulla ingle Po arger fo yste ac (HSN: 85044095) Large RP-15972-25 9200 E
]
T ® : : RP-16359-30 >
Q . Bullard™ PA1AFI Air Flow Indicator for EVA PAPR System Each (HSN: 39269099 4100 X-Large RP-15972-26 9200 ..q.).
g Accessories . RP16359.32 =
Bullard™ PAHBT Replacement Breathing Tube for PAPR Respirator, Standard Length 26" Each - N X
p ] p g9 (HSN: 39173300) 8300 - v 0.65 AQL Levgl 3; enhanced Small RP-15970-26 12100 (7,
RP-16359-33 chemical resistance
Bullard® PAHBTXS Replacement Breathing Tube for PAPR Respirator, Extra Small Each [HSI\-I- 39173:3001 8400 v Tested for 29 chemotherapeutic
P . drugs as per ASTM D4978-05 Medium RP-15970-27 12100
Bullard® POLYBTC Clear Breathing Tube Cove 100/Pk | RETE30 30| 48900 v Static dissipative with resistivity 12" length 50 gloves X 10
° RP-16359-35 of 1X107 Ohms Large RP-15970-28 12100
Bullard™ EVABELT2 Replacement Belt for EVA PAPR System, Close Cell Each (HSN: 39269091) 16200 v Higher tensile strength for tear &
RP “359 3% puncture resistance.
Bullard® EVAHLBAT1 Replacement Battery for EVAHL PAPR System Each [HSI-\I- 8506;000] 88400 v Exceptional wet-dry grip. X-Large RP-15970-29 12100
- - Small RP-16358-41 22300
Key features Specifications Quantity/ Catalog # Price
y P case 9 (INR) Medium RP-16358-42 | 22300
_ ® : : ™ Nitri . 16" length 50 gloves X 10
Cole-Parmer® Essentials ThinTouch™ Nitrile Gloves HSN: 40151900 Large RP-16358-43 | 22300
v Advanced nitrile formulation with
soft finish delivers Small RP-15957-68 18700 X-Large RP-16358-44 22300
< v Optimal comfort and dexterity
Cole-Parmer . | v Reliable protection against a wide ‘ Cole-Parmer®Essentials MaxDuro™ Sterile Latex Gloves - EO HSN: 40151100
! = ° range of chemicals Medium RP-15954-69 18700 Small RP-15977-20 28700
o . . - -
~ | v Textured fingertips ensure a secure 9.5 length 100 gloves X 10 Vied
\ grip in wet or dry conditions . ) edium . RP-15977-21 28700
- N Large RP-15954-70 18700 v Individually packed, non-particulate 12" length Case of 1200
p— e g | e QY |, frsting ecins
: pis i v Powder-free low protein gloves with | x_|_
Sterile Latex Gloves arge RP-15977-23 28700
v Meets acceptable quality level X-Large RP-15954-71 18700 —— N superior, tactile sensitivity g
(AQL) of 1.5 m_ == | v1.5A0L, Hand specific Small RP-15977-24 14400
Cole-P ®F ials MaxD ™N S ile L Gl — v Sterilized by Eto Medium . RP-15977-25 14400
ole-Parmer®Essentials MaxDuro™Non-Sterile Latex Gloves HSN: 40151100 h v Available in 12", 14", 16", 18" 16” length Case of 400
Small | RP15970-48 | 26500 I)_(alige RP-15977-26 | 14400
__‘1 v Individ-ually packgd, non-particulate Medium 12" length lﬂpoalpréﬁ(cjﬁzz;x s | RP-15970-49 26500 —-arge RP-15977-27 14400
shedding packaging e RP1597 . Cole-Parmer® Essentials MaxDuro™ Sterile Latex Gloves- R HSN: 40151100
=y v Powder-free, low protein gloves 9 -15970-50 6500
% - with superior tactile sensitivity Small RP-15945-04 13700 v |ndividyally packe_ed, non-particulate Small RP-15977-01 16000
|V 1.5_AOL: hand fpec.l.ﬁc o Medium 16" length 1 pair/pouch; RP-15945-05 13700 ‘ . ‘ shedding packaging Medium 12" Case of 1200 RP-15977-02 16000
- | v Availablein 12", 14", 16", 18 50 pouches X 4 ” A charring or residue Large
\| Large RP-15945-06 13700 EFE v Powder-free low protein gloves with 9 RP-15977-03 16000
; e superior, tactile sensitivity Small RP-15977-09 16100
a—h v 1.5 AQL, Hand specific
v Sterilized by Gamma irradiation Medium 16" Case of 400 RP-15977-10 16100
v Available in 12,14,16, 18" Large RP-15977-11 16100

Cole Parmer Essentials is an Antylia Scientific company antylia.com [ infoindia@antylia.com ([[J+9122 61394444 7304443952




Safety Products

Lab Consumables

Cole-Parmer:

Cole-Parmer® Essentials Polyester Cleanroom Wipes

g

Cole-Parmer:

essentials

Key features

v'"Woven 100% polyester fibre with

Size

Specifications

Lab Consumables

Quantity/
Case

Catalog #

HSN: 63071090

Price
(INR)

laser sealed edge for minimal lint XY Non-Sterile RP-16377-80 21700
‘ and particle release
v Laundered and packaged in a o . =
cleanroom class 100 9" X9 Sterile RP-16377-81 23500 <)
v~ 140 + 5 GSM 150/Bag, g
v Excellent chemical resistance and 10 Bags/Case c
compatible with a variety of 12" X12" Non-Sterile RP-16377-82 29300 8
solutions G
v Highly absorbent
v Lot-to-lot traceable 12" x12" Sterile RP-16377-83 | 31300
Cole-Parmer® Essentials Poly-Cellulose Wipes HSN:56031200
v Highly absorbent 9" X9 Non-Sterile RP-16348-35 17500
v Chemical and abrasion resistant
¥ Low levels of particles and 9" X9’ Sterile 300/Ba RP-16348-36 | 24700
extractables 108 9/'C
v Lot-to-lot traceable ; ; . ags/Lase
v Available in non-sterile and 12" X 12 Non-Sterile RP-16348-37 24700
sterile (gamma-irradiated)
v 68 GSM 12" X 12" Sterile RP-16348-38 31600
Cole-Parmer® Essentials Quilted Two-Ply Polyester Wipes HSN:63079090
v 100% continuous two-ply double- 9" X9 Non-Sterile RP-16348-31 19700
knit filament polyester material
v’ Laser-sealed edge vy o .
v 750 GSM 9 9" X9 Sterile 100/Bag, RP-16348-32 22100
v’ Chemical and abrasion resistant . ; ) 10 Bags/Case
v Highly absorbent with critically 12" X 12 Non-Sterile RP-16348-33 34900
low levels of particulate counts
v’ Lot-to-lot traceable 12" X 12" Sterile RP-16348-34 39000
Cole-Parmer® Essentials MicroFiber Wiper HSN:48182000
o ) 140 Pcs/Bag RP-15976-63
v Highly sorbent X9 Non-Sterile x 10 Bags/Case |(HSN: 63071090) 32700
v Double bagged and vacuum 100 Pcs/Bag RP-15976-64
packed for cleanroom passage 12" X12 Non-Sterile x 10 Bags/Case | (HsN. 63079090) 42600
v Twisted fi ber prevents fiber 140 Pes/B
shedding 9" X 9" Sterile ce/Bag | RP-15976-65 | gong
v 100 + 5 GSM x 10 Bags/Case | (45N 48182000)
12" X 12" Sterile 100 Pcs/Bag RP-15976-66 41500

x 10 Bags/Case

(HSN: 94032000)

essentials
Max . Quantity/ Price
Key features ‘ Temperature Description ‘ Case Catalog # (INR)
Extreme-Temperature Gloves HSN: 40151900
v Knitted ESD gloves withstand dry 538°C Large, 14" RP-33689-20 38300
contact temperatures with no '
charring or residue Large, 14" RP-33689-21 53800
v Will not contaminate annealing 760°C 1 Pair
ovens or process equipment Large, 18" RP-33689-22 55700
v Gloves are free of PCB, asbestos,
and fiberglass. Large, 27" RP-33689-23 89100
Heat-Insulated Neoprene Gloves HSN: 40151900
v' Synthetic neoprene rubber for Medium, 14" RP-40211-30 7900
good chemical resistance
¥ Maintain your grip with the -73°Cto 249°C Large, 14" 1 Pair RP-40211-31 8500
nonslip, roughened surface
v The 14"L gl feature int L
e 14 L glovesieature integra X-Large, 14" RP-40211-32 | 8800
cotton fleece liner
Cryo Protection gloves HSN: 40151900
%?,fpfj:jﬁ”tgl""es- 1 Pair RP-09113-02 | 34300
Water-resistant gloves, 1 Pai RP-0911 4 4
v’ Protects at temperatures as low as 12°L, large air -09113-0 34300
-160°C ’
v/ Multi-layered insulation provides Wat istant al
Maximum thermal protection _OB4OF (_140° ater-resistant gloves, | 1 pair RP-09113-12 38600
v Water resistant & water proof 256°F [-160°CI | 45 L, Medium
formats.
v Gloves keep you dry and wick Water-resistant gloves, | 1 p.;. RP-09113-14 | 38600
moisture away from your hands, 15"L, Large
keeping you comfortable for )
extended periods of time. \:\géltfr)ztle;rlsla"t gloves, 1 Pair RP-09113-22 63600
v Available in 12", 15", 19" ' g
W::I\.ter-resistant gloves, 1 Pair RP-09113-24 48500
19" length
Key features ’ Palm Size Thickness ‘ Pack Size | Catalog # | [T;;I;T
Cole-Parmer® Essentials Chemical Resistant Nitrile Gloves HSN: 40151900
v Outstanding protection from acids, Small RP-16358-49 16800
caustics, solvent & chemicals Medium 15 mil 144 pairs/Case RP-16358-50 16800
v Hand specific, puncture & L
tear- resistant arge RP-16358-51 16800
v Textured surface for excellent grip Small RP-15986-08 17400
on wet & dry condition -
v Flock- lined Medium 18 mil 144 pairs/Case RP-15986-09 17400
v Comply with US FDA CFR 21 Part Large RP-15986-10 17400
177.2600 & EC regulation

Cole Parmer Essentials is an Antylia Scientific company

Cole-Parmer® Essentials Polyester Presaturated Cleanroom Wipes

v'Durable 100% continuous filament,
double-knit polyester fiber

v'Premoistened with 70% isopropyl
alcohol and 30% DI/WFI 120 GSM

v'Laser cut edge for reduced fiber
contamination

v'Gamma sterilized and packaged in
an ISO Class 5 cleanroom

v Convenient resealable pouch

v 120 GSM

HSN: 56031200

v on . , 10/Pk, .
9"X9 70%IPA 30% DI R e RP-16392-81 | 95000
12" X 12" 70%IPA 30% DI 15/Pk, RP-16392-82 | 151000
40 Pack/Cs
12X 12" 70%IPA 30% DI 10/Pk, RP-16392-83 | 101000
40 Pack/Cs
oy 9" . . 15/Pk, o
70%IPA 30% WF| P e RP-16392-85 | 86500
oo . . 10/Pk, o
9" X9 70%IPA 30% WFI . RP-16392-86 | 95900
s 20/Pk
0, 0, 4 - -
12X 12 70%IPA 30% WFI A RP-16392-87 | 98300
12" X 12" 70%IPA 30% WFI 10/Pk, RP-16392-88 | 101000
40 Pack/Cs

] antylia.com anfoindia@antylia.com a +9122 61394444

7304443952




Cleanroom

Lab Consumables

essentials

_ Key features Size Specifications

Cole-Parmer® Essentials Poly-Cellulose Presaturated Cleanroom Wipes

Cole-Parmer:

Quantity/
Case

Catalog #

Price
(INR)

HSN: 56031200

Key features Specifications

Cole-Parmer®Essentials Direct Vented Autoclavable Safety Goggles

v Autoclavable

(40 cycles at 121°C, 30 minutes)
v Direct vented
v Replaceable lens

v’ Fit over presecription glasses
v EN166:2002

Frame: Blue

Lens: Clear Antifog, 140 g Weight

Quantity/
Case

5/ Box

‘ Catalog # ‘

5% cellulose and 45% 9" X 9" 70%IPA 30% DI 10/Pk, 50 Pack/Cs | RP-16392-84 | 68100
polyester blend

 Premoistened with 70% isopropyl 9" X 9" 70%IPA 30% WFI 20/Pk, 50 Pack/Cs | RP-16392-89 103000
alcohol and 30% DI/WFI

v Cold knife cut edge 9" X 9" 70%IPA 30% WFI 10/Pk, 50 Pack/Cs | RP-16392-90 68100

v'Gamma sterilized and packaged
in an IS0 Class 6 cleanroom 12°X12" 70%IPA30% WFI | 20/Pk, 50 Pack/Cs | RP-16392-91 | 135000

v Convenient resealable pouch

¥/ 56 GSM 12" X 12" 70%IPA 30% WFI | 10/Pk, 50 Pack/Cs | RP-16392-92 | 85600

HSN: 90049090

RP-15972-19

13700

Cole-Parmer® Essentials Indirect Vented Autoclavable Safety Goggles

v Autoclavable
(35 cycles at 121°C, 30 minutes)
v Indirect vented

v Fit over presecription glasses
v EN166:2002 & ANSIZ87.1:2015

Certification:
* EN166:2001
* ANSI Z87.1:2015

Frame: Blue

Lens: Clear Antifog, 98 g Weight

10/ Box

RP-16392-21

HSN: 90049090

18900

Cole-Parmer® Essentials Safety Goggles

v’ '99.99% UV protection
(UV-A, UV-B, UV-C)

v Fits over most prescription glasses

v Polycarbonate antiscratch lens with
antifog coating

v~ Ultrasonic-sealed indirect HDPE
vent caps

Clear

10 pcs/box

RP-16392-23

HSN: 90049090

2500

Cole-Parmer® Essentials Safety Spectacles

v ElxtremeAlyAlightweight withoutstanding
field of vision

v Single-piece lens fits most faces

v/ Molded-in nose bridge provides
uncompromised comfort and fit

v Clear polycarbonate antiscratch lens
with antifog coating

v 99.99% UV protection

Clear

10 pcs/box

RP-16392-25

HSN: 90049090

1800

Cole-Parmer:

Key features

Cole-Parmer® Essentials Sticky Mats

v Quickly and effectively remove
dirt from shoes and wheels

v Smooth and durable-made of
multilayer LDPE film with
adhesive coating

v Easy to use-simply peel away
the soiled layer

v 30 pull outs per sheet

essentials

Blue

Specifications

24" X 36"

Lab Consumables

Quantity/
Case

10 mats

Catalog #

Price
(INR)

HSN: 39189010

RP-15972-41

9100

Cole-Parmer® Essentials Cleanroom Paper

v A4 Cleanroom papers with Ultra
low particle and fiber generation

v IS0 6 Cleanroom processed

v Compatible with most inks in
writing without smearing

v" Autoclavable

v RoHS guideline compliant

White

Blue

80 GSM

250 Sheets/Pack x
10 Packs/Case

HSN: 48234000

RP-16348-60

9700

250 Sheets/Pack x
10 Packs/Case

RP-16348-61

10700

Cole-Parmer® Essentials Cleanroom Pen

v Designed for Class 100 to Class
100,000 cleanrooms

v Food grade German ink

v Viscosity is lower than the
ordinary ball pen

Black

0.7mm tip

12 pens

HSN:96082000

RP-15972-47

6000

Cole-Parmer® Essentials Autoclave Cycle Monitoring Strips

v Monitor the number of autoclave cycles upto 40 cycles
v Polyester with laser sealed edges
v Suitable for cleanroom products like goggles, aprons

50/ Box

HSN: 63071090

RP-16370-91

5100

Cole Parmer Essentials is an Antylia Scientific company

Need Help Selecting?

Trust our expert Application
Specialists to help you find the
right product.

022-6139-4444 | insio.info@antylia.com

antylia.com ([ infoindia@antylia.com [J +9122 61394444 7304443952

Cleanroom




Lab Consumables Cole-Parmer Cole-Parmer Lab Consumables

essentials essentials

Key features

‘ Volume ‘ Packing & sterility Qu:ar:;ty/ ‘ Catalog # ‘ ﬁ;";‘; _ Key features Capacity ‘ CAP/Stopper Size Qu:anstéty/ ‘ Catalog # ‘ (F;;:;T

Cole-Parmer®Essentials Sterile Media Bottles HSN:39269099 Cole-Parmer® Essentials Narrow Mouth Polypropylene Bottles HSN:39233000
v Leakproof PP bottles offer

'J 250 mL RP-15977-17 16200 ; . 250 mL 28 mm 6 RP-06257-05 14600
¥ PET bottles with HDPE caps ndividually packeg. | 100 Pottles excellent chemical resistance
v Temperature ranges from 500 mL naividiia™y packed RP-15977-18 | 19600 ¥ Ideal for storage and sampling of 1000 mL 28 mm 6 RP-06257-10 | 24300
- 60 to 60 °C 1000 mL EB sterilized 48 bottl liquids or solids
- m ottles RP-15977-19 | 17000 | ¥ Autoclavable 2000 mL 45 mm 2 RP-06257-20 | 11300
E R v .
Cole-Parmer® Essentials Solution Bottles HSN:39269099 FDAt 21t CFR compliant for food
P 'c:on acf h tals RoHS 4000 ml 83B 1 RP-06257-00 9700
v Light weight PS bottles 150 mL RP-15971-46 | 5200 compliant |
v i 33B : -
Heavy wall construction and edge 250 mL RP-15971-47 5900 5000 mL 3 1 RP-06257-30 11900
- knurls on PP caps Individually packed; | 24 bottles
. w ¥ v Wide mouth bottles for stable and ; - _ " e .- 0] tit Price
5 b 4 efficient pour out 500 mL Gamma sterilized RP-15971-48 6500 Key features Description | Specifications u:ar;é v/ Catalog # [INIR]
= (- v Engraved or silk-printed graduation 1000 mL RP-15971-49 16600 o . i
v Special concave for easy handling Cole-Parmer™ Essentials Wide -Mouth HDPE Bottle HSN: 39233000
2000 mt 12 bottles RP-19971-50 | 8700 30 mL 28 mm 12 RP-06035-31 | 2900
. Graduations range Quantity/ Price 12
Key features Capacit - Catalog # 60 mL 28 mm RP-06035-35 3500
y pacity & interval case 9 (INR) v Withstands freezer storage down 38 12
; ; ; ; to -100°C 125 mL mm RP-06035-39 3900
DWK Life Scienes (Kimble) GL-45 Media Storage Bottles HSN:70172000 v Translucent and more rigid 250 mL 43 mm 12 RP-06035-43 5800
than LDPE
100 mL 20-80 mL; 10 mL RP-15957-04 4500 v Uniform walls resist splitting and 500 mL 53 mm 48 RP-06035-49 30400
unctures 1000 mL 63 mm 6 RP-06035-51 7300
v Ideal for general laboratory use 250 mL 50-200 ml; 25 mL RP-15957-05 4900 v 'Iz4eets USP Class VI requirements -
mixing, storing or transferring of 500 mL 100-400 mL; 50 mL RP-15957-06 | 6100 Znm o mm : REREOSS: B | 27O
culture media, chemicals meiovm 10 bottles 4000 mL 100 mm 1 RP-06055-20 5500
or solvents 1000 mL 100-900 mL; 50 mL RP-15957-07 8700 . .
v White graduations; thread size: Cole-Parmer® Essentials Amber Wide -Mouth HDPE Bottle HSN: 39233000
GL 45 2000 mL 400-1800 mL; 100 mL RP-15957-08 18100 30 mL 28 rm 12 RP-06036-01 3500
v 33 expansion, borosilicate glass
o 5000 mL 1000-4500 mL; 250 mL RP-15957-09 12300 28 12 - -
conflrmlng to USP Type |, Class v Reduce UV light transmission 60mt mm RP-06036-05 3900
, AA reqtlllre?lents 10000 mL 2000-9000 mL; 500 mL | 1 bottle RP-15957-10 20700 v Meets USP Class VI requirements 125 mL 38 mm 12 RP-06036-09 4800
utoclavable v Will not leak with PP screw caps
20000 mL | 2000-18000 mL; 500 mL RP-15961-72 | 33900 ¥ Meet USP requirements for light 250 mL 43 mm 12 RP-06036-13 | 6700
- : sensitive product storage 500 mL 53 mm 12 RP-06036-17 9600
Key features ‘ Description Specifications Ou:anstéty/ ‘ Catalog # ‘ :’I;IMI:;]E 1000 mL 63 mm 6 RP-06036-21 9100
- ® i - .
DWK Life Scienes (Kimble) GL-45 Media Storage Bottles - Accessories oo line e s ent 3 TN auowiEKcw LDEEIEOTS HSN: 39233000
RP-15961-73 30mL 20 mm 12 RP-06035-07 2600
Bl L N N :
PP Cap v Autoclavable UeCORTEP T Max. temperature " (HSN: 70172000) 3400 Y Withstands freezer storage down 60mL 20 mm 12 RP-06035-11 | 3100
v ize: _ ° caps -
Pouring Ring Thread size: GL 45 Clear, Pouring | 140°C RP-34523-13 | 750 v Chemical-resistant — stands up 125 mL 26 mm 12 RP-06035-15 | 3500
ring (HSN: 39235000) to most corrosive 250 mL 24 mm 12 RP-06035-19 5800
aQ tity/ Price v Meets USP Class VI requirements
Key features Capacity CAP/Stopper Size u:ansé y Catalog # (INR) v Will not leak with PP screw caps 500 mk 38 mm 12 RP-06035-23 7800
1000 mL 38 mm 6 RP-06035-27 7600
Cole-Parmer®Essentials Wide-Mouth PolyPropylene Bottles HSN:39233000
30 mL 22 mm 12 RP-06045-48 1300
v Leakproof (PP) bottles offer
excellent chemical resistance 60 mL 22 mm 12 RP-06045-56 1700
P .
Ideal for storage and sampling of 125 mL 28 mm 12 RP-06045-58 | 2100 -
liquids or solids h f
v Autoclavable 250 mL 28 mm 12 RP-06045-62 4700 e e COI l I e n C e n
~ v v/ FDA 21 CFR compliant for food
=] contact 500 mL 28 mm 12 RP-06045-66 9000 R t FR E E I * 't d '
v Heavy metal free 2000 mL 45 mm 1 RP-06057-10 1800 ' ' ' _I: @ |-
i S i M 022-6139-4444 |insio.info@antylia.com

*T&C apply

Cole Parmer Essentials is an Antylia Scientific company ##) antylia.com Q Infoindia@antylia.com +9122 61394444 7304443952




Lab Consumables

Cole-Parmer® Essentials Amber Narrow -Mouth HDPE Bottle

Key features

Description

Cole-Parmer:

essentials

Specifications

Quantity/
case

Catalog #

HSN: 39233000

Cole-Parmer® Essentials Griffin Low-Form Graduated Glass Beakers

Cole-Parmer:

essentials

Key features

Capacity

uations Interval

Quantity/

case

Lab Consumables

‘ Catalog # ‘

Price
(INR)

HSN:70179010

30 mL 20 mm 12 RP-06026-10 2000 10 mL 10 mL RP-34502-20 2000
. . . 60 mL 20 mm 12 RP-06026-20 | 2400 20 mL 5mL RP-34502-36 | 2100
educe UV light transmission o 12
v Meets USP Class VI requirements 125 mL mm RP-06026-40 3300 25 mL 5mL RP-34502-37 2100
v Will not leak with PP screw caps 250 mL 24 mm 12 RP-06026-50 4800
500 mL 28 mm 12 RP-06026-60 | 7100 S0mt 5mlL RP-34502-38 | 2800
1000 mL 38 mm 6 RP-06026-70 | 7200 S0mL 10mL 12beakers | RP-34502-39 | 2800
Cole-Parmer® Essentials Wide -Mouth LDPE Bottle HSN: 39233000 — 100 mL. 10mL RP-34502-40 3300
- g, - 12. L - -
v LDPE bottles offer better content 30 mL 28 mm 12 RP-06043-10 2000 il v - ;EE mt 25 ° T E:: 22:E§ j; jzgg
visibitity than HDPE and low trace 60 mL 36 mm 12 RP-06043-20 2400 g Eioe;ols}lctlrcgzenz.r:’)algll:zsratory e m m , -
. metal content 250 mL 25 mL RP-34502-43 4100
v v Can be used for long-term storage 125 mL 43 mm 12 RP-06043-30 | 3600 v Graduated tolerence from +2% to
: /iAn freelzerzlto -148°F (~100°C) 250 mL 43 mm 12 RP-06043-40 | 3700 iE-;5%kdependinghon size. ; 300mL 25 mL RP-34502-44 3700
| utoclavable v’ Beaker can withstand wide 400 mL 50 mL RP-34502-45 4000
| v Leakproof polypropylene screw 500 mL 53 mm 12 RP-06043-50 4600 temperature range from m m 8 beakers
closures 1000 mL 63 mm 6 RP-06043-60 | 6600 -50°C to 550°C. 500 mL 50 mL RP-34502-46 4200
—————l——————————_——_—_—_——_—_——_—_————————_————S—S—SSS—~————S—~"~———————————— \ 600 mL 50 mL RP-34502-47 5500
e o Quantity/ Price o ————
LGACE D t Catalog # 800 mL 100 mL RP-34502-48 5100
| e | oweren | Spctcaion (INR) ’ . 6 beakers
@ . 1000 mL 100 mL RP-34502-49 6000
Cole-Parmer™ Essentials Narrow -Mouth LDPE Bottle HSN: 39233000 1500 mL 100 mL oo RP-34502-50 5500
eakers
 Withetands ; 60 mL 22mm 12 RP-06038-21 | 6400 2000 mL 200 mL RP-34502-51 | 5600
ithstands freezer storage down
to -100°C ? 125 mL 28 mm 12 RP-06038-23 | 7300 3000 mL 250 mL RP-34502-52 | 4500
e ' v Reduce UV light transmission 250 mL 28 mm 12 RP-06038-25 10600 4000 mL 250 mL 1 beaker RP-34502-53 7500
v Meets USP Class VI requirements 500 mL 28 mm 12 RP-06038-27 14300
' + Will not leak with PP screw caps 2000 mt 200 mb RP-3i502-54 | 7500
1000 ml. 28 mm 6 RP-06038-29 | 11600 Cole-Parmer®Essentials Glass Graduated Cylinders HSN:70179010
Cole-Parmer® Essentials Wide Mouth Bottles, PTFE HSN: 39269099 5mL 0.1 mL 2 cylinders RP-34502-68 1800
1mL 10 mm 1 RP-06300-12 8100 10 mL 0.2mL RP-34502-69 2100
5mL 10 mm 1 RP-06300-16 | 10100 ¥ Durable borosilicate 3.3 glass 25mL 0.5 mL RP-34502-70 | 1300
v  Easy read graduations
L ) 10 mL 12 mm 1 RP-06300-18 25400 v Withstands wide temperature 50 mL 1 mL RP-34502-71 1500
eakproof PTFE bottles are ideal 50C to 550°C
:. ) E,r lov;;;rgperature applications 25 mL 19 mm 1 RP-06300-24 | 16800 , ?rr;gzated toterances S 100 mL 1 mL RP-34502-72 | 1800
p to 280° 50 mL 25 mm ! RP-06300-26 | 26200 i . - 250 mL 2mL 1 cylinder RP-34502-73 2700
v’ Chemically resistant and inert; 35 1 RP-06300-28 36700 to 20 depending on size m m y
can be used with most chemical 100 mL mm ‘ v Autoclavable 500 mL 5mL RP-34502-74 4300
compounds and corrosive 150 mL 35 mm 1 RP-06300-34 39600 1000 mL 10 mL RP-34502-75 4200
b - environments 4 \/_"'J.
v Autoclavable 250 mt mm ! RP-06300-36 | 44700 - 2000 mL 20 mL RP-34502-76 | 9700
500 mL 52 mm 1 RP-06300-38 92400
1000 mL 57 mm 1 RP-06300-42 96700
2000 mL 60 mm 1 RP-06300-44 162000 N d I I I S I tl o
Cole-Parmer® Essentials Single-Use Sterile Vented Media Bottles, PET HSN: 39269099 ee e p e ec Ing -
v Designed for one continuous 125 ml 38-430 10/ Cs RP-06061-40 155000 H H
B fow pat o Trust our expert Application
v /:ize:abdlfz ;Efe?;wiﬁadgsd'ated 250 mL 38-430 10/ Cs RP-06061-41 | 147000 S . I _t t h I f d _th
\ Class VI components peC I a IS S O e p yo u I n e
== . . 500 mL 38-430 10/ Cs RP-06061-42 184000 .
3 / v/ Manufactured in a certified ISO h.t d .t
= Class 7 cleanroom rlg pro UC u
(includes PP cap, rigid d|p tube, 1000 mL 38-430 10/ Cs RP-06061-43 208000
- TPE tubing, hose barb
plug, pinch clamp, and PTFE filter) 2000 ml 53B 10/Cs RP-06061-44 | 393000

Cole Parmer Essentials is an Antylia Scientific company

Volumetric Range




Lab Consumables

Key features

Capacity

Cole-Parmer:

essentials

raduations Interval

Quantity/

case

‘ Catalog # ‘

Price
(INR)

Volumetric Range

Cole-Parmer®Essentials Glass Erlenmeyer Flasks

HSN:70179010

25mL 5mL 24 flasks RP-34502-55 11600
50 mL 10 mL RP-34502-56 6900
100 mL 20 mL 12 flasks RP-34502-57 7400
_ _ 125 mL 20 mL RP-34502-58 | 7700
v Economical option for everyday
use flasks 250 mL 50 mL RP-34502-59 | 9000
v/ Easy read graduations 300 mL 50 mL 8 flask RP-34502-60 5800
v Withstands wide temperature asks
range -50°C to 5509C 500 mL 100 mL RP-34502-61 10800
v Graduated tolerances to +5% 1000 mL 100 mL 6 flasks RP-34502-62 12600
¥ Autoclavable 2000 mL 400 mL RP-34502-63 | 4800
3000 mL 500 mL RP-34502-64 6300
4000 mL 500 mL 1 flask RP-34502-65 7700
5000 mL 500 mL RP-34502-66 8400
6000 mL 500 mL RP-34502-67 10500

Key Features

Capacity

Graduations Interval

Quantity/

Price

Catalog # ‘

Cole-Parmer®Essentials Economical Polypropylene Graduated Cylinder

&

) -

case

(INR)
HSN: 39269099

Cole-Parmer®Essentials Economy Beakers

10 ml 0.2 ml EA RP-06137-70 2800
25 ml 0.5 EA RP-06137-72 2800
v Polypropylene (PP) cylinders offer 50 ml 1 ml EA RP-06137-74 3700
very good chemical resistance 100 mL 1l RP-06137-76 4400
v Meet 1SO Standard 6706 m m EA i -
v Calibrated “to contain” for
measuring final volumes 250 ml 2ml EA RP-06137-78 6500
v Molded graduations for durability 500 ml 5 ml EA RP-06137-80 9100
1000 ml 10 ml EA RP-06137-82 10200
2000 ml 20 ml EA RP-06137-84 18400
Key features Capacity Graduations Qu:ar;t;ty/ Catalog # [FI’I':III;T
HSN:39269099
50 mL 10 mL RP-06100-62 10900
12 beakers
100 mL 20 mL RP-06100-64 10900
v Autoclavable beakers, made up of 250 mL 50 mL RP-06100-66 9500
polypropylene 6 beakers
v Molded-in graduations won't 400 mL 50 mL RP-06100-68 14500
wear off 600 mL 4 beakers
v Use from 32° - 275°F (0° - 135°C) m 100 mL RP-06100-70 10700
1000 mL 100 mL 3 beakers RP-06100-72 10300
2000 mL 200 mL 1 beakers RP-06100-74 35200

There’s More at
ColeParmer.in

Cole Parmer Essentials is an Antylia Scientific company

Browse 100,000+ products plus find

Technical Resources to help you choose

Cole-Parmer® Essentials Vacuum Filtration Assembly

Cole-Parmer:

essentials

Key features

Volume / diameter

& pore size

Membrane
material

Quantity/
case

Lab Consumables

Catalog #

HSN: 84212900

Price
(INR)

150 mL; 0.22 ym RP-15971-59 8000
250 mL; 0.22 ym RP-15971-60 9800
500 mL; 0.22 ym RP-15971-61 12200
1000 mL; 0.22 ym RP-15971-62 19800
PVDF
150 mL; 0.45 pm RP-15971-63 8000
- v Engraved graduation ensure veracity 250 mL; 0.45 pm RP-15971-64 9800
T‘f-- . v Light weight with thick wall 500 mLs 0.45
& _ construction mL; 0.45 pm RP-15971-65 12200
! «j | ¥ Non-pyrogenic; gamma sterilized 1000 mL; 0.45 pm 12 units RP-15971-66 | 19800
L = v Hose connector design can fit
- | ] multiple hose diameters 150 mL; 0.22 ym RP-15971-67 9900
f,. S— | J v Individually labelled for
(R - lot traceability 150 mL; 0.45 pm RP-15971-68 9900
250 mL; 0.22 ym RP-15971-69 10900
250 mL; 0.45 pm RP-15971-70 10900
PES
500 mL; 0.22 ym RP-15971-71 13900
500 mL; 0.45 um RP-15971-72 13900
1000 mL; 0.22 pm RP-15971-73 22100
1000 mL; 0.45 pm RP-15971-74 22100
Cole-Parmer® Essentials Chromatography Sterile Filters HSN:84212900
v Non-sterile 13 mm; 0.2 pm RP-15945-10 | 2600
v HPLC sample filtration
v' Aqueous as well as 13 mm; 0.45 pm 100 filters RP-15945-11 2600
organic solvents
v Bidirectional flow with female 25mm; 0.2 ym Nylon RP-15945-12 | 3100
luer lock on one side and a male 25 mm; 0.45 pm RP-15945-13 3700
luer slip on the other L
(f'////,, v Withstand pressure up to 100 psi 33 mm; 0.2 ym ) RP-15945-14 2500
E/ “ (7 bar) & 50°C 50 filters
f,{’ = v Sample size: 1-10 mL 33 mm; 0.45 um RP-15945-15 2500
7 <
7ty N .é v Non-sterile 13 mm; 0.2 ym RP-15945-16 3900
s .
S\ Higher flow rates 13 mm; 0.45 pm RP-15945-17 | 3900
v Wide chemical 100 filters
v" Low protein binding 25 mm; 0.2 pm RP-15945-18 4600
v Best suited for applications PVDF
requiring sterilization and 25 mm; 0.45 ym RP-15945-19 4600
P clarification of biological
3_[;- ';‘ solutions, and preparing HPLC 33 mm; 0.2 ym 50 filters RP-15945-20 3900
" - solutions and aqueous samples. 33 mm; 0.45 pm RP-15945-21 3900
v’ Sterile; ideal for filtration of 25 mm; 0.2 ym RP-15945-52 4700
biological samples, tissue culture PES 50 filters
media, serum and buffers 25 mm; 0.45 pm RP-15945-53 4700
v Non-sterile
v Ideal for analytical and research 13 mm; 0.2 ym RP-15945-40 3500
applications
v Used under extreme chemical or 13 mm; 0.45 pm RP-15945-41 3500
temperatureconditions PTFE 100 filters
v/ Stands up to the most aggressive 25mm; 0.2 ym RP-15945-42 3800
solvent, acid, and base samples
and are ideal for filtration of highly 25 mm; 0.45 um RP-15945-43 4400

aggressive colloidal solutions.

7304443952
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Lab Consumables Cole-Parmer Cole-Parmer Lab Consumables
essentials essentials
Diameter & Quantity/ Price Membrane & Filtration area; Quantity/
Key features pore size case Catalog # (INR) 7 RS funnel size material & stopper size case EAEIE
Cole-Parmer® Essentials Nylon Membranes HSN:84212100 Advantec Glass and Stainless Steel Microanalysis Filter Holders HSN:84219900
25mm; 0.2 um RP-15945-24 1200 13 mm; 100 ml RP-06644-81 65000
25 mm; 0.45 pm RP-15945-25 1200 13 mm; 500 ml 1.2 e Sintered Glass: RP-06644-82 71400
100 St Size #5
v Nonsterile hydrophilic 47 mm; 0.2 pm embranes RP-15945-26 | 1700 13 mm; 1000 ml opper>ize RP-06644-83 | 76100
v/ Compatible with many aqueous and
organic solvents & solutions 47mm; 0.45 ym RP-15945-27 | 1700 13 mm; 13/100 ml RP-06644-84 | 82900
making them suitable for HPLC
sample preparation, sterilizing 47 mm; 0.8 pm RP-15945-28 2400 25 mm; 15 ml RP-06645-13 76100
biological soluti buffers, and
v;ijgfd;;azsli%g? T 142 mm; 0.2 pm RP-15945-29 | 4500 25mm;150ml | 2 cm' Sintered Glass; RP-06645-23 | 71400
’ Stopper Size # 5
¥ Membranes may be exposed to 142 mm; 0.45 um RP-15945-30 | 4500
temperatures up to 75°C 25 mm; 300 ml RP-06645-25 | 79600
v Withstand UpotO five autqclave 142 mm:; 0.8 pm RP-15945-31 4400
cycles at 121°C for 30 minutes 50 25 mm; 15ml RP-06645-95 84500
293 mm; 0.2 ym membranes RP-15945-32 9200 Y
25 mm; 150 ml 2.1 cm’; Stainless steel; RP-06645-96 | 84800
293 mm; 0.45 pm RP-15945-33 9200 Stopper Size No. 5
25 ;300 ml RP-06645-31 87800
293 mm; 0.8 ym RP-15945-34 | 9900 mm: ST
293 mm; 1.2 ym RP-15945-35 16000 47 mm; 100 ml RP-06644-88 116000
v Ideal for small to medium volume
Cole-Parmer® Essentials Sterile Gridded Cellulose Nitrate Membranes HSN:84212100 of liquids 47 mm; 300 mt 9.6 cm’ Sintered Glass; RP-06644-85 | 129000
v Standard size for microbiology Stopper Size # 8
) . . EA - -
) o 47 mm; 02 RP15945.38 | 2500 /anfabrltlcu-[f;e-a:a[yisl 47 mm; 500 ml RP-06644-91 | 136000
Sterile (ETOJ, individually packed 100 vailable with sintered glass, _
v Microbiology analysis membranes v Stainless steel, or PTFE support 47 mm; 1000 ml RP-06644-94 | 142000
v Can be exposed upto 55°C 47 mm; 045 pm RP-15945-39 2500 sintered glass:l low pH or slow
flow rate solution
v SS: proteinaceous or viscous 47 mm; 300 m RP-06644-86 153000
Cole-Parmer® Essentials Glass Fiber Filters HSN:84212100 solution 9.6 cm? Stainless Steel;
v PTFE: acidic solutions at Stopper Size #8
~ Non-sterile 47 mm; 1.6 pm RP-15945-44 | 2300 higher flow rates 47 mm; 500 ml RP-06644-92 | 176000
v Borosilicate glass fibre ]
v Ideal for air sampling,water 47mm; 1.2 ym 100 filters RP-15945-45 2900 47 mm; 1000 m! RP-06644-95 166000
and waste Watermonitoring 8" X 10" Sheet; 1.6 gm RP-15945-46 11700 47 mm; 100 ml RP-06644-90 114000
: - Quantity/ Price
_ Key features Material Plate Size - Catalog # (INR) 47 mm; 300 ml 9.6 cm PTFE; RP-06644-87 126000
. . Stopper Size #8
Cole-Parmer® Essentials Desiccators, PP/PC HSN: 39269099 47 mm; 500 ml PP RP-06644-93 | 143000
v Ideal working depth for your 138 RP-06525-22 | 14500 47 mm; 1000 ml RP-06644-96 | 145000
drying application Polypropylene Body 23 cm? Sintered Glase:
v Rigid, perforated polypropylene aBr;(:tZrc:ycarbonate 190 Each RP-06525-24 | 17500 90 mm; 1000 mt Stopper Size #8 ' RP-06644-97 | 356000
plate supports the contents and . ) ) 43 cm? Stainless steel;
leaves space for desiccant 248 RP-06525-26 | 22900 0 mm; 000 ml | &3 o tainies RP-06644-98 | 391000
Valve-type, . Quantity/ Price v Glass sterility test filter holder
Key features # branches b case Catalog # (INR) for sterility testing of antibiotics 47 mm; 300 ml 2.6 cm Sintered Glass; RP-06645-98 | 119000
- o . d ph tical opper >ize
Advantec Vacuum Filtration Manifolds HSN:84219900 and pharmacedticats
- . _ _ ; : 2 Gtaj .
2-way; 3 branches RP-02924-20 443000 v Al'ltrs]tsalsn;ess slteeldflkl)ter holder 47 mm: 500 ml ;t?);;r;er gsén#%ss steel; RP-06644-80 558000
v Reduced process time compared 2-Way; 6 branches . . RP-02924-30 653000 wi unnetan ase
t it thods Stainless steel manifolds
0 gravity me 3-way; 3 branches RP-02924-85 | 329000
v Branches accept no. 8 stoppers
F . = | v Two- and three-way valves 3-way; 6 branches RP-02924-95 669000
N - P M | feature PTFE stopcocks for EA
A l_——-—-t‘J 2-way; 3 branches RP-02924-40 136000
—== smooth control PVC manifolds
2-way; 6 branches RP-02924-50 499000

Cole Parmer Essentials is an Antylia Scientific company

B infoindia@antylia.com [[J +9122 61394444 7304443952



Lab Essentials

Lab Consumables

Key features

Cabinet Vacuum Desiccators

v Maintain 29 in. Hg vacuum for over
72 hours at room temperature

v Viton® three-way valve offers
consistent and uniform vacuum
draw, release, and gas exchange

v Analog vacuum gauge allows
quick and convenient checking of
the vacuum level

v Use with any vacuum with free air
capcity of 1.5 cubic feet per
minute (CFM] or greater

Key features

Safety Venting Wash Bottles

v DripLok® vapor venting valve that
prevents drips

v Made up of LDPE- Color-coded for
easy identification

Key features

v Dispensing tip delivers uniform
ultrafine stream and can be
trimmed to increase flow.

v Bottle features a one-piece
leakproof dispensing tube and
PP screw closure.

Meets US FDA 21 CFR regulation

Cole-Parmer:

essentials

Material Plate Size Case Catalog # E'&'fﬁ
HSN:90328960
Clear 0.4 RP-08909-16 321000
Amber 0.4 RP-08909-17 351000
Clear 0.8 RP-08909-18 401000
Amber 0.8 RP-08909-19 433000
Clear 1.2 A RP-08909-21 523000
Amber 1.2 RP-08909-22 551000
Clear 1.6 RP-08909-23 679000
Amber 1.6 RP-08909-24 706000
‘ Capacity ‘ Chemical & color ‘ Qu:ar;t;ty/ ‘ Catalog # ‘ [F;H;?
HSN:39233000

Acetone; red 6/Pk RP- 62300-06 | 8700

Ethanol; Natural 6/Pk RP- 62300-16 | 8700

Isopropanol; yellow 6/Pk RP-62300-36 | 8700

500 mL. Methanol; green 6/Pk RP- 62300-26 8700

Assortment one of each) 6/Pk RP- 62300-56 | 8400

Methyl Ethyl Ketone : green 6/Pk RP-62300-29 | 10500

Sodium Hypochlorite; Blue 6/Pk RP-62300-30 | 9900

Distilled Water: Natural 6/Pk RP- 62300-46 | 8500

Acetone; red 4/Pk RP- 62300-28 | 9600

Ethanol; Natural 4/Pk RP- 62300-17 | 8100

1000 mL Isopropanol; yellow 4/Pk RP- 62300-37 | 8500

Methanol; green 4/Pk RP- 62300-27 7700

Distilled Water: Natural 4/Pk RP- 62300-47 | 8000

Capacity

Cole-Parmer®Essentials Wash Bottle, Integrated Spout

Cap Size

Quantity/
case

Catalog # ‘

Price
(INR)

HSN:39233000

Cole-Parmer:

Key features

Cole-Parmer® Essentials Crucibles with Covers

v Available in low form and wide form

| v Made up of Porcelain

v Autoclavable withstands
temperatures up to (1150°C)
v Cover is included

Key features

Autoclavable Biohazard Disposable Bags, HDPE

v Autoclavable at (121°C)

v High-molecular weight bags feature
an indicator patch darkens
when sterile

v Bags are 1.25-mil thick and
meet/exceed ASTM D 1709-85

essentials

Capacity & Top
outside diameter

Lab Consumables

Quantity/
Case

Catalog #

HSN:69091100

15 mL & 45 mm RP-63100-42 | 3500

Low form 25 mL & 52 mm EA RP-63100-44 | 3600
50 mL & 62mm RP-63100-46 | 4600
10 mL & 32 mm RP-63100-01 | 7700
20 mL & 41 mm RP-63100-03 | 8300
30 mL & 50 mm RP-63100-05 | 9700

High form 50 mL & 61 mm 6 crucibles RP-63100-07 | 11900
100 mL & 76 mm RP-63100-09 | 17200
150 mL & 84 mm RP-63100-11 | 19800
250 mL & 102 mm RP-63100-13 | 23900

Capacity &
Size(LxW)

Quantity/
Case

Catalog # ‘

HSN:39232990

Price
(INR)

1 gal (24x12") RP-06497-30 | 16900
Clear 100 bags
12 gal (30 x 247) RP-06497-40 | 42200
20 gal (24 x 36") RP-06497-50 | 45200
[213‘;:;]9“ RP-06494-00 | 43800
[62?3;[1';.?& Orange and red 200 bags RP-06494-02 63200
[13053(215)—]]2 gal RP-06494-04 | 82800
[2308%11—"3]0 gal RP-06494-06 | 127000
[‘*289)3(3;5]0 gal 100 bags RP-06494-08 | 97600

125 ml 24 mm 6/Pk RP-06050-20 | 2500
250ml 38 mm 4/Pk RP-06050-30 | 3700
500 ml 38 mm 4/Pk RP-06050-50 | 3200
750 ml 38 mm 4/Pk RP-06050-70 | 1900

Cole Parmer Essentials is an Antylia Scientific company
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Sampling Tools

7.

Cole-Parmer®Essentials Powder Sampling tools

Lab Consumables

Key features

v Ideal for taking large volume
multi-level samples from powders
and granules

v MOC: stainless steel or aluminum
or HDPE

v Available in different lengths,
with different number of openings

Key features

Cole-Parmer
essentials
Volume | Pack Price
MoC Catalog #
(mL) | Size 8 (INR)
30 316L Stainless Steel, 45 1 RP-06286-03 89700
3 openings (HSN: 7326908688)
%0 316L Stainless Steel, 1 1 RP-06286-04 111000
3 openings (HSN: 7326908688)
100 316L Stainless Steel, 190 1 RP-06286-05 175000
4 openings (HSN: 7326908688)
316L Stainless Steel, RP-06286-06 209000
150 ! ' 300 1
5 openings (HSN: 7326908688)
200 316L Stainless Steel, 370 1 RP-06286-07 245000
5 openings (HSN: 7326908688)
0 [ | w0 | 1| Ssoe s
100 Aluminium, 5 openings 135 1 IHEE-%%?‘?%SO%D] 53600
- ) RP-06286-10 57300
150 Aluminium, 7 openings 190 1 (HSN: 7616995190)
200 Aluminium, 7 openings 245 1 leE:%%gg;;ﬂ,m] 65500
250 Aluminium, 10 openings 350 1 [sz_ggfg;;éo] 81200
€2 | HDPE,3 openings 00|20 | aszeonmo | o
0 |worcamne | m | o | Semem T
62 HDPE, 1 openings 50 20 [Hzﬁjgggfg[;()z;m] 63500
97 HDPE, 1 openings 50 20 lHEZ:OSggf‘fD_‘?Z‘?%O] 79400

Sterile

Catalog #

Cole-Parmer®Essentials Powder Lance tools

v Ergonomic, inert HDPE sampler

v Designed to take a cross sectional
sample at an exact position within
the vessel

v'Manufactured in a Class 100,000

Key features

. N w | w | Sy | s
95 Y 75 20 [HEI\IJD:_SEJ‘;Z%B‘;JO_{;;O] 6ei00
40 N 125 20 [H§§='2322685633101 24600
0 Y 200 | 20 | A
50 N 75 20 [HEE:-Efzzess‘%égw] 42700
. : o | w | o |

Handle
Length (in)

Overall Length (cm)

Sterile

Catalog #

Cole-Parmer®Essentials Powder Spatulas tools

.

v’ Manufactured in Class 100,000
cleanroom

v' Rounded handle makes it easy
to hold

v Made from high impact
polystyrene (HIPS)

v/ Gamma irradiated and individually
packaged

31/8

23

100

HSN: 3926 90 9910

RP-06264-19 42200

31/8

23

100

RP-06264-24 49700

Cole Parmer Essentials is an Antylia Scientific company

Lab Spatulas

-

Lab Spatulas

‘,.———_

Cole-Parmer:

essentials

Key features

v PTFE-Coated for better chemical
compatibility and no sticking
samples

v’ Prevent build-up with PTFE
Coating

v Wont scratch or mar delicate
surfaces

Key features

v’ Easy-to-clean finish

v Sterile spatulas

v’ Choose the right end style for
your needs

v 304 stainless steel, nickel

Key features

Argos Technologies® Scoops

v FDA grade polystyrene
v  Flat bottom

v Gamma sterilized

v Individually sealed

Key features

Cole-Parmer® Essentials Powder Sampling tools

ﬁ _

]
3
R

v For collecting representative
samples from known locations
within the bulk powder.

v Manufactured in a Class 100,000
Cleanroom

v Individually bagged and gamma
sterilized

Dimension

Specifications

Lab Consumables

Quantity/
Case

Catalog #

HSN:39269099

Dimension ‘

Specifications

Quantity/
case

21cem (L) Tapered end RP-01019-16 7800
18.4cm (L) Tapered end 2spatulas | RP-01019-20 14800
18.4 cm (L) Squared end RP-01019-18 15800
15.9 cm (L) Spooned/rounded end 1 spatula RP-06369-10 7600
20cm (L) Tapered/rounded end RP-06369-11 6800

Catalog # ‘

HSN:82119200

Sampling Tools

14.6 cm (L) spooned/flat RP-06369-09 3300
16.5cm (L) spooned/pastisol handle RP-06369-03 3300
20.3cm (L) tapered/rounded RP-06369-06 3100
21cem (L) rounded/rounded 3 spatulas | RP-06369-05 3900
18.1¢m (L) tapered/rounded RP-06369-07 3900
19.1¢cm (L) Squared/rounded RP-06369-18 3900
22.5¢cm (L) spooned/squared RP-06369-16 4100
‘ Color ‘ Volume ‘ Qu:anst;ty/ ‘ Catalog # ‘ :L‘;ﬁ
HSN:39269099
‘ 60 mL ‘ RP-06260-01 ‘ 14800
White 100 scoops
120 mL RP-06260-02 16400
st | sarie | e | P | couga |
HSN: 3926909910
50 Y 10 20 RP-06286-30 50500
100 Y 10 20 RP-06286-31 66400
50 Y 20 20 RP-06286-32 50500
100 Y 20 20 RP-06286-33 66400

antylia.com [infoindia@antylia.com [J +9122 61394444 7304443952




Sampling Tools

Lab Consumables

Key features

Cole-Parmer®Essentials Liquid Sample Collector

Cole-Parmer:

essentials

Sterile

Catalog #

HSN: 3926 90 9910

¥ Easily take liquid samples 50 N 100 20 | RP-06286-57 | 44400
1 v HDPE, Manufactured in a Class
' ] 100,000 Cleanroom
8 v Individually bagged 50 Y 100 20 RP-06286-58 | 53200
] v Sterile (Gamma) or non-sterile
100 N 190 20 RP-06286-59 49400
' 100 Y 190 20 | RP-06286-60 | 70400
Cole-Parmer®Essentials Viscous Sample Collector HSN: 3926 90 9910
¥ Sample liquids up to 100,000 100 N 190 20 | RP-06043-13 | 54700
mPas viscosity
v HDPE sampler is individually
packaged and clean room 100 Y 190 20 RP-06043-14 68400
manufactured
50 N 100 20 RP-06043-11 43900
50 Y 100 20 RP-06043-12 51900

Key features

Cole-Parmer®Essentials Ice Samplers tools

v ldeal sampling tool for wax and
frozen products

v Designed to fit most standard
electric drills

v High-quality 316L stainless
steel (SS)

B

Cole-Parmer® Essentials Ladles

d v Easily take liquid samples
v/ Manufactured in a Class 100,000
Cleanroom
v Individually bagged, Gamma

Sterilised
v MOC: PP or HDPE

Key features

Key features

Whirl-Pak Sampling Bags with White Labels

v Quick and easy sealing—flip bag
around wire/tape and bend to seal

v Puncture-proof tabs keep wire

' intact even after extensive use

v Sterile

v Labels

Capacity
(mL)

40

Diameter (cm)

Overall

Length (cm)

Pack
Size

Catalog # ‘

HSN: 7326.90.8688

RP-06286-01

57100

400

Material

21

RP-06286-02

Catalog # ‘

153000

Price
(INR)

HSN: 3926 90 9910

Cole-Parmer:

essentials

Lab Consumables

Trust our expert Application
Specialists to help you find the
right product.

022-6139-4444 | insio.info@antylia.com

Wait, there’s more!
ColeParmer.in

Browse 100,000+ products plus find Technical Resources at

4.3 PP 100 40 RP-06286-34 34400

4.8 HDPE 50 40 RP-06286-35 34400

4.8 HDPE 50 40 RP-06286-36 34400
Capacity Thickness (mil Pack Catalog # e

‘ (0z) ‘ tmil Size . (INR)

HSN: 3926 90 9910
2 2.5 500 RP-06499-60 17300
92 A 250 RP-06499-94 50700

Cole Parmer Essentials is an Antylia Scientific company

ntylia.com [CJinfoindia@antylia.com [ +9122 61394444 [G) 7304443952
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irring & Mixing
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Lab Equipment

Cole-Parmer®Stuart™ Undergrad Stirring Hotplates

e

Key Features

v Glazed with BioCote® for antimicrobial
protection

v/ Compact, stackable design takes up less
benchtop and storage space

v’ Built with tough aluminum casing for longevity

v Designed to prevent accidental spillage on
control panel

v IP32 rated for water and dust resistance

Cole-Parmer:

Specification

v Plate Type: Ceramic/Coated Aluminum

v Plate Dimensions: 15 x 15 cm

v Display: Analog/Digital

v Heated Power (W): 750/550

v'Max. Plate Temp. (°C): 325/ 450

v/ Stirrer Speed (rpm): 100- 2000

v'Max. Stirring Capacity (L): 15

v’ Compatible with external temperature

v Controller: Yes

v Control Accuracy with temp. controller (°C): 0.5

Catalog #

Price
(INR)

HSN:84798200

(HSN: 84198990)

RP-04807-58 72600
(HSN: 84798200)
RP-04807-62 73300
(HSN: 84198990)
RP-04807-60 65600
(HSN: 84798200)
RP-04807-64 66400

Cole-Parmer® Stuart™ Undergrad Hotplates

v Glazed with BioCote® for antimicrobial

v'Plate Type: Ceramic/Coated Aluminum

HSN:84798200

protection vPlate Dimensions: 15 x 15 cm RP-04807-50 58200
v Compact, stackable design takes up less vHeated Power (W): 700/ 500 [HSN: 84198995)
benchtop and storage space | vMax. Plate Temp. (°C): 325/ 450
v Built with tough aluminum casing for longevity |, Compatible with external temperature RP-04807-52 50300
v Designed to prevent accidental spillage on vcontroller: Yes (HSN: 84198995)
control panel v Control Accuracy with temp. controller (°C): 1
v IP32 rated for water and dust resistance
Cole-Parmer® Stuart™ Undergrad Stirrers HSN:84798200
v Glazed with BioCote® for antimicrobial
protection . .
g ; v Plate Type: Ceramic/Stainless steel RP-04807-54 42200
v Compact, stackable design takes up less ~ Plate Dimensions: 15 x 15 cm (HSN: 84198990)
benchtop and storage space .
\ L ; ) . v Stirrer Speed (rpm): 100- 2000
v Built with tough aluminum casing for longevity Max. Stirring C ity (L): 15
v Designed to prevent accidental spillage on v Max. Stirring Lapacity {L): [ESP’:‘OQE?;;‘?:O] 40600
control panel :
v 1P32 rated for water and dust resistance
Key Features Specification Catalog # g;‘;‘;
Cole-Parmer® Premium Digital Stirring Hot Plate HSN:84798200
v Durable front panel resists spill
and charmivala e esists IS Max. Plate Temperature: 450°C RP-04806-81 | 206000
& v Full-color TFT screen displays set and actual Stirrer Speed: 50-1250 rpm
= temperature and speed simultaneously Plate type: Glass ceramic RP-04806-83 207000
v Pt100 temperature probe provides sample
temperature control
v Hot surface warning for temperature Max. Plate Temperature: 325°C RP-04806-65 195000
o
L, i’/lbovesfp C Vol 15 Lit Stirrer Speed: 50-1400 rpm
ax. Stirring Volume iters . . .
v Plate Dimensions: 150 x 150 mm Plate type: Ceramic-coated aluminium RP-04806-67 196000
; Temperature Temperature Price
Key Features Inclusion range ‘ accuracy Catalog # (INRJ
Cole-Parmer® Temperature Controller for Hot Plate and Stirring Hot Plate HSN:84199090
¥ Analog LED dial for more Power cord|  20°C to 200 °C +0.5°C RP-04807-90 | 51700

s

accurate temperature control

Cole-Parmer:

Key features

Cole-Parmer® Digital Stirring Hot Plate

—
i, A

v’ Counter reaction maintains a
constant speed, even with
viscosity changes

v Speed: 0 to 1500 rpm

Specification

Amb. to 370°C
Maximum Stirring
Volume: 20 L

Lab Equipment

Plate type

Ceramic- coated
aluminium alloy

Catalog #

HSN: 84798200

RP-15956-32

Price
(INR)

46200

Cole-Parmer® Large Capacity Magnetic Stirrer

v Easy to use temperature control dial

v Powerful magnetic drive with electronic
feed-backspeed control

v Powerful magnets for strong magnetic
coupling

v'Robust, durable construction with stainless
steel top

Maximum Stirring
Capacity: 30 L

Speed Range: 100-600 rpm
Plate Dimension:
30x30cm (12x 127)

Stainless Steel Alloy

HSN:84798200

RP-04807-74

214000

Cole-Parmer® Large Capacity Hotplate

~

v Digital setting and control of plate
temperature

v'Accurate temperature control by
microprocessor

v Large square plate ideal for heating large
vessel or several

v'smaller ones

v'Hot warning light, remains active even
when unplugged above 50°C

Cole-Parmer® Large Capacity Stirring Hotplate

~
—

v Easy to use temperature and stirring
control dials

v’ Large square plate area ideal for handling
large vessel

v Powerful stirring action

v'Independent safety circuit to protect
against overheating

v'Hot warning light, remains active even
when unplugged above 50°C

Cole-Parmer®Large Capacity Infrared Hotplate

—y

v Easy to use temperature control dial

v Infrared heater is efficient and saves
time and energy

v'ldeal for heating large volumes of liquid

v'Hot warning light, remains active even
when unplugged above 50°C

Max. Plate Temp: 450°C
Plate Dimension: 30 x 30cm
Heated Area: 20 x 20cm

Max. Plate Temp: 375°C
Plate Dimension: 30 x 50cm
Heated Area: 25 x 45cm

Glass Ceramic

HSN:84198995

RP-04807-66

215000

RP-04807-70

284000

Max. Plate Temp: 300°C
Plate Dimension: 30 x 30cm
Heated Area: 30 x 30cm

Max. Plate Temp: 300°C
Plate Dimension: 30 x 50cm
Heated Area: 30 x 50cm

Max. Plate Temp: 450°C
Plate Dimension: 30 x 30cm
Heated Area: 20 x 20cm
Speed Range: 100 to 1500 rpm
Max. Stirring Capacity: 15 L

Aluminum/
Silicon Alloy

Glass Ceramic

RP-04807-80

205000

RP-04807-82

HSN

RP-04807-76

269000

:84798200

275000

Max. Plate Temp: 300°C

Plate Dimension: 30 x 30cm
Heated Area: 30 x 30cm
Speed Range: 100 to 1500 rpm
Max. Stirring Capacity: 15 L

Max. Plate Temp: 450°C
Plate Dimension: 30 x 30cm
Heated Area: 140 diameter

Aluminum/
Silicon Alloy

Glass Ceramic

RP-04807-78

251000

HSN:84198995

RP-04807-84

277000

Cole Parmer Essentials is an Antylia Scientific company

Cole-Parmer®Large Capacity Infrared Stirring Hotplate

v Easy to use temperature control dial

v Infrared heater is efficient and saves time
and energy

v'Powerful magnetic drive with electronic

v feed-back speed control

v Powerful magnets for strong magnetic
coupling

v'Ildeal for heating large volumes of liquid

v'Hot warning light, remains active even when
unplugged above 50°C

Max. Plate Temp: 450°C

Plate Dimension: 30 x 30cm
Heated Area: 140 diameter
Speed Range: 100 to 1500 rpm
Max. Stirring Capacity: 15 L

Glass Ceramic

HSN:84798200

RP-04807-86

345000

antylia.com [ infoindia@antylia.com +9122 61394444

7304443952
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Lab Equipment Cole-Parmer’

Price
(INR)

HSN:84198995

Key features Specification ‘ Plate type ‘ Catalog # ‘

Cole-Parmer® Three Position Stirring Hot Plate
L v Powerful magnets for
. : strong magnetic coupling l
£ and stirring capacity
’ - v Speed: 100 to 1500 rpm
, v’ Easily accommodate a2 L
beaker in each position

50°C to 325°C RP-51600-08 165000

Aluminum

ixing

&M

Cole-Parmer® Stuart™ Digital Magnetic Stirrer with Timer HSN:84798200

: v Timer: 0 to 9 Hours Aluminum alloy :
H v IP42 with LCD display 100 to1800 rpm ceramic coating RP-04661-30 104000 0 .

HSN:84798200

(=)
=
=
=

St

Cole-Parmer® Ultra-Thin Magnetic Stirrer with Timer
v Simple touch and slide
operation
v LCD display with real time
parameters
v | v High IP protection class
' (1P 65)

P

20 to 1500 rpm RP-84003-71 41300

Polyester

v/ Attach up to 10 stir plates
based on need

v LCD display with real time
parameters

v Corrosion-resistant glass
stir top

v Waterproof USB attachments

100 to 1500 rpm RP-84003-80

210000 ()

B

. L
‘-

Y

Cole-Parmer® Analog Hot Plate with PTFE Platform

HSN:84198995

v Specifi cally designed for acid
digestions and trace metal

o ----’\ analysis
. wﬁ N "Cso'fﬁfgﬁfrtemperat“re 50 to 400°C Ceramic and PTFE | RP-04801-08 | 490000

v’ Large, square top plate
accommodates one Large
vessel or several smaller ones

LU 4

There’s More at Browse 100,000+ products plus find

ColeParmer.in

Technical Resources to help you choose

Cole-Parmer:

Key Features

Cole-Parmer®0verhead Mixers

v'Simple to use mixer heads and
controller

v/ Available in analogue and digital

v Features a robust and stable
construction

v Safe operation

v Customization

v'Tool-free, finger-tight, Adjustable
Height

v'Refined, torque and speed settings

Key Features

Cole-Parmer®Flocculation Jar Testers

v Digital indication of speed and time

v Two pre-set programs

v/ Built in illumination for easy
viewing of samples

v Speed 25 to 250 rpm

Horespower/Motor Rating - 1/50 | Brushed Motor |

Lab Equipment

‘ Catalog # ‘

HSN: 84798200

Price
(INR)

Keyless Chuck - Yes, up 3/8" | Power Suppy - External RP-55008-00 271000 o))
Weight (kg) -1.8 | IP Rating - IP44 | Max Torque - 6.7 Ncm/ S
5 Ncm | Speed Range - 40-4000 rpm | Max Volume - 38L | X
Max Viscosity - 100 cP (< 4L) | Variable Speed - 100:1 E
adjustment range | Resume after power on - Yes | RP-55008-01 408000
Torque limiting - Yes | Overload/Over-current indicator - Yes | -~}
Overheat indicator - Yes | Warranty - 2 years o))
(=
Horespower/Motor Rating - 1/15 | Brushless Motor | .“:
Keyless Chuck - Yes, up 3/8" | Through shaft - Yes, 10mm =]
Power Supply - Internal (User serviceable) | (V)]
Adjustable tilt mount - 0-30 degrees | Weight (kg) - Motor 3 kg, RP-55008-02 460000
Contoller 1.7 kg | IP Rating - IP44 motor and controller |
Max Torque - 64 Ncm/38 Ncm | Speed Range - 50 - 2500 rpm |
Max Volume - 95L | Max Viscosity - 1000 cP (< 4L]) |
Variable Speed - 10% - 100% of full motor speed |
Forward and reverse mixing - Yes |
Resume after power on - Yes |
Constant torque - Yes up to 2300 rpm | Torque limiting - Yes | RP-55008-03 630000
Overload/Over-current indicator - Yes | Overheat indicator - Yes |
Motor thermal fuse - Resettable thermal switch |
Warranty - 2 years
Horespower/Motor Rating - 1/10 | Brushless Motor |
Keyless Chuck - Yes, up 3/8" | Through shaft - Yes, 10mm
Power Supply - Internal (User serviceable) |
Adjustable tilt mount - 0-30 degrees | RP-55008-04 507000
Weight (kg) - Motor 3 kg, Contoller 1.7 kg |
IP Rating - IP44 motor and controller |
Max Torque - 80 Ncm/50 Nem | Speed Range - 50 - 2500 rpm |
Max Volume - 120L | Max Viscosity - 2000 cP (< 4L) |
Variable Speed - increase/decrease buttons by 1 rpm |
Forward and reverse mixing - Yes |
Resume after power on - Yes, user enabled |
Constant torque - Yes up to 2300 rpm | Torque limiting - Yes | RP-55008-05 740000
Monitor torgque, set limits - Yes - set both high and low limits |
Overload/Over-current indicator - Yes | Overheat indicator - Yes |
Timer - Yes | Motor thermal fuse - Resettable thermal
switch Cooling fan - Yes | Warranty - 2 years
- . o Price
Position Timer Specifications Catalog # (INR)
HSN:84798200
2 No LCD screen RP-99551-00 | 261000
6 0 to 99 minutes LED screen RP-99551-05 | 379000

Cole Parmer Essentials is an Antylia Scientific company




Shaking & Rocking

Cole-Parmer®Shaking Incubators

—

Lab Equipment

Key features

v Easily reach samples at the
back with retractable platform
v Orbit diameter: 16 mm

v Accuracy: 0.5°C

Amb. +5 to 60°C

Amb. -15 to 60°C

Cole-Parmer

Speed Capacity Catalog # E;';T
HSN:85141000
511 RP-79520-04 607000
[HSN: 85141080)
30 to 300 rpm RP-79520-16 909000
115L
RP-79520-22 1198000

e

Cole-Parmer® Microplate Incubator Shaker

v For high-speed orbital
shaking action

v Orbit diameter: 1.5 mm

v' Accuracy: +0.5°C at 37°C

Amb. +7 to 60°C

250 to 1250 rpm

4 microplates or 2
microtube racks

RP-79520-10

HSN:84199090

531000

Cole-Parmer® Microplate Incubator

v Overcome blocked air
circulation

HSN:85141000

| E—

rotisserie and rocking motions

Key features

Cole-Parmer® Orbital Shaker

v Smooth orbital shaking action

v Orbit of 16mm is ideal for larger
samples

v/ Built-in digital timer

v'Variable speed control to 300rpm

v'Large shaker is supplied with
cradle system

v'Small shaker with flat and
no-slip mat

Cole-Parmer® Orbital Shaker Accessories

Capacity

Specifications

Catalog # ‘

. Amb. +8 to 80°C - 20L RP-39065-15 426000
v’ Prevent samples from drying
out with built-in water tray
N ith built-i
Cole-Parmer®Hybridization Incubator/Shaker HSN:85141000
v ile -
Versatile - features both Amb. +8 to 80°C 2010 rpm 20L RP-39454-05 413000

Price
(INR)

HSN:84798200

Shaking action: Orbital
Platform Dimension: 220 x 220 mm

3kg Speed range: 30 to 300rpm RP-51901-10 267000
Orbit/Amplitude: 16mm
Shaking action: Orbital

10 kg Platform Dimension: 335 x 335 mm RP-51901-00 288000
Speed range: 30 to 300rpm
Orbit/Amplitude: 16mm

Description Catalog # s

3 : (INR)

Cradle System for Large Orbital Shaker

HSN:84799096

RP-51700-95

66300

Rubber Platform Mat for Large Orbital Shakers

RP-51700-96

21600

Cole Parmer Essentials is an Antylia Scientific company

Cole-Parmer:

Cole-Parmer®O0rbital Shaker Accessories

Description

Lab Equipment

Catalog #

Price
(INR)

HSN:84799095

Cradle System for Compact Orbital Shakers RP-51700-97 33700
Extended Platform for Compact Orbital Shakers RP-51700-98 21000
Extended Platform for Compact Orbital Shakers RP-51700-99 34400

Key features

Capacity

Specifications

Catalog # ‘

Cole-Parmer® Reciprocating Shaker

v'Linear shaking action - ideal for
aeration applications
v Digital speed selection to

Shaking action: Linear/Reciprocating
Platform Dimension: 335 x 335 mm

HSN:84798200

250rpm with soft start 10kg Speed range: 25 to 250rpm RP-51901-02 272000
v Built-in digital timer Orbit/Amplitl.Jde- 20mm
v/ Reliable quiet drive mechanism '
v Fully adjustable cradle system
Cole-Parmer®See-Saw Rockers HSN:84798200
Rocking action: See-Saw
v Small space saving design - Elatf(;rm Dm.wegsm% 235 x 235 mm
' ideal for personal use 3kg Apef rﬁﬁs.w to 70 rpm RP-51901-14 251000
E ﬂ_ﬂ v’ Gentle See-saw rocking action ngte of It .
Tier height: 125mm/tier
R Incubator safe
r v Digital d control and
d bLl]gi;llt_ainst;i);eercon roran Rocking action: See-Saw
) ) N Platform Dimension: 355 x 355 mm
/thlonal tier system available to 10 kg Speed range: 5 to 70 rpm RP-51901-06 231000
increase capacity Angle of Tilt. 7°
Tier height: 125mm/tier
Cole-Parmer® Gyro Rockers HSN:84798200
Rocking action: 3D Gyratory
L latf " ideal Platform Dimension: 235 x 235 mm
v Large platform rockers - idea Speed range: 5 to 70 rom
for multiple users 3kg Aﬁgle Tl 30120 RP-51901-12 | 221000
m B m v Gentle rocking action Angle adjustable: Yes by hand
v Choice of two models: Tier height: 125mm/tier
~—— 3D gyratory action _ .
v Digital speed control and Rocking action: 3D Gyratory
built-in timer Platform Dimension: 355 x 355 mm
v’ Optional tier system available to 10 kg Speed range: 5to 70 rpm RP-51901-04 318000

increase capacity

Angle of Tilt: 7°
Angle adjustable: No
Tier height: 125mm/tier

antylia.com ([Jinfoindia@antylia.com [J+9122 61394444

7304443952
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Lab Equipment Cole-Parmer

Price

‘ Catalog # ‘ (INR)

‘ Description

Cole-Parmer® See-Saw & Gyro Rocker accessories HSN:84799096

(=)
=
% Tier System for Small Rocking Shakers RP-51700-93 POR
=)
e
(.}
g
% Tier System for Large Rocking Shakers RP-51700-94 POR
£
v
. o Price
Key features Capacity Specifications Catalog # (INR)
Cole-Parmer® Microplate Shaker HSN:84798200
vHigh speed. small orbitin Platform Dimension: 220 x 220 mm
gh speed, rofting No. of plate position: 4 B ~
action - ideal for microtitre plates 1 kg RP-51901-16 166000
; } Speed range: 250 to 1250 rpm
\ v Capacity for four or eight Orbit Diameter- 1.5mm
E ﬂ,n, microtitre plates T
- v'Digital selection of speed
\/In%uilt digital timer P Platform Dimension: 306 x 306 mm
vAccessories available for 2 kg No. of plate position: 8 RP-51901-08 | 207000
mixing microcentrifuge tubes gps_ethfanget: 25105t° 1250 rpm
rbit Diameter: 1.5mm
_ Price
Description Catalog # (INR)

Cole-Parmer®Microplate Shaker accessories HSN:84799096

Tier System for Small Rocking Shakers RP-51900-97 POR

Cole-Parmer:

Key features Capacity Specifications

Cole-Parmer® Roller Shaker

No. of Rollers: 6

Speed: 33 rpm

Amplitude: 16 mm

Control: Analogue

Timer: No

Roller Size (L x D): 340 x 30mm

Lab Equipment

Catalog #

Price
(INR)

HSN:84798200

RP-04653-02

137000

No. of Rollers: 9

Speed: 33 rpm

Amplitude: 16 mm

Control: Analogue

Timer: No

Roller Size (L x D): 340 x 30mm

v Multiple rollers saves bench top
space and meets standard lab
throughput needs

v Featuring removable side panels

RP-04653-04

161000

v Featuring detachable roller tubes 3 kg
enabling large volume/diameter
bottles to fit

v Choice of analogue or digital control

v’ Greater capacity, ideal for busy
large throughput labs, and time saving

v Choice of fixed or variable speed

No. of Rollers: 6

Speed: 5to 60 rpm

Amplitude: 16 mm

Control: Digital

Timer: Yes

Roller Size (L x D): 340 x 30mm

RP-04653-06

158000

No. of Rollers: 9

Speed: 5 to 60 rpm

Amplitude: 16 mm

Control: Digital

Timer: Yes

Roller Size (L x D): 340 x 30mm

RP-04653-08

182000

Cole-Parmer® Wrist Action Shaker

HSN:84798200

Tier System for Large Rocking Shakers RP-51900-98 POR

Key Features Position Shaking angle

Catalog # ‘

; i@, v'Vigorous shaking action
= v Timed operation or continuous Speed range: 8 to 800 oscillation/min
running 3 kg Amplitude: 1.5 mm RP-51900-02 263000
\-: v Robust construction Dimension (W x D x H): 780 x 270 x 240 mm
) v'Ildeal for extractions
. Spare clamp RP-99955-87 4100
Accessories
2 x accessory side arms and 4 x clamps RP-99955-88 38000

Cole-Parmer® Tube Rotators

HSN:84798200

m Tier System for Large Rocking Shakers RP-51900-99 POR
Key features Specifications Catalog # [FI’;";?

Cole-Parmer® Digital Infrared Vortex Mixer

-
‘e

v Unique infrared sensor drastically
reduces repetitive strain on your wrists

v Operate in continuous “touch” mode

v/ Adjustable stirring speed - up to
3000 rpm

v Quiet operation with soft-start
feature and controlled ramping

v'Bright display

v Possibility to set the operating time
through the timer

v Ergonomic and highly innovative
design with four anti-sliding feet

Speed range: 0 to 3000 rpm

Timer range: 1 sec. to 999 min 59 sec.

Spin diameter: 4.5 mm

Max. Weight on the mixing cup head/accessories: 0.5 kg
Permitted Operation: Continuous

Operation mode: Timer or Sensor

Noise Level: << 80 dBa

iy

HSN:90278080

RP-86579-06

48300

v' "y
t . , Fixed 20 rpm RP-07650-11 53300
:;" . v Choice of tube holders to hold a )
..(/ number of different sized tubes Adjustable
v Spillage tray
~ y Variable 2to 40 rpm RP-07650-13 72900
Falcon tube holder disc, 12 tube capacity (HSN:84199090) RP-00077-13 17900
Accessories Test tube holder disc, 20 tube capacity (HSN: 84798200) RP-00077-15 21800
Microcentrifuge tube holder replacement clips (pack of 20) (HSN: 84199090) RP-00077-25 1100

Cole Parmer Essentials is an Antylia Scientific company

antylia.com Q Infoindia@antylia.com a +9122 61394444

7304443952

Shaking & Rocking




Lab Equipment Cole-Parmer’ Cole-Parmer’ Lab Equipment

Key features ‘Capacity‘ Specifications ‘ Catalog # ‘ :R;‘; Key features Capacity Specifications Catalog #

Cole-Parmer® Digital Gravity Convection Ovens HSN: 85141000

Cole-Parmer® Digital Gravity Convection Incubators HSN:85141900

= v'Low energy consumption 27L RP-52411-01 177000 v Natural air convection -
5 ¥ PID Controller v Low energy consumption 6L RP-52411-57 221000 s
£ v Requires minimal heating  PID controller g
o /gtasy fo V'e‘ﬁ’ '—E,D hamb 56 L RP-52411-03 | 212000 v Easy-to-view LCD shows time, a
v Stainless steel inner chamber o=
g' and powder coated steel v Temperature range: 10°C above ambient currgnt and set temperatures, 35L RP-52411-59 234000 =
w late exterior t0 200 °C running gtatus, and fan status uc;
(=)] g deri hamb 96 L v Display resolution: 0.1°C RP-52411-05 282000 v Rounder inner chamber v Temperature range: 25°C to 65 °C
c v Rounder inner chamber T ) R v Antiskid shelf design v Display resolution: 0.1°C =
o= v Long lasting silicone rubber v Temperature control accuracy: +0.5°C A o - c
© gasket v Timer range: 0 to 99 hrs, 59 mins v Long lasting silicone rubber gasket 50 L v Temperature Stability: +0.5°C RP-52411-61 301000 =
: N, : S Glass observation window or v Temperature Uniformity: +1.5°C (@37°C) <
[T} v v Rise Time: 15 to 30 min to 100°C v p Y
I . Multiple safety features such as 140L RP-52411-07 | 339000 inner door v Ambient Temperature: 5 to 35°C &
temperature deviation alarm, v L . L ! . I
" ong-lasting silicone rubber gasket v Timer range: 0 to 99 hrs, 59 mins
overtemperature set point alarm, v Multiple safety features such as 5L RP-52411-63 399000
overcurrent protection and 200L RP-52411-08 | 397000 temperature deviation alarm
auto-start after power loss/return ) !
overtemperature set point alarm,
Cole-Parmer® Digital Mechanical Convection Ovens HSN: 85141000 overcurrent protection and 210 L RP-52411-65 481000
auto-start after power loss/return
+Low energy consumption 16 L RP-52411-10 | 166000
v PID Controller _ ® Nipi : : X
Requi inimal heati 30L RP-52411-12 | 194000 Cole-Parmer” Digital Mechanical Convection Incubators HSN:85141900
v Requires minimal heating
Easy to view LCD ; ;
;S?asiﬁlgs\gesvtveel inner chamber S0L RP-52411-14 229000 v Forced air convection : 161 RP-52411-67 217000
and powder coated steel v Temperature range: 10°C above ambient v Low energy consumption
late exterior 80L to 250 °C RP-52411-16 | 257000 v PID controller ,
P - . - 10 v Easy-to-view LCD shows time, 35L RP-52411-69 244000
 Rounder inner chamber v Display resolution: 0.1°C t and set t ¢
v Long lasting silicone rubber 136 L | v Temperature control accuracy: +0.5°C RP-52411-18 | 333000 currentand set temperatures,
gasket v Timer range: 0 to 99 hrs, 59 mins rRunnI(r;g status, ahnd fle)m status 50 L v Temperature range: 25°C to 65 °C RP-52411-71 264000
v : 220 L v Rise Time: 20 to 50 min to 100°C RP-52411-19 397000 v/ Rounder inner chamber v Display FESOLUUOn: _0-1
:‘/I;T:tlElr(;:ua::tgeﬁztror:zgiﬂ @ v Antiskid shelf design v Temperature Stability: 0.5°C
overgem erature set point alarm 400 L RP-52411-20 v Long lasting silicone rubber gasket 80 L v Temperature Uniformity: +1.5°C (@37°C) RP-52411-73 318000
overcarrent protection and. e POR v Glass observation window or for 16 L to 270 L; £2°C (@25°C) for 420 L
inner door v Ambient Temperature: 5 to 35°C
auto-start after power loss/return 620 L RP-52411-21 POR v Long-lasting silicone rubber gasket 160 L v Timer range: 0 to 99 hrs, 59 mins RP-52411-75 400000
_ e Price v Multiple safety fe_atgres such as
Key features Capacity Specifications Catalog # (INR) temperature deviation alarm, 270 L RP-52411-77 503000
overtemperature set point alarm,
Cole-Parmer® Programmable Vacuum Ovens HSN: 85141000 overcurrent protection and
1 auto-start after power loss/return 4201 RP-52411-79 POR
v Easily manage up to 8 programs 2% L v Temperature range: 10°C above ambient RP-52411-31 415000
v PID temperature controller to 200 °C Key features ‘ Blocks Uniformity Temp range Catalog # ‘
v Overtemperature protection v Temperature resolution: 0.1°C
; . ” A 3
j Eiﬂ:ﬁg’ m:::r’hamber 531 ; E;EE:IE;Z ‘S’?;I’?G?;ftzbﬂ%ﬁ’ RP-52411-33 POR Cole-Parmer®Block Chiller/Heater HSN:84199090
v Rubber O-ring and door lock handle v Timer range: 0 to 99 hrs, 59 mins -
v Stainless steel inner chamber and v Vacuum range: o to 29.9" Hg (133 Pa) ¥ Ideal for chilling samples at
powder coated steel plate exterior 1L v Vacuum Display: Dial gauge RP-52411-35 POR sub-ambient
¥ Safely maintain biological 2 0.2°C 0 to 40°C RP-36620-17 188000
: samples
Key features Blocks Uniformity Max. temperature Catalog # [FITIII;? v Five-digit LED display can be
set for either °C or °F
Cole-Parmer®Dry Block Heaters HSN:84198990
Cole-Parmer®Electronic Ice Bucket HSN:84199090
v Get precise heating of test 2 130°C RP-36610-11 124000 -
~ tubes, microcentrifuge tubes 0 0 ; v Waterless — no more wet
' ’ +0.1°C at 37°C; - - . kY A :
L) . cuvettes, and microtiter plates 3 :100 ata130°C ' 130°C RP-36610-13 135000 melting ice or floating
v The “hot” warning light (s sample tubes
S thin block ° - - -
L indicates whe_n tt:)e bl05cok c 2 (Dual Control | (within block) 200°C RP-36e10-32 199000 v Cer‘artmlc-co:otgdt beads " Bead bath 1°C 0to 40°C RP-24120-00 185000
temperature is above 50° maintain a emperature (HSN: 33074100)
3 200°C RP-36610-23 138000 for the entire working day
.. . v Holds approximately 60 x
® ® .
Cole-Parmer® Digital Dri-Block® Heater HSN:84198990 1.5 mL microtubes
0.2°C within the
v Engineered for accuracy; ) block at 37°C; o ) .
versatile, and lightweight 3 [RS-232 output) 0.5°C between 200°C RP-36620-16 211000
block at 37°C

Cole Parmer Essentials is an Antylia Scientific company antylia.com Q Infoindia@antylia.com a +91 22 61394444 7304443952




Heating Equipment

Lab Equipment

Cole-Parmer:

Cole-Parmer

Key features

Cole-Parmer® Muffle Furnaces up to 1900°C

Capacity

Lab Equipment

Temperature

Catalog #

Price
(INR)

HSN: 85141080

Key features Capacity Temperature Catalog # [FI’;';T
Cole-Parmer® Muffle Furnaces up to 1300°C HSN: 85141080
3L RP-16393-61 POR
9L RP-16393-62 POR
12L 1000°C RP-16393-63 POR
v Rapid Heating 22L RP-16393-64 POR
v Compact and light weight
v 24[7 continuous work capability 0L RP-16393-65 POR
v'Up to 4 heating plates with 3L RP-16393-66 POR
Kanthal AF
v Low thermal mass insulation 9L RP-16393-67 POR
v Built with with low density ceramic
- - POR
bricks and ceramic fiber 2L 1200°C RP-16373-68
v'Double insulation includes air 221 RP-16393-69 POR
chamber
v'Rear ventilation via ceramic chimney 30L RP-16393-70 POR
v'Programmable controller
v Thermocouple break shut-off 3L RP-16393-71 POR
v'Turns off upon door opening 9L RP-16393-72 POR
12L 1300°C RP-16393-73 POR
22L RP-16393-74 POR
30L RP-16393-75 POR
3L RP-16393-76 POR
o RP-16393-77 POR
v Compact and light weight oL 1000°C
v 24]7 continuous work capability 22 L RP-16393-78 POR
v Up to 4 heating plates with
Kanthal AF 3L RP-16393-79 POR
/Loyv th-‘erma-l mass insul_ation _ 9L RP-16393-80 POR
v Built with with low density ceramic
bricks and ceramic fiber 22 L 12000C RP-16393-81 POR
v'Double insulation includes air
chamber 43 L RP-16393-82 POR
v Rear ventilation via ceramic chimney 52 L RP-16393-83 POR
v Programmable controller
v Thermocouple break shut-off 3L RP-16393-84 POR
v Turns off upon door openin
P pening 9L 1300°C RP-16393-85 POR
22L RP-16393-86 POR
. . 1.6L RP-16393-87 391000
v Compact and light weight
v Designed for occassional 7.6L RP-16393-88 487000
v intermittent work
v Up to 3 heating plates with 18L 1200°C RP-16393-89 POR
¥ ' Kanthal AF 2% L RP-16393-90 POR
'l v Double Low thermal mass insulation
\! E v Built with with low density ceramic 28 L RP-16393-91 POR
] bricks and ceramic fiber
———— . . . - -
v Double insulation includes 8L 1000°C RP-16393-92 454000
air chamber 2L RP-16393-93 338000
v Ceramic chimney
v Programmable controller 3.6L 1100°C RP-16393-94 370000
v Thermocouple break shut-off 361 RP-14393-95 451000

Cole Parmer Essentials is an Antylia Scientific company

3.6L RP-16393-96 POR
v Rapid Heating _ 6L RP-16393-97 POR
v Compact and light weight
v 24/7 continuous work capability 8L RP-16393-98 POR
v Heated by Kanthal SiC
Low thermal mass insulation oL RP-16393-99 POR
v/ Built with with low density ceramic 12 L RP-16394-00 3671000
bricks and ceramic fiber 1600°C
v/ Double insulation includes air 15 L RP-16394-01 POR
chamber
v/ Rear ventilation via ceramic chimney 9L RP-16394-02 POR
v/ Programmable controller 22 L RP-16394-03 POR
v' Thermocouple break shut-off
v/ Turns off upon door opening 30L RP-16394-04 POR
38L RP-16394-05 POR
3L RP-16394-06 POR
4L RP-16394-07 POR
6L 16500C RP-16394-08 POR
8L RP-16394-09 POR
12L RP-16394-10 POR
15 L RP-16394-11 POR
v Rapid Heating
v Compact and light weight 3L RP-16394-12 POR
v 24/7 continuous work capability 4L RP-16394-13 POR
v Heated by Super Kanthal MoSi2
v  Low thermal mass insulation 6L RP-16394-14 POR
v Built with with low density ceramic 1800°C
bricks and ceramic fiber 8L RP-16394-15 POR
v Double insulation includes air 12 L RP-16394-16 POR
chamber
v Rear ventilation via ceramic chimney 15L RP-16394-17 POR
v/ Programmable controller 34L
v' Thermocouple break shut-off ) RP-16394-18 POR
v/ Turns off upon door opening 45 L RP-16394-19 POR
6L RP-16394-20 POR
1900°C
8L RP-16394-21 POR
2L RP-16394-22 POR
5L RP-16394-23 POR
22 L RP-16394-24 POR

Key features

Cole-Parmer® Aquatron Water Stills

v Provides highest purity from
virtually any raw water supply

v Reservoir water level sensor
turns still off when reservoir

is full

Key features

Cole-Parmer® Electric Bunsen Burners

v Top cowl deflects heat away
from hands

v Air circulation from the vented
housing keeps base cool to
the touch

v Efficient - only consumes
400 W of power

‘ Capacity ‘

Specifications ‘

Catalog # ‘

Price
(INR)

HSN:84194020

Single distilled 0.5to 1.0 MQ-cm RP-99294-05 | 432000
4 L/Hr
Double distilled 0.7 to 1.0 MQ-cm RP-99294-15 | 603000
8 L/Hr Single distilled 0.5to 1.0 MQ-cm RP-99294-25 | 488000
e Price
Type Specifications Max temperature Catalog # (INRJ
HSN:84198995
Without
controller Material: RP-36135-01 104000
Stainless steel 800°C
] ideal_for non-contact
With heating RP-36135-02 | 166000
controller

antylia.com c Infoindia@antylia.com a +91 22 61394444 7304443952
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Cole-Parmer® Digi-Mantle Heating Controller

Lab Equipment

Key features

v Interchangeable cartridges,
excellent stirring stability and
uniform heat distribution

v’ Set speed and temperature
in seconds with the intuitive
display

v Complete system requires
controller, cartridge, and
accessories

Condenser
type

Amb. to 450°C

Cole-Parmer:

Specifications

100 to
2000 rpm

Lift

230 VAC, 50/60 Hz

Catalog #

Price
(INR)

HSN:84199090

RP-36204-13

POR

Accessories
(HSN: 84199010)

Heating Equipment

Heating mantle cartridges - 250 mL

RP-36204-01

163000

Heating mantle cartridges - 500 mL

RP-36204-05

151000

Heating mantle cartridges - 1000 mL

Key features

Cole-Parmer® Flask/Funnel Heating Mantles

v Accomodates different flask
sizes

v Excellent stirring stability

v Uniform heat distribution

v Accept round-bottom,
Erlenmeyer, and volumetric
flasks

Key features

v Magnetic Stirrer and heating
mantle in one unit

v Cool-to-the-touch exterior
provides safe handling up
to 450°C

v Uniform heat distribution
with stirring

Key features

v/ Built in energy regulator
v Cool-to-the-touch feature
for safer handling

Key features

Cole-Parmer® Reaction Station

=
N

v Excellent temperature uniformity
across the block

v Time to maximum temperature
is 15 minutes

v Stir speed: 400 to 2000 rpm

‘ Flask size ‘

Funnel dia;
Base hole dia

RP-36204-09

Catalog # ‘

135000

Price
(INR)

HSN:84198990

80/150 50 to 1000 mL |50 to 150; 24 mm RP-36101-05 87000
200/400 500 to 5000 mL | 100 to 300; 58 mm RP-36101-15 176000
220/240 500 to 1000 mL | 100 to 200; 33 mm RP-36104-25 82000
360/600 2000 to 5000 mL | 200 to 300; 68 mm RP-36104-35 163000

280 500 mL
380 1000 mL
800 5000 mL

Watts

300

RS1000 reaction
station

‘ Temperature

Amb. to 450°C

‘ Capacity &

range

1to 25 mL

Flask size

2000 rpm

Flask size

250 to 1000 ml

‘ Specifications

No of blocks: 10
Max temp: 150°C

Catalog # ‘

HSN:84198990

RP-36013-04 | 164000
RP-36013-06 | 163000
RP-36013-12 | 213000

Catalog # ‘

HSN:84198990

RP-36013-14

Catalog # ‘

99100

Price
(INR)

HSN:84798200

RP-36630-11

POR

RS600 reaction
station

Up to 250 mL

No of blocks: 6
Max temp: 250°C

RP-36630-13

POR

Cole Parmer Essentials is an Antylia Scientific company

Cole

Key features

Cole-Parmer®130-Watt Ultrasonic Processors

v Keep amplitude constant even
under varying loads

v Adhere to protocols with
programmable unit

v/ 3 years warranty

-Parmer:

Basic processor
withtimer and
pulser

Cole-Parmer®500- and 750-Watt Ultrasonic Processors

Accessories

v’ Prevent over heating with
independent on/off pulser

v’ Easy-to-use menu for
intuitive guidance

v Reproducible results with

500-watt processor
with timer and pulser

Inclusions

6 mm titanium
probe & tip, tool
kit, and converter

13 mm dia probe
with replaceable
tip, converter, tool

energy monitor

v 500-watt for small samples,
750-watt for larger volumes
- 3 years warranty

750-watt processor
with timer and pulser

kit, and foot switch
connection

Key features

Sample volume

150 pL to 150 mL

250 pL to
19 L/hr

Lab Equipment

Catalog #

HSN:84798200

RP-04714-51

RP-04711-35

Price
(INR)

POR

HSN:84798200

POR

RP-04711-45

‘ Catalog # ‘

HSN:84798200

POR

Price
(INR)

?géj2gaa(l:)g;ilnegrt%r;cclfasntf]rpei,nngleu%setares 14""W x 30""H x 14""D (35.6 x 76.2 x 35.6 cm).Support RP-04710-48 241000
Foot switch, hands-free operation; 6-ft (1.8-m) cable included. CE-marked RP-04712-05 27500
g;as?—di'rgr?"bigevzu_dia (61.0 x 1.3 cm) stainless steel rod and 9L x 51/2"W (22.9 x 14.0 cm) RP-04712-92 17500
Eé)iﬂ\f/g;(tzgz cpllaar‘nswt,i)é secures converter onto 1/2"-dia rod; made of chemical-resistant RP-04714-91 16800
Tapered Microtip 18" (3 mm], 1 to 15 mL RP-04710-42 80500
Tapered Microtip 3/16" (5 mm), 3 to 20 mL RP-04710-44 80500
Tapered Microtip 1/4" (6 mm), 10 to 50 mL RP-04710-46 80500
Microtip 1/8™ (3 mm), 0.2 to 5 mL RP-04712-10 80500
Microtip 3/16" (5 mm), 0.5 to 15 mL RP-04712-12 80500
Microtip 1/" (6 mm), 5 to 50 mL RP-04712-14 80500
Coupler RP-04710-85 80500
Probe 1/2 " (13 mm), 50 to 250 mL RP-04710-51 153000
Probe 1" (25 mm), 100 to 1000 mL RP-04710-55 153000
Probe 1/2 " (13 mm], 50 to 250 mL RP-04710-31 153000
Probe 3/4 " (19 mm), 50 to 500 mL RP-04710-33 153000
Probe 1" (25 mm), 100 to 1000 mL RP-04710-35 153000

There’s More at
ColeParmer.in

Browse 100,000+ products plus find

Technical Resources to help you choose

Ultrasonic Processor



Ultrasonic Cleaners

Lab Equipment

Key features

Specifications

Cole-Parmer® Stainless Steel Ultrasonic Cleaners

Cole-Parmer:

Capacity

Tank dimension
(LXWXH)

Catalog #

HSN:84798999

Cole-Parmer:

Key features

Cole-Parmer®Heated Circulating Baths

Type

Capacity &
Range

Lab Equipment

Specifications

Price
(INR)

HSN:84186901

Catalog #

’ 2L 15X 14X 10 cm RP-08895-03 55800
v High-frequency with multiple | LED display, 3t 24 X14X10 cm RP-08895-07 74000
power settings external drains for 6L 30X 15.5X15cm RP-08895-11 112000
v' Adjustable heating to 80°C for | 6 L and above, 9L 30X 24X 15¢cm RP-08895-15 132000
deeper cleaning timed operations, 13L 33X30X 15 cm RP-08895-19 | 158000
v Push button for easy control | from 1-99 minutes
20L 50X 30X 15cm RP-08895-74 | 186000
27 L 55X 33 X36cm RP-08895-78 | 215000
Cole-Parmer® Ultrasonic Cleaners HSN:84798999
1.9 15.2X14X10.2cm RP-08895-29 | 116000
2.8 24.1X14X10.2cm RP-08895-45 159000
Basic cl ith
R 5.7 29.2X15.2X 15.2cm | RP-08895-61 | 236000
9.5 29.2 X 24.1 X 15.2 cm | RP-08895-77 | 332000
20.8 49.5X27.9X15.2 cm | RP-08895-93 POR
v High frequency sound waves 1.9 15.2X14X10.2cm RP-08895-31 | 127000
for better cleaning and Basic cleaner with 2.8 24.1 X 14X 10.2 cm RP-08895-47 | 183000
. reliability mechanical timer 5.7 292X 15.2X 15.2 cm | RP-08895-63 | 258000
Gentle cleaning with 40 kHz and heater : :
sound waves won't damage 9.5 29.2X 24.1X15.2 cm | RP-08895-79 | 358000
delicate items 20.8 49.5X27.9X15.2cm | RP-08895-95 POR
v ggntrolcleanizg C_yclfs up to 1.9 152X 14X 10.2cm | RP-08895-33 | 130000
minutes in basic cleaners Advanced cleaner
and up to 90 minutes in with digital timer, 2.8 24.1X14X10.2cm RP-08895-49 176000
advanced cleaners power tracking. and 5.7 29.2X15.2X15.2cm | RP-08895-65 285000
v Durable, leakproof design for | degas 9.5 29.2X 24.1X15.2cm | RP-08895-81 | 342000
worry-free cleaning 20.8 49.5X27.9X 15.2 cm | RP-08895-97 |  POR
1.9 15.2X 14X 10.2cm RP-08895-35 139000
Advanced cleaner
with digital timer, 2.8 24.1X14X10.2cm RP-08895-51 196000
high/low power, 5.7 29.2X15.2X 15.2 cm | RP-08895-67 | 304000
power tracking, 9.5 29.2X 24.1X15.2cm| RP-08895-83 | 356000
degas and heater
20.8 49.5X27.9X15.2cm | RP-08895-99 POR
Perforated tray for 0.5 gal and SS 0.75 gal cleaners RP-08850-42 22700
Perforated tray for 0.75 gal and SS 1 gal cleaners RP-08851-42 28500
Accessories Perforated tray for 1.5 gal and SS 1.5 gal cleaners RP-08852-42 34000
Perforated tray for 2.5 gal and SS 2.5/3.5 gal cleaners RP-08853-42 36900
Perforated tray for 5.5 gal and SS 5.5 gal cleaners RP-08854-42 57100

Cole Parmer Essentials is an Antylia Scientific company

. A Need Help Selecting?

Trust our expert Application Specialists
to help you find the right product.

022-6139-4444 | insio.info@antylia.com

v’ Backlit display on the
controller shows actual 7 L;amb.+ 10 to 135°C RP-20873-46 POR
temperature and set point 8.25 cm LCD Display
v/ Temperatures stay constant Standard on | Max.fl te: 11.9 L
due to intelligent PID Digital 15 L; amb.+ 10 to 135°C Stx“é’yii% e PM | RP-20873-52 POR
algorithms and a variable- Pump tybe- Fo.rce
speed pump : 20 L; amb.+ 10 to 135°C ' RP-20873-60 POR
v  Operates at low noise levels ' :
7L;amb.+ 10 to 170°C | 7.5 ¢m LCD Display RP-10124-15 POR
Max.flow rate: 10.2 lpm
v Temperature calibration Digital 15 L; amb.+ 10 to 170°C | Stability: +/- 0.04°C RP-10124-17 POR
increases accuracy Pump type: Force RP-10124-19
v Intuitive interface uses 20 L;amb.+ 10 to 170°C | RS-232 Interface (HSN: 84198995) | POR
readily recognizable icons 9.5 cm LCD Displa
v Controller panel swivels for 7Liamb.+ 1010 200°C | 2> i mee 190_2ylpm RP-10124-21 POR
easy viewing from any angle . Stability: +/- 0.01°C
Digital Plus | 15 L; amb.+ 10 to 200°C | pyrmp til/p;: Force & RP-10124-23 POR
SUCtiOnRS-232, RS-485, RP-10124-25
20 L; amb.+ 10 to 200°C | USB, Ethernet Interface (HSN: 84198995) POR
Cole-Parmer® Refrigerated and Heated Circulating Baths HSN:84186901
v Backlit display optimizes RP-20873-48
.. o POR
readability from afar 7L;-2010 135°C 8.25 cm LCD Display (HSN: 84186901)
v Universal icons and o Max.flow rate: 11.9 lpm RP-20873-54
on-screen prompts enhance | Standard Digital|  151;-30t0 135°C | Stability: +/- 0.07°C (HSN: 84186901) | POR
controller efficiency Pump type: Force
v Environmental control o RP-20873-62
system keeps noise level low 20L;-30t0 135°C (HSN: 84186901) POR
v Temperature calibration )
increases accuracy 7L;-20t0 170°C 7.5 cm LCD Display [HRSPI\]-]glf;??LO] POR
v Intuitive interface uses Digital Max.flow rate: 10;2 lpm :
readily recognizable icons g Stability: +/- 0.04°C
v Controller panel swivels for 15 L; -30 to 170°C Pump type: Force RP-10124-05 POR
easy viewing from any angle RS-232 Interface (HSN: 84198990)
v Powerful duplex pump
. RP-10124-07
provides open- and closed- 7 L; -20 to 200°C (HSN: 84198990) POR
loop external circulation 9.5 cm LCD Display '
v’ Single-point temperature Max.flow rate: 10.2 lpm
f:alibration capability Digital Plus 15 L: -30 to 200°C Stability: +/- 0.01°C RP-10124-11 POR
increases accuracy Pump type: Force & (HSN: 84198990)
v Intuitive touch-screen SuctionRS-232, RS-485,
interface USB, Ethernet Interface RP-10124-13
v’ Control head swivels for 15 L; -40 to 200°C . - POR
easy viewing at any angle (HSN: 84198995
v Intuitive touch-screen o o RP-20873-06
display accommodates 7L;-2010 200°C 10.92 cm SmartTouch (HSN: 84198990) POR
user customization . touch screenMax.flow RP-20873-10
v Controller swivels to 7Li-40t0 200C | 5te. 16,7 lpm (HSN: 84186901) | POR
maximize visibility Stability: +/- 0.005°C RP-20873-12
v Review temperature trends 15 L; -30 to 200°C Pump type: Force & (HSN: 84186901) POR
for up to 10 days Programmable SuctionRS-232, RS-485, .
¥ Schedule events by time 15L; -40t0 200°C | USB, Ethernet Interface | RP-20873-14 POR
and date with a real-time PT 100 external (HSN: 84186901)
clock o temperature probe RP-20873-16
20 L; -30 to 200°C p p POR
v Timer can be set from 0 to ° includedVirtual (HSN: 84186901)
999 minutes in 1-minute . instrument software RP-20873-18
increments 28 L; -30t0 200°C (HSN: 84186901) | POR

ntylia.com Q Infoindia@antylia.com a +91 22 61394444 7304443952
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Baths and Circulators

Microcentrifuge

Lab Equipment Cole-Parmer’

Capacity &

Key features Range

Specifications

Cole-Parmer® Recirculating Chillers

Catalog #

HSN:84186901

v Enh ductivity with IMEDIZfJLisplay 12.9 1
nhance productivity wit ax. flowrate: 12.9 lpm | pp_ogg72-73 POR
’ minimal noise output and a lsjtabll't)“ +/_-CU~1 C.f L
small footprint amp ‘type. entrifuga
v Capable of cooling two Low- ) Il\_/IED [f)LISplayt 7L
rotary evaporators gemphetrature 2.65L1;-20t0 40°C Stg)l(alilit?/\fvj/a— 8:10(:' PM | Rp-20872-74 POR
concurrently enchtop Pump type: Centrifugal
v Large, easy-to-read LED -
: . LED Display
v luminated fluid-level Max. flow rate: 8.3 lpm | Rp_20872-75 POR
indicator for easy viewing Stability: +/- 0.1°C
Pump type: Turbine
Cole-Parmer® Chillers with Immersion Probe HSN:84186901
v Quickly chill liquids in 3L;-60to -20°C RP-01283-61 POR
beakers/flasks/open baths Chiller with probe Power: 230 VAC,
v" An economical option to dry P 50/60 Hz
-5 / ice or liquid nitrogen 10 L; -35 to 40°C RP-01283-71 POR
Cole-Parmer® General-Purpose Digital Water Baths HSN:84198995
“‘ ) . L 6L; amb +5
| v' Analog dial with digital t0 99.9°C RP-12122-91 124000
temperature display .
v Low water level sensor and Digital with SS 15L; amb +5 Stability: 0.5°C;
. . ° High temp cutoff: Yes; RP-12122-71 125000
overtemperature protection | tank and Biocote to 99.9°C Drain valve: Yes
- : v Stainless steel tank integral 24L: amb +5 '
drain to 99 9°C RP-12122-81 131000
Cole-Parmer® Shaking Water Baths HSN:84198995
v Analog controls and digital Stability: 0.25°C;
M ; temperature display simplify | Digital shaking 24 L amb +5 High temp cutoff: Yes
| > operation water bath with SS to 95‘00 Drain valve: Yes RP-12152-02 396000
v Overtemperature and low- tank and Biocote Shaking speed: 20 to
- level cutoffs improve safety 130 rpm
Price
Key features Pump head Max flow rate Max vacuum Catalog # (INR)
High-Capacity Vacuum/Pressure Pumps HSN:84141000
X v Free air capacities up to Single 28.3 L/min 24.0" Hg RP-07061-42 149000
2 62.3L/min ;
v Max pressure: 60 psi Dual/parallel 51 L/min 24.0" Hg RP-07061-05 287000
v Port size: 1/4" NPT(F),
3/8" hose barb on gauges Dual series 24 L/min 28.0" Hg RP-07061-13 241000

Key features Tube capacity ‘ Speed ‘ Specifications

Catalog # ‘

Price
(INR)

Cole-Parmer® Microcentrifuge HSN:84211960

v Small footprint

accommodates up to

. Max RCF: 15596 g

12 tubes or two 8-tube strips .
v Digital timer and rpm display 02to2ml 500 to 15000 rpm | X0tOT: Fxedandle | pp_g5230-00 | 353000
v Includes- Tube adaptors 999 min

(0.2 and 0.5 mL), USB cable

and software
Stuart® Tube Adaptors, 0.2 mL; 12/pk (HSN: 84219100) RP-85230-04 26900

[H?,CJZ?Z‘T?;'?Sm Stuart® Tube Adaptors, 0.5 mL; 12/pk (HSN: 84219100) RP-85230-05 | 26900

Stuart® Strip Tube Rotor, 2 x 0.2-mL 8-tube strips (HSN: 84219100) RP-85230-06 76300

Cole Parmer Essentials is an Antylia Scientific company

Cole-Parmer:

Key features

Cole-Parmer® 850 Homogeniser

Sample volume

Lab Equipment

Motor

Price
(INR)

HSN:84798200

Catalog #

. v Digital, program mable

speed and time controls
v’ Choose rotor-stator 5000 to 25000 rpm 200uLto5L 850 watt RP-04727-29 447000

generator of 5, 7, 10, 20,

. 30 mm diameter
Stainless Steel Rotor-Stator Generator, Fine, 75mm x 5mm, 0.05-5 mL RP-04727-60 250000
Stainless Steel Saw-Tooth Generator, 115mm x 7mm, Fine RP-04727-33 250000
Stainless Steel Saw-Tooth Generator, 115mm x 7mm, Course RP-04727-35 275000
Stainless Steel Saw-Tooth Generator, 115mm x 10mm, Fine RP-04727-37 276000
Accessories B .

Stainless Steel Saw-Tooth Generator, 115mm x 10mm, Course, wide RP-04727-39 301000
Stainless Steel Saw-Tooth Generator, 195mm x 20mm, Fine RP-04727-41 326000
Stainless Steel Saw-Tooth Generator, 195mm x 20mm, Course, wide RP-04727-43 350000
Stainless Steel Flat-Bottom Generator, 195mm x 30mm, Fine RP-04727-45 426000
Stainless Steel Flat-Bottom Generator, 195mm x 30mm, Course, wide RP-04727-46 426000
Optional stand with support RP-04727-89 84300

Sieve Shakers

Key features Frequency

Sieve size accepted
(oD)

Catalog # ‘

HSN:84798200

v Quality & reliability assured . RP-59986-62 POR
v’ Reproducible hand sieving 8 - -
v 99 minute digital timer with 278
0.1 second accuracy 1450 rpm oscillations 12" RP-59996-62 POR
v Order sieves seperately (in per minute
brass/SS frame) with NIST .

1 BS-TAP traceable calibration report 8 RP-59986-52 POR
Sound enclosure, 34"W x 30-1/2"H x 24"D (HSN: 84798200) RP-59986-65 240000
8" Dia, top cover with handle, Brass (HSN: 74199930) RP-59986-85 11000
8" Dia, top cover with handle, SS (HSN: 73269085) RP-59986-95 14600
8" Dia, full height - receiving pan for bottom sieve, Brass (HSN: 74199930) RP-59986-80 9300
8" Dia, full height - receiving pan for bottom sieve, SS (HSN: 74199955) RP-59986-90 17000

. 8" Dia, half height - receiving pan for bottom sieve, Brass (HSN: 74199930) RP-59986-81 8900
Accessories

8" Dia, half height - receiving pan for bottom sieve, SS (HSN: 73269085) RP-59986-91 16500
12" Dia, top cover with handle, SS (HSN: 73269085) RP-59996-95 19000
12" Dia, full height - receiving pan for bottom sieve, Brass (HSN: 74199930) RP-59996-80 15800
12" Dia, full height - receiving pan for bottom sieve, SS (HSN: 74199930) RP-59996-81 15800
12" Dia, half height - receiving pan for bottom sieve, Brass (HSN: 73269085) RP-59996-90 35600
12" Dia, half height - receiving pan for bottom sieve, SS (HSN: 73269085) RP-59996-91 34700

Key features

Cole-Parmer® Digital Colony Counter

Specifications

1a/0Q
documentation

Catalog # ‘

HSN:84798999

v . ) ) .
LJisSi:/Slth 50- to 90-mm petri White LED array
’ . . light;
v Pressure sensitive counting 3 diait LED:
0 v Audible count confirmation; 0to 999 Bi Iglt t No RP-14212-04 108000
3 connectivity with PC or printer mliocrgbeiaaln " (HSN: 84798999)
l v Order magnifying lens .
seperately protection
Accessories Magnifier; 1.7x (HSN: 84799090) RP-14212-60 9300
(HSN: 84799090) Magnifier; 3.0x (HSN: 84799090) RP-14212-61 12200

antylia.com ulnfoindia@antylia.com a +91 22 61394444

7304443952
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Colony Counter




Melting Point Apparatus

Flame Photometer

Lab Equipment

LY

Cole-Parmer®Analog Melting Point Apparatus

Key features

v Integral LED illumination
and magnifying lens make
viewing easy

Temperature
range

50 to 250° C

Cole-Parmer:

Specifications

Heating rate: 1-10°C/min
No of samples: 3
Dimension (W x D x H): 370 x 140 x 110 mm

Catalog #

Price
(INR)

HSN:90278030

RP-03013-61

85000

Cole-Parmer® High

' .
"

P

v Easily view the melt via
magnifying lens with built-in
illumination

Resolution Digital Melting Point Apparatus

Ambient to
300°C

Ramp rate: 20°C/min to plateau, variable
between 1 and 10°C/min to melt

No of samples: 2

Display: 4 digit LED

Dimension (W x D x H): 160 x 220 x 170 mm

HSN:90278090

RP-03011-47

476000

Cole-Parmer®Adva

v Select, measure, and display the
temperature digitally, ensuring
accuracy and repeatability

nced Digital Melting Point Apparatus

Ambient to
400°C

Ramp rate: 0.5-10°C/min in 0.1°C increment
Display: 4-Digit LCD

No of samples: 3

Cool down time (350-50°C): ~10 min

Heat up time (50-350°C): ~6 min

Memory: 7 results per tube

HSN:84199085

RP-03011-49

476000

Cole-Parmer® Automatic Digital Melting Point Apparatus

=/

v Capture and display video image
of the melt on the touch-screen
display or download to a PC

Key features

Cole-Parmer® Economical Flame Photometer

-

v’ Automatic gas shutoff feature
ensures operator safety

v’ Easy-to-maintain unit gives you
fast and accurate results

v Use for routine determinations
of sodium and potassium

v Order accessories seperately

Ambient to
400°C

0to 199.9 ppm

Ramp rate: 0.1-20°C/min in 0.1°C increment
Display: 7 inch HD colour

No of samples: 3 simultaneously

Cool down time (350-50°C): ~12 min

Heat up time (50-350°C): ~6 min

Memory: 8 GB

Sensitivity ‘ Specificity ‘

Na and K filters:
<0.5% interference

3t0100 ppm; ¢

Ca and Li filters: when concentrations
5 t0100 ppm; " |areequalto

Ba filter: test sample

concentrations
100 to 200 ppm

HSN:84199085

RP-03013-02

Catalog #

POR

Price
(INR)

HSN:84198990

RP-83055-05

POR

Wait, there’s more!

Browse 100,000+ products plus find Technical Resources at

Cole Parmer Essentials is an Antylia Scientific company

ColeParmer.in

Iraceable

Key features

Volume

Cole-Parmer® StableTemp™ Ultra Low-Temperature Freezers

‘ Specifications

Lab Equipment

‘ Catalog # ‘

Price
(INR)

HSN:84184010

=Y i 338 L-40 to -86°C RP-16340-01 POR
RP-16340-02 POR
v Eye-level controls for quick 486 L-40 10 -84°C Microprocessor
y programming E%'Srgilslgfa\;”th RP-44260-11 POR
In-built provision to
minimize frost buildup and Noise: 49-50 dB(A] RP-16340-03 POR
temperature loss when open . ) 578 L-40 to -860C | Uniformity: £6° C
v Optimized for maximum Energy-saving upright 625 L40 to -860C | Accuracy:£1°C RP-16340-04 POR
efficiency even In the most Temperature range: RP-16340-05 POR
extreme ambient conditions 728 L-40to -86°C | -40 to -86°C
828 L-40to -86°C RP-16340-06 POR
£ 0 chest 100 L-40 to -86°C
nergy-saving ches - -
gy g 420 L-40 to -86°C RP-44260-26 POR
Cole-Parmer® StableTemp™ Low-Temperature Freezers HSN:84184010
PN = [ ) . . 278 L ) RP-16340-07 410000
— v’ Forced-air cooling with Noise 40-41 dB(A]
internal fan for maximum Uniformity: +3°C
temperature uniformity Manual Defrost 348 L Accuracy: £1°C-20 to RP-16340-08 POR
and stability -40°C
v Cooling fan is permanently 490L RP-16340-09 POR
lubricated for long life
v’ Microprocessor controlled Noise- 45 dB(A)
with LED Display Air Circulation Uniformity: +2°C
v CFC Free (Auto-Defrost) 420 L Accuracy: +19C-10 to RP-16340-10 POR
-30°C
Cole-Parmer® StableTemp™ Deep Freezers HSN:84184090
= v’ Heavy-duty refrigeration Noise: 27 dB(A)
system for maximum Uniformity: +2°C
reliability 92L ?:E:Jr:gtzuirL"C RP-16340-11 122000
v sample safety by range: -10 to -25°C
temperature monitoring . . ge:
AN Direct Cooling
with internal thermometer ise: 3 (A
v Automatic defrosting Br?:fsc?rmﬁ)?BJré’A"C
v M.lcroproce'ssor controlled 262 L Accuracy: +10C RP-16340-12 180000
with LED Display Temperature
_— v CFC Free; range: -10 to -25°C
Cole-Parmer®StableTemp™ Laboratory Refrigerators HSN:84185000
v Forced-air cooling with Countertop 68 L RP-16340-15 90900
internal fan for maximum RP-16340-16 95900
temperature uniformity and RP-16340-17 134000
stability 18 L . . -
v Automatic defrosting Undercounter Eo!fse. 3'2t-45 ;:BC[A] RP-16340-18 146000
maintains optimum cooling niformity: +
capacity 290 L Accuracy: £1°C RP-16340-19 277000
v Multiple alarm systems for 390 L Temperatureo RP-16340-20 333000
sa_fe and reliable operation Upright 610 L Range: 2to 8°C RP-164340-21 480000
v Microprocessor controlled
with LED Display 890 L RP-16340-22 POR
v CFC Free 1378 L RP-16340-23 POR

antylia.com anfoindia@antylia.com E +9122 61394444

7304443952




Lab Equipment

Cole-Parmer® Stabl
=]

Key features

Cole-Parmer® StableTemp™ Refrigerators/Freezers

v Independent displays for
Refrigerator and Freezer
sections

v Multiple alarms to detect
malfunctions

v USB interface for data
download

Key Features

eTemp™ Spark Free Freezer

v Explosion proof interior

Volume

Combination

’ Type

Specifications

Refrigerator:
185 L;
Freezer: 97 L;
Temp. Range-
Refrigerator:
2 to 8°C;
Freezer: -40 to
-25°C

Capacity & range

Traceable’

Speed

Door Type-Glass
& Solid

Catalog #

Price
(INR)

HSN:84185000

RP-16340-13

POR

Door Type- Solid

Specification ‘ Catalog # ‘

Microprocessor
controlled with

RP-16340-14

POR

Price
(INR)

HSN:84185000

v HC system to save energy 278 L LCD Display
v  Excellent temperature Upright 10 to -250C HC Refrigerant; RP-16340-24 POR
uniformity . . Noise: 40 dB(A)
v Low noise Drawers: 6; CE ATEX
- certification
Cole-Parmer® StableTemp™ Spark Free Refrigerator HSN:84185000
g v Explosion proof interior Micropﬁogess;]r
i v HC system to save energy controlled wit
v Excellent temperature uniformity LED display RP-16340-31 192000
o |30 TG
ri : :
v Explosion proof antistatic interior prig 3to 16°C adjustable | gpojyes. 4;
v HC system to save energy Uniformity: +3°C RP-16340-32 298000
e | v  Excellent temperature uniformity Accuracy: +1°C;
(Rl Ii|-. v Low noise” CE, ATEX certification

Cole-Parmer® PolarSafe® Cryogenic Storage Dewars with Racks

Key Features

v Included stainless steel racks
for boxes or canisters

v Dewars made of durable
aluminum

v Dual handles provide mobility
(2L model has one handle)

v 951 and 115L models have a
meter in the lid that
simultaneously displays storage
temperature and liquid level

Capacity &

Included
racks

Maximum Storage &
Duration of normal
operation (days)

Evaporation rate ‘ Catalog # ‘

Price
(INR)

HSN:76130021

Cole-Parmer® PolarSafe® Cryogenic Storage and Transport Dewar

Traceable

Key Features

v Store with confidence and
transport with ease

v Strong yet lightweight
aluminum construction

v’ Long-term storage up to
200 days

v Narrow-neck design delivers
low evaporation loss and high
thermal efficiency

Key features

Capacity

Operation duration

Lab Equipment

Evaporation rate

Catalog #

HSN:76130090

Cole-Parmer® PolarSafe® Liquid Nitrogen Refill Tanks

v Long-lasting performance and
reduced evaporation loss with
durable, welded stainless
steel construction

v Unique self-pressurized tank
using pressure from LN2
vaporization to discharge
LN2 to other tanks

v Use as a self-pressurized
LN2 backup system for
cryogenic freezers

v Lower working pressure
makes them safer to use

Key features

Traceable Bluetooth Enabled Data Loggers

v  Easily access collected data
between destinations

v Connect to your data via
smartphone or tablet—any
Bluetooth®-enabled device—
using a downloadable
Bluetooth App

v' Data loggers store up to 90
alarm events

v Get accurate, reliable
measurements with included
NIST-traceable calibration

3L 20 days 0.10 L/day RP-44260-61 49300
6L 38 days 0.10 L/day RP-44260-62 57500
10L 63 days 0.10 L/day RP-44260-63 61500
15L 94 days 0.10 L/day RP-44260-64 84200
20L 126 days 0.10 L/day RP-44260-65 96400
30L 172 days 0.11 L/day RP-44260-66 117000
35L 200 days 0.11 L/day RP-44260-67 125000
- Evaporation Price
Capacity LN2 Output rate Catalog # (INR)
HSN:76130021
30L 0.75 L/day RP-44260-68 396000
3 L/min
50L 1 L/day RP-44260-69 497000

Temperature:-
20 to 70°C

Temperature:-
20 to 70°C;
Humidity Range:
Oto 95% RH;
noncondensing

Specifications

Temperature
datalogger
Memory:
64K(65,536) data
points, 7.5months
on a 5-minute
logging interval
Power:two AAA
batteries
(included)

Accuracy /
resolution

+0.4°C /0.1°

‘ Catalog # ‘

HSN:90251980

RP-18004-12
(HSN: 90258090)

Price
(INR)

9400

Tempature
Range: +0.9°
(+0.4°C between
-10 and70°C,
otherwise
+0.5°C)

RP-18004-13

10500

able to hold 6
boxes each

5-mL cryovials (81
per box]; 80

[HSN: 76130090)

2L; 3 round 90 0.5-mL straws;

canister 204 0.25-mL straws; | 0.06 L/day RP-44260-59 53400

racks 21

30L; 6 square

racks able to | 600 1:2-/2-mL

hold 4 boxes | Cryovials (25 per boxJ; | 0.28 L/day RP-44260-56 168000
each n

35L; 6 square

racks able to | /°0 1__2—/2—mL

hold 5 boxes | Cryovials (25 per boxJ; | 0.29 L/day RP-44260-57 189000
each 76

47L; 6 round | 5124 0.5-mL straws;

canister 11,952 0.25-mL 0.35 L/day RP-44260-58 | 245000
racks straws; 130

95L; 6 square | 3000 2-mL cryovials

racks able to | (100 per box)

hold 5 boxes | 972 5-mL cryovials 0.81 %/day RP-44260-54 POR

each (81 per box); 66

115L; 6 e | 3600 2-mL cryovials

cHuare rarie | (100 per box) 1458 | g g3 o4/qay RP-44260-55 POR

Traceable® Essentials is an Antylia Scientific company

Need Help Selecting?

Trust our expert Application Specialists
to help you find the right product.

022-6139-4444 | insio.info@antylia.com

antylia.com [Jinfoindia@antylia.com ([J+9122 61394444 7304443952




Lab Equipment

Key features

v Get alerts before you lose
valuable samples

v Remotely monitor your
critical environments 24/7
via Wi-Fi*

v’ Securely connect to data via
smartphone, tablet, or PC

v Ensure accurate, reliable
measurements with included

— NIST-traceable calibration

v Probe included

et

L B

Traceable Data Logger with TraceableLive® Wireless Technology

Traceable’

Specifications

Accuracy /
resolution

Catalog #

HSN:90268090

raceable@

Key features

Digi-Sense™ Temperature/RH USB Data Loggers

Specifications

Accuracy /

resolution

Catalog #

HSN:90268090

Price
(INR)

One 316 SS probe SP-13001-08 100 v Portable or mountable design -40 to 70°C Temperature +1°C RP-20250-41 11100
, withé-ft (1.8-m) cable . . v Stores & analyzes data Temperature/RH RP-20250-42 | 13400
Cryogenic data +0.250C v User-defi nable settings -40to 70°C,0 P */ +1°C & + 3% RH
loggers; -200 to Two 316 SS probes v Memory: 32000 data points to 100% RH Temp./RH with LCD RP-20250-43 15400
105°C . - -
with6-ft (1.8-m) cable RP-18001-09 74600 -200 to 1370°C | Temperature, type K +1°C RP-20250-44 15400
Ultra- One 316 SS probe Digi-Sense™ Temperature Data Logger HSN:90251980
lowternperature withé-ft (1.8-m) cable RP-18000-27 63500
P 0.01°/ £0.1°C ,
data loggers;-90 to Two 316 SS probes v Display shows measurements
105%C withé-ft (1.8.m) cable RP-18000-28 | 83500 and alarm duration -29t072°C, |Temperature/RH; | 0.1 for both ep18005.05 | 40400
: v Be alerted to limits of sensitive 0to 100% RH |30720 readings temperature & RH
Two bottle probes RP-99460-00 49500 items
One bottle probe and
Refrigeratoror Z’E‘teatézgsfepsrgg:o‘“r”th RP-99460-05 | 48900 Digi-Sense™ Precalibrated Infrared Thermometers HSN:90251940
[;ZZZerrsdaé% and10-ft (3-m) cable | g 2500 & + Save money and prevent 20 to 332°C ;—D;;toan1ct1e1to sight RP-20250-04 | 12400
VT \ y an ven - 10:
to 60°C Two bullet probes RP-99460-10 47700 T breakdowns - easi[y locate hot
Two SS probes with ' L, E”d °°ldds.p°tsf dist -351t0537°C | 12:1 0.1°C RP-20250-05 | 15300
B N asy readings from aistance;
de:ja1c0h?tb[L§ Se]nsol;:l RP-99460-15 52700 dual-laser sighting to pinpoint
an my cable target areas -50 to 1850°C | 50:1 RP-20250-08 | 44400
y Resolution- =
Temperature Ambient sensor Temp:0.01°;
- el RP-18000-29 56400 ipe - Accurac
humidity data dongle Humidity: 0.1%; | (HsN: 90258090) Key features Specifications resolutigr{ Catalog #
loggers; Accuracy-
. or. o= - e -
Temp:0 to 55°C; Temp:0.4°C; Digi-Sense™ Precalibrated Humidity/Temperature Indicator HSN:90258090
Humidity: 0 to External probe with Humidity: +3% :
100% RH RP-18000-30 59000

10-ft (3-m) cable

(20 to 80% RH]J;
+5%

(HSN: 90258090)

right product.

Traceable® Essentials is an Antylia Scientific company

022-6139-4444 | insio.info@antylia.com

Trust our expert Application
Specialists to help you find the

v Accurately gauge proper
humidity levels

v’ Simultaneous display of
temperature, humidity
and time

Key features

0to 50°C

‘ Range ‘

Digi-Sense™ Benchtop Temperature Controller with USB Output

v Simple on/off control to
sophisticated auto-tuning
PID control

v Measured value and set point
on two-line display

v Free software offers remote
computer control of system
operations

-200 to 1800 (°C)

Humidity range:
10 to 90% RH

Resolution

0.1°; 1° above
999.9° and below
-99.9°

0.1%

Accuracy

TD and Types J,
K, T, E, N: +0.1%
of span; Types B,
R, S: +0.2% of
span; Thermistor
0.4 of span +0.7°F
(0.5°c]; Span
equals: 1000°F
(540°C) min

RP-20250-30

Catalog # ‘

6700

Price
(INR)

HSN:90328990

RP-89800-14

247000

There’s More at
ColeParmer.in

Browse 100,000+ products plus find

Technical Resources to help you choose

Measurement




Electrochemistry

Lab Equipment

Product

Oakton® Benchtop Meters

Measures

‘ Calibration

environmental
express-

Specification ‘ Catalog # ‘

Price
(INR)

HSN:90278030

environmental

Oakton® Hand-held Meters

Lab Equipment

H, mV, and Up to 5-point (USA:
v/ pH 700 Benchtop Meter femperature 1.68, 4.01,7.00, RP-35419-10 POR
10.01, 12.46 or Memorv: up to
NIST: 1.68, 4.01, 100 dat);.septs
6.86,9.18, 12.45)
pH, mV, lon, and with autobuffer
v 10N 700 Benchtop Meter temperature recognition RP-35419-20 POR
pH, ORP (mV/Rel. mV], Up to 6 preset or B )
v pH 2700 Benchtop Meter and temperature 5 custom with N RP-35420-20 108000
emory: up to
autobuffer 500 dat t
pH, ORP (mV/Rel. mV), recognition of USA, |/ up e s RP-35421-00 | 152000
v 10N 2700 Benchtop Meter and temperature DIN, NIST, user- }(,;lrlne-date
defined, and custom .
: stamping for
pH, ORP (mV/Rel. mV], buffer sets. Bi- GLP compliance
v/ PC 2700 Benchtop Meter conductivity, TDS, salinity, |directional RS-232; RP-35414-00 152000
resistivity and temperature | includes software
v CON 700 Benchtop Meter | Conductivity, TDS, Memory: up to RP-35411-00 |  POR
and temperature 100 data sets
. Memory: Up to
Conductivity, TDS : : :
o Automatic (4 ts);| 500 data sets with
 CON 2700 Benchtop Meter | salinity, resisiiy i 1o oo gatastomp. | RP-38412:00 | 122000
and temperature range; manual for GLP complaince
(5-point); maximum N 10 100
Dissolved oxygen 1 per range emory: up to - -
v/ DO 700 Benchtop Meter and temperaﬁre P 9 data sets RP-35415-00 POR
Memory: up to
500 data sets
Dissolved oxygen with time-date ; ;
v DO 2700 Benchtop Meter an tempera{gre stamping for GLPp | RP-39416-00 | 248000
compliance; real-
time clock
Oakton® Benchtop Meters HSN:90278030
v' Oakton pH 550 Benchtop H mV and temperature
,mV, _poi RP-35419-30 | 74800
, pH Meter P P Upto 3-point Memory upto 50
calibration, auto data sets. IP54
buffer recognition ‘
/M v Oakton CON 550 Bench Conductivity, TDS Automatic & point gﬁztggﬁ?;mf’f
Sl e
5 z : akton enchtop onductivity, s calibration RP-35419-35 82200

| S—

Conductivity Meter

and temperature

Cole-Parmer® Pocket Meters

v Waterproof pH5 Pocket Tester
with kit and carrying case

Product

v Auto-ranging from 0 to
1000 NTU (FNU)

v Suitable for field use—
meets P67 water-resistant
requirements

v’ Stores up to 200 sets of data

pH, ORP

Max Turbidity

1000 NTU

3-point with auto
buffer recognition

Turbidity
Resolution

0.01,0.1, TNTU

IP67, LCD display
with 3 color

Specification

HSN:90278030

RP-15961-61

Catalog #

7900

HSN:90275090

express”
. . o Price
Product Measures Calibration Specification Catalog # (INR)
HSN: 90278030
up to 5 points for
Oakton pH250 Portable Meter | pH/mV/Temperature USA and NIST; up to| 500 points RP-35660-10 | 70500
6 points for DIN
Conductivity/TDS/ to 4 automati
Oakton EC250 Portable Meter | Resistivity/Salinity/T uptodautomatic, | gnq points RP-35660-14 | 78800
up to 5 manual
emperature
Dissolved Oxygen/ i ;
Oakton DO250 Portable Meter Temperatureyg 2 Points 500 points RP-35660-18 | 116000
up to 5 points for
pH/mV/Temperature/ USA and NIST; up to
Oakton PC250 Portable Meter | Conductivity/TDS/ 6 points for DIN;up | 500 points RP-35660-26 | 133000
Resistivity/Salinity to 4 automatic, up
to 5 manual
up to 5 points for
pH/mV/Temperature/ USA and NIST; up .
Oakton PD250 Portable Meter | pigsolved Oxygen to 6 points for DIN; 500 points RP-35660-30 | 166000
2 Points
Store up to 10,000
Oakton pH350 Portable Meter | pH/mV/Temperature uptoé data points with RP-35660-70 | 153000
date-and-time stamp
Conductivity/TDS/ up to 4 automatic, |Store up to 10,000
Oakton EC350 Portable Meter | Resistivity/Salinity/ ug to 5 manual " |data points'with RP-35660-72 | 172000
Temperature date-and-time stamp
. ’ Store up to 10,000
2 Point !
Oakton DO350 Portable Meter ?'SSOI"ed Oxygen/ omts data points with RP-35660-74 | 219000
emperature .
date-and-time stamp
pH/mV/T_e_mperature/ Upto 6 [pH); Store up to 10,000
Oakton PCD380 Portable Meter| COMductivity/TDS/ 5 (EC); 2 (DO) data points with  |RP-35660-80 | 399000
Resistivity/Salinity/ date-and-time stamp
Dissolved Oxygen
P Price
Product Wavelength Specification Catalog # (INR)

Multi-Parameter Colorimeter

LaMotte SMART 3 1910
Multiwavelength Colorimeter,
100 to 240V

Product

Single Parameter Colorimeters

425,525,568, or 635

Download data to a computer or printer
via USB interface cable (Logs up to 500
test results for easy recall).

Specification

HSN: 90275040

RP-99565-08

Catalog #

HSN: 90275040

224000

LaMotte DC-1500 Single Test
Colorimeter Kit, Chlorine Free
and Total " Liquid form

Portable White

Light Turbidity RP-35635-10 | 203000
Meter Kit

Portable Infared RP-35635-15 192000

Turbidity Meter Kit

LaMotte DC-1500 Single Test
Colorimeter Kit, Copper

Environmental Express™ is an Antylia Scientific Company

LaMotte DC-1500 Single Test
Colorimeter Kit, Phosphate

v Auto-zeroing and a hinged light cover make these meters

easy to use.

v Ergonomic design fits in your hand comfortably.
v Water-resistant design protects your meter from damage.
v Download data to a computer or printer via USB interface cable.

RP-99562-12| 85200
RP-99562-18 | 98600
RP-99562-22 | 108000

antylia.com ([ Infoindia@antylia.com [J +9122 61394444 7304443952
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Lab Equipment

environmental
express-

o Price
Product Specification Catalog # (INR)
Single Parameter Test Kits - Soil HSN: 38220000
-
i LaMotte 1067 Soil Texture
= Test Kit for Sand, Silt, and v Soil test kits simplify measuring the pH level, nutrients, or texture | RP-99030-00 | 15700
GEJ Clay Fractions; 50 Tests of your soil.
= v A series of rapid, accurate chemical tests usestandardized
v reagents to produce color reactions measured against
2 laminated color charts.
"G v Tests for calcium, chloride, potassium, and sulfate are based on
9 turbidity measurements. Refill reagents are available to
Ll replenish your kit.
) ) v Technically advanced reagent systems and unique extraction
LaMotte 5010-01 Soil Nutrient procedures based on the Mehlich | extraction provide fast, RP-99031-10 | 153000
Test Kit for Macronutrient ; i i
- ! ' simple and extremely accurate soil testing.
Micronutrient, and pH;
50 Tests
3641-Sc Aluminum Test Kit Reagent test kits for the LaMotte SMART 3 colorimeter RP-99565-10 | 11400
(Tests/Kit 50)
Single Parameter Test Kits HSN: 38220000
Ammonia Nitrogen Test Kit Reagent test Kits for the LaMotte SMART 3 colorimeter RP-99565-11| 7300
(0to 1.0 ppm)
Chlorine Test Kit Reagent test kits for the LaMotte SMART 3 colorimeter RP-99565-12 | 2900
(Tests/Kit 100)
Fluoride Test Kit (Tests/Kit 50) Reagent test kits for the LaMotte SMART 3 colorimeter RP-99565-13 | 7400
Ll
Fe = ! Iron Test Kit, 50 Tests Per Kit Reagent test kits for the LaMotte SMART 3 colorimeter RP-99565-14 | 6800
Een | T =
- -
Nitrate Reagent test kits for the LaMotte SMART 3 colorimeter RP-99565-16 | 6800

Environmental Express™ is an Antylia Scientific Company

environmental
express’

Lab Equipment

Product Specification Catalog # (F;:l';le
Single Parameter Test Kits HSN: 38220000
Lt §
Phosphate Reagent test kits for the LaMotte SMART 3 colorimeter RP-99565-17 | 5700
Reagent test kits for the LaMotte
Reagent test kits for the SMART 3 colorimeter. RP-99545-18 | 9800

Cole-Parmer® pH Electrodes

v’ Accurate and consistent
readings for all 3-point
calibration needs

v Includes 3.3 ft cable and
BNC connector

v’ Refillable

Lamotte SMART 3 colorimter

Applications

General purpose

Test Parameter : Sulfide , Number of
tests included : 50

Type

Glass, single-
junction

For dirty samples

Glass, double-
junction

General purpose

Epoxy, single-
junction

For dirty samples

Epoxy, double-
junction

samples; refillable

v Reliable and fast readings for
all 5-point calibration needs

v Effective in low-ionic strength

High precision

Glass, Double-
junction

‘ Specification

pH range: 0 to 14;
length X dia:
120 X 12 mm

‘ Catalog # ’

Price
(INR)

HSN:90278030

RP-15946-60 4900
RP-15946-61 6300
RP-15946-62 2600
RP-15946-63 3400
RP-15945-54 9800

Cole-Parmer® Non-Aqueous pH Electrode

—q}i_..«.....

BNC connectors

v Unique glass bulb design for
accurate measurements with

Non-aqueous based
samples

Glass, double-
junction; refillable

pH range: 0 to 14;
length X dia:
120 X 12 mm

RP-15946-59

HSN:90278030

13500

Cole-Parmer® pH M

*—ﬁ;—a

icroelectrodes

v Smaller dia tip fits into
microtubes

in 10 seconds
v BNC connectors
v pH range: 0 to 14

Cole-Parmer® Flat base pH Electrode

Dome bulb offers better

Na+ ion interference;

of pH meters
(that accept standard
BNC connections)

v Response time: 0.01 pH units

protection from breakage;
Stability in low-ionic strength
solutions; Offers resistance to

Compatible with most brands

Small-diameter
vessels

Flat surface or low
volume sampling

Glass, single
-junction;
refillable

Glass,
double-junction

length X dia:60 X
12 mm,60 X3 mm

RP-15945-55

HSN:90278030

15600

length X dia:60 X
12 mm,40 X 6 mm

pH range: 0 to 14;
length X dia:
120 X 12 mm

RP-15945-56

RP-05991-44

30300

HSN:90278030

38600

antylia.com (CJinfoindia@antylia.com ([J+9122 61394444 7304443952
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Lab Equipment

lon-Selective Solutions

Cole-Parmer® lon-Selective Solutions

Measures

Catalog #

environmental
express-

Solution
Formulation

Catalog #

. environmental
express’

Key features

Specifications

Conductivity Calibration Solutions - NIST Traceable

Volume

Lab Equipment

Qty/pack

Catalog #

HSN:28273990

Price
(INR)

HSN:38220090

Ammonium (NH+) 0.1 M NaCl/1000 ppmas N | RP-27502-53 | 15800 |5MNaCl  |RP-27503-53 | 9500
Bromide (Br-) 1M KNO3/1000 ppm as Br- | RP-27502-55 | 15800 |5MNaNO3 |RP-27503-51 | 6900
Cadmium (Cd+2) 1M KNO3t RP-27502-57 | 9300 - - -
Calcium (Ca+2) 4MKCU/1000 ppm as Ca+2 | RP-27502-59 | 15800 | 4 M KCL RP-27503-52 | 6900
Chloride (CL-) 1 M KNO3/1000 ppm as Cl- | RP-27502-63 | 16200 - ; }
Copper (Cu+2) 1 M KNO3/1000 ppm as Cu+2 | RP-27502-65 | 15800 - ; -
Fluoride (F-) 4 MKCU/1000 ppm as F- RP-27502-69 | 15900 | TiSABI RP-27503-58 | 13200
lodide (I-) 1M KNO3/1000 ppm as |- | RP-27502-73 | 12700 - - -
Lead (Pb+2) - - ; 5MNaClO4 |RP-27503-56 | 6900
Nitrate (NO3-] 0.1 MINH42504/1000 PPm | Rp_27502-79 | 15900 | 2 M (NHAIZS04 |RP-27503-60 | 6900
Perchlorate (Cl04-) &1K"é‘l}'1“[']"0‘gﬁ°r:£t&gff RP-27502-85 | 15900 - - -
Potassium (K+) 0.1 M NaCl/1000 ppm as K+ | RP-27502-89 15600 - - -
Silver/Sulfide [Ag+/S-2) 1M KNO3/1000 ppm as Ag+ | RP-27502-91 | 15600 - : ;
Sodium (Na+) 0.1 M NHACU/1000 ppm as Na | RP-27502-93 | 15600 |4 MNACLWIN 1gp 9750354 | 7100
Surfactant (X+/X-) é‘n'\g g%t{ &%505" Hyamine RP-27502-95 | 15800 - - -
Water hardness (Ca+2/Mg+2) | 4 M KCL/1000 ppm as Ca+2 RP-27502-99 | 15500 - - -

23S RP-00653-23 2300
- 84 S RP-00653-16 | 2300
447 pS RP-00653-47 2300
v’ Save money while calibrating 1413 pS RP-00653-18 2300
- v KCL, NaCl and 442 500 mL 1 bottle
. conversions printed on 1500 pS RP-00653-15 2300
B mﬁ the bottles
';" v Temperature corrections at 2070 pS RP-00653-27 2400
Senducavyy e hand - printed on the bottl
X = ana - printec on the pottie 2764 S RP-00653-20 | 2300
447 quﬁ'“ v Include NIST-traceable
e calibration report 8974 S RP-00653-89 | 2400
] "
- 12880 pS (HSN:38220000) 60 mL 5 bottles RP-00653-10 9400
15000 pS 500 mL 1 bottle RP-00653-50 2300
18000 pS RP-00653-32 2300
Electrode Cleaning Solution HSN:38220000
|
v Removes grease, protein and
. other deposits Solution type: cleaning / 500 mL 1 bottle RP-00653-06 9400
- v Clean electrodes make clean maintenance
Bocungs Do’
S measurements
——
Reference Fill Solutions HSN:38220000
3.8 M KCl with AgCL
e for electrodes & RP-05992-47 | 3300
' - for calomel
o= | ¥ Effortless refilling
- i v Make electrode last longer 125 mL Zbottle
g 4.0 M KCLl with AgCL
for electrodes & RP-05992-48 5400

for calomel

Key features Specifications Qty/pack Catalog #
pH Buffer Solutions HSN:38220090
Buffer Solution, pH 1.68 RP-00654-01 1500
Buffer Solution, pH 4.01 RP-00654-00 1200
= mm | BufferSolution, pH 7 v Calibrated by IS0 Guide 34 and RP-00654-04 | 1300
~ . ISO 17025 accredited laboratory _ _
::.:.. w — Buffer Solution, pH 9.18 Includes NIST-traceable RP-00654-07 1500
- *o0 certificate
- i RP-00654-08 | 1300
= 3:;__" | Buffer Solution, pH 10.00 + Easy calibrations 500 L each bottle
T X v'Include instructions and ~ _
e Buffer Solution, pH 12.46 temperature compensation RP-00654-12 1600
— chart
Buffer Solution, pH 6.86 RP-00654-03 1500
Buffer solution, Pack of RP-05942-10 3600
4.01,7.01,10.00
Storage solution RP-00653-04 3100
Zero Oxygen Solutions HSN:38220000
- v Ensure accuracy - tested
using Winkler method for
» better results N 500 mL 1 bottle ~ _
. D v Manufactured acording to Zero oxygen solution RP-00653-00 3100
e the APHA and ASTM
- formulation
-—

Environmental Express™ is an Antylia Scientific Company

right product.

Need Help Selecting?

Trust our expert Application
Specialists to help you find the

antylia.com [ Infoindia@antylia.com +9122 61394444 7304443952
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Standards & COD

Key features

Environmental Express® COD Reagents Vials

results
v'Pre-filled reagent vials

COD analysis)

or method

Key features

v Obtain consistent and accurate

(EPA-approved or mercury-free

vQuality analyzed to provide you
hassle-free consistent results
v Don"t change your instrument

‘ Specifications

’ Qty/pack ‘ Catalog # ‘

environmental
express”

Price
(INR)

HSN:38220000

Controls approved for use
in both EPA-compliant and
mercury-free vials

Key features

Environmental Express® HotBlock®

Digestion Vials 0-150 mg/L 100/Pk RP-35200-02 23700
w/Hg 0-1500 mg/L 100/Pk RP-35200-03 28400
0-15000 mg/L 98pk RP-35200-04 31000
0-150 mg/L 100/Pk RP-35200-08 23700
COD Digestion ) )
Vials, Hg Free 0-1500 mg/L 100/Pk RP-35200-09 23700
0-15000 mg/L 98pk RP-35200-10 23500
Specifications Volume Qty/pack Catalog # IFITIIF‘;?
HSN:38220090
COD Standard - Primary Standard 250 mL 1
Grade Potassium Hydrogen RP-35200-11 4000
Phthalate. 1000 mg/L (ppm)
Primary Standard Grade
Potassium Hydrogen Phthalate.
Refrigeration is recommended. 250 mL 1 RP-35200-12 4000
10000 mg/L (ppm)

Specifications

Volume

No of samples

Catalog #

Price
(INR)

HSN:84195090

environmental
express”

Product

Environmental Express SimpleDist®

SimpleDist®C6000-240

Specifications

v Tube Size (mLJ- 50 mL

Lab Equipment

Catalog #

Price
(INR)

HSN:84195000

L $P2? Complete Distillation v’ Set-Point Accuracy+0.2°F (0.1°C) WW-35209-85 POR
e System; 240 VAC v Max Operating Temperature (° C)150
v Tube / Vial Size Accepted (mLJ)- 10mL
SimpleDist®C6000-240 v"Number Of Blocks 1
Complete Distillation v Uniformity (° C) -+1.5° WW-35202-38 POR

System; 240 VAC

v Max Temperature (° C)- 150
v Block Number Of Openings - 26

eEEAdAPAAARA

e

SimpleDist 12-Place Manifold
Kit without Block

v Compatible With - SC100 HotBlock

v Kit Includes:

® 12-valve manifold, Flow control valves, Boiling tubes

® 1 barb connector

® 1 pack of (C6100) 25mL collection traps,
(C6110) reagent addition tubes, (C6142) tubing kit
(12 Pieces),

® 2 packs of (C6120) caps, (C6120A) black neoprene
washers, (C6130) two-port cap inserts,

® SimpleDist Systems and Manifold Kits come with
2 packs of each Snip & Pour reagent (C7005, C7015, C7125)

HotBlock not included.

HSN:39269099

WW-35209-87

316000

36-well-HotBlock® 200 SC2050-36 v Max Temperature (° C)- 200 50 ml 36 WW-53206-05 POR
——— 54-well- HotBlock®200 SC2050-54 | ¥ Reach higher temperatures—perform 50 mL 54 WW-53206-07 POR
- more procedures
96-well- HotBlock®200 SC2015-9¢ | v' PTFE-coated blocks for chemicaland | 15 ml 96 WW-53206-03 POR
corrosion resistance
25-well- HotBlock® 200 SC2100-25 100 mL 25 WW-53206-09 POR
35-well -HotBlock®200 SC2100-35 100 mL 35 WW-53206-11 POR
v'Process up to 56 samples,
two analytical batches, in a single run.
v'The digital display shows the actual
HotBlock B3000 COD Reactor | temperature lin red) and set 56 WW-35201-99 | POR
temperature (in green)
simultaneously.
v pre-programmed to run at 150°C for
two hours for standard COD digestions.
HSN:84195000
HotBlock® SC154 v Max Temperature (° C)- 150 50 ml R WW-53205-05 POR
v Uniformity (° C]- £1.5°
HotBlock® SC150 Y : _
o v’ Set high and low temperature 100 mb % WW-53205-07 POR
- HotBlock® SC100 alarm limits 50 ml 36 WW-53205-03 POR

Wait, there’s more!

Browse 100,000+ products plus find Technical Resources at

ColeParmer.in

Environmental Express™ is an Antylia Scientific Company

SimpleDist 18-Place Manifold Kit,
without Block

v Compatible With- SC154 HotBlock

v Kit Includes:

e 18-valve manifold, Flow control valves & Borosilicate
glass boiling tubes

® 1 barb connector

® 1 pack of (C6100) 25mL collection traps & (C6110)
reagent addition tubes

® 3 packs of (C6120) caps, (C6120A) black neoprene
washers & (C6130) two-port cap inserts

® 2 packs of (C6142) tubing kits, 24 pieces

® SimpleDist Systems and Manifold Kits come with
2 packs of each Snip & Pour reagent (C7005, C7015, C7125)

HotBlock not included.

WW-35209-86

371000

Environmental Express®IAQ 15 Connect™

IAQ 15 Connect™ Portable Air
Sampling Pump Kit

v Flow Range- 0 to 15 LPM
v Accuracy - +5%
v Various sampling durations (1, 2, 5, or 10 minutes)

IAQ 15 Connect™ Pro Portable Air
Sampling Pump Kit

v Through Bluetooth® connection, the app can retrieve
multiple records from the pump, including location,
sampling type, cycle count, run-time, calibration status,
RFID information, and more.

WW-61197-37
(HSN: 84148016)

226000

WW-61197-38
(HSN: 84141000)

245000

Cassettes, Air-0-Cell®; 10/BX

v No need to prepare slides or worry about contamination
v/ Special adhesive on collection media prevents collected
sample from being washed off

Cassettes, Air-0-Cell®; 50/BX

v’ Attain direct quantitative analysis of organic and
inorganic particulate

WW-60061-27
(HSN: 90271000)

10100

WW-60061-28
(HSN: 9027050)

39900

antylia.com

c Infoindia@antylia.com B +91 22 61394444 7304443952
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Cole-Parmer® lon-Selective Electrodes
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Lab Equipment

express”

lon-Selective Electrodes

environmental

Specification

Catalog #

HSN:90278030

Price
(INR)

Bromide testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-02 30500
Bromide testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-05 44300
Cadmium testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-04 | 37000
Cadmium testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-07 43100
Calcium testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-06 36600
Calcium testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-09 49200
Chloride testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-08 29600
Chloride testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-13 46000
Copper testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-10 38200
Copper testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-15 46000
Cyanide testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-12 30400
Cyanide testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-17 39100
Fluoride testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-14 | 38600
Fluoride testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-19 31200
lodide testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-18 31200
lodide testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-23 38900
Lead testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-20 37200
Lead testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-25 40900
Nitrate testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-22 39600
Nitrate testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-31 48400
Perchlorate testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-24 36400
Perchlorate testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-35 49200
Potassium testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-26 37500
Potassium testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-39 48400
Silver/Sulfide testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) | RP-27504-28 | 30700
Silver/Sulfide testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-41 40200
Sodium testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-30 21400
Sodium testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-43 33000
Surfactant testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-32 52700
Surfactant testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-45 48900
Water hardness testing in drinking water Epoxy-body,sealed, single-junction 176°F (80°C) RP-27504-34 | 36400
Water hardness testing in drinking water Glass-body,refillable, double-junction 176°F (80°C) RP-27502-49 50900

Environmental Express™ is an Antylia Scientific Company

environmental
express”

Key features Resolution

Cole-Parmer® Digital Refractometers

Lab Equipment

Accuracy

Catalog #

HSN:90259000

Price
(INR)

v IP65 rated rugged design 0 - 45% 8'855{'?&]1 ig;éggl[x%” RP-81150-48 66600
v  Easy calibration for precise ’ o (HSN: 90275090)
results at all times
v No more worrying about
temperature fluctuations - .
; T g0 0.1 (salinity), +0.1 (salinity),
with built-in ATC 0 - 28% NaCl 0.0001 (RI) +0.0003 (RI) RP-81150-49 66600
(HSN: 90275020)
Accessories Digi-Sense RTD Probe, 100 Ohm, 3-ft SS Braid Cable; 9" L RP-08117-97 19600
(HSN: 90259000) Digi-Sense RTD Probe, 100 Ohm, 3-ft SS Braid Cable; 12" L RP-08117-98 19600

Key features ‘ Resolution ‘

Cole-Parmer® Salt/Combination Analog Refractometer

Accuracy

Catalog # ‘

HSN:90275020

v Quick and easy operation with
reliable measurements 0-100 (salinity) 1%; 0.005 £0.5%; +0.001 RP-8115040 | 21000
v’ Easy calibration for
enhanced accuracy
Cole-Parmer® Brix Analog Refractometers HSN:90275020
0-10% RP-81150-23 19000
0.001 +0.1%
0-18% RP-81150-24 19000
0-32% RP-81150-25 19000
° 0.002 £0.2%
28 - 62% RP-81150-26 19000
v Oui . )
?:l'igt;n:ﬁ::z;ﬁ;tt'gn with 45 - 82% 0.005 £0.3% RP-81150-27 19000
v Easy calibration via the 58 - 92% 0.002 +0.2% RP-81150-28 19000
calibration screw for 0-60% 0.005 +0.3% RP-81150-29 19000
enhanced accuracy 0 - 50% RP-81150-30 27300
v No more worrying about
temperature fluctations with 0-80% - - RP-81150-31 19000
o the automatic temperature 0-90% RP-81150-32 19000
compensation [ATC) models 0-42% 0.002 +0.2% RP-81150-33 55300
v Compensation range: 50 to ; P a1150.3 10000
86°F (10 to 30°C) 0 - 10%; w ATC 0.001 £0.1% =
0-18%;wATC RP-81150-35 19000
- 32%; RP-81150-36 21000
0 - 32%; w ATC 0.002 +0.2%
28 - 62% RP-81150-37 21000
45 - 82% 0.005 +0.3% RP-81150-38 21000
58 - 92% 0.002 +0.2% RP-81150-39 21000

Get the confidence.
Request FREE samples’ today!

022-6139-4444 | insio.info@antylia.com

*T&C apply
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Lab Consumables S p e)\® S p e>\® Lab Consumables

Certified Reference Materials (CRMs) . som | soomL____ | soomL_____|

. Matrix “
s Inorganic Standards 2
:“:’ Assurance® Grade CRMs are designed for AA and ICP and are available in single and Selen?um (Sel HNO, RP-04505-08 2900 RP-04506-29 6700 RP-04506-30 11100 %
g multi-element formulations. 70 elements are available as single-element standards and are available Sele”f”m (Se] HNO4 RP-04505-09 2900 . . . . s
5 in 1,000 ug/mL and/or 10,000 ug/mL. They are packaged in 30 mL, 125 mL, 250 mL, and 500 mL bottles Selenium (Se] HNO, RP-04505-10 | 2900 - - - - 9
e to minimize contamination. Custom standards can be manufactured upon request. Silver (Ag) HNO, RP-04505-12 2900 RP-04506-35 6700 RP-04506-36 = 11100 <
o Sodium (Na) HNO, RP-04505-13 2900 RP-04506-37 6700 RP-04506-39 = 11100 =
-% . 3%m |  s0m. |  500mL | Strontium (Sr) HNO, RP-04505-14 2900 RP-04506-41 6700 RP-04506-43 | 11100 b
< Matrix Tellurium (Te) HNO, RP-04505-17 | 3100 | RP-04506-48 | 7400 - - =
5 Part No._|_Price (INR) | _Part No._|_Price (INR) | __Part No. Terbium (Tb) HNO RP-04505-18 | 3100 RP-04506-49 7400 - - 9
& Aluminium (Al HNO RP-04504-55 2900 RP-04505-31 6700 RP-04505-33 = 11100 Thattium (T HNO, RP-04505.19 2900 RP-04506-50 700 i i £
‘5 Antimony (Sb) HNO RP-04504-56 2900 RP-04505-35 6700 - - Thoriurm (Th] HNO, RP-04505.20 100 RP-04506.51 2700 i i .
v Arsenic (As) HNO RP-04504-57 2900 RP-04505-38 6700 RP-04505-40 = 11100 Thulium (TM HNO, RP-04505-21 3700 RP-04506-52 9500 i i v
Barium (Ba) HNO RP-04504-60 2900 RP-04505-41 6700 RP-04505-42 = 11100 Uranium (U] HNO, RP-04505.25 3000 RP-04506-45 7000 =P 0450056 | 11800
Beryllium (Be) HNO RP-04504-61 2900 RP-04505-43 6700 RP-04505-44 11100 Vanadium (V] HNO RP-04505-26 2900 RP-04506-67 4700 RP-04506-69 | 11100
Bismuth (Bi) HNO RP-04504-62 2900 RP-04505-45 6700 - - Yeterbium (Yb) HNO, ~P-04505-27 3100 RP 0450671 7400 i i
Cadmium (Cd) HNO RP-04504-64 2900 RP-04505-48 6700 RP-04505-49 = 11100 Yitrium (Y) HNO, RP-04505-28 2900 RP-04506-72 7000 RP-04506-73 | 11800
Calcium (Ca) HNO RP-04504-65 2900 RP-04505-50 6700 RP-04505-52 = 11100 Zinc (zn) HNO , RP-04505-29 2900 RP-04506-74 6700 RP-04506-76 | 11100
Cerium (Ce) HNO RP-04504-67 2900 RP-04505-55 6700 RP-04505-56 = 11100 Zirconium (Zr) HNO , RP-04505-30 2900 RP-04506-78 7000 RP-04506-80 | 11800
Cesium (Cs) HNO RP-04504-68 3100 RP-04505-57 7400 RP-04505-58 = 12400 Aresenic (Ar] H,0 RP-04504-59 2900 _ - - _
Chromium (Cr) HNO 5 RP-04504-69 2400 RP-04505-59 6700 RP-04505-62 11100 Boron (B) H,0 _ _ RP-04505-46 6700 RP-04505-47 11100
Chromium (Cr] HNO RP-04504-70 2900 - - - - Carbon (C) H,0 RP-04504-66 | 3300 | RP-04505-54 | 8100 - -
Cobalt (Co) HNO3 RP-04504-72 2400 RP-04505-64 6700 RP-04505-66 11100 Chromium (Cr) H,0 RP-04504-71 3100 RP-04505-61 6700 RP-04505-63 11100
Cobalt (Co) HNO; - - - - - - Germanium (Ge) H,0 RP-04504-79 3100 - - - -
Copper (Cu) HNO 3 RP-04504-73 2900 RP-04505-67 6700 RP-04505-69 11100 Molybdenum (Mo) H,0 RP-04504-93 2900 RP-04506-06 6700 RP-04506-07 11100
Dysprosium (Dy) HNO, RP-04504-74 3100 RP-04505-71 7400 - - Niobium (Nb) H,0 RP-04504-96 2900 - _ _ _
Erbium (Er) HNO RP-04504-75 3100 RP-04505-72 7400 - - Phosphorus (P) H,0 RP-04504-98 2900 RP-04506-14 6700 RP-04506-15 11100
Europium (Eu) HNO, RP-04504-76 3100 RP-04505-73 7400 - - Rhenium (Re) H,0 RP-04505-02 5500 RP-04506-22 14300 : ,
Gadolinium (Gd) HNO, RP-04504-77 3100 RP-04505-74 7400 RP-04505-75 = 12400 Selenium (Se) H,0 - - - ] - _
Gallium (Ga) HNO; RP-04504-78 2900 RP-04505-76 7400 - - Silicon (Si) H,O RP-04505-11 2900 RP-04506-32 7000 RP-04506-34 11800
Holmium (Ho) HNO 5 RP-04504-82 3100 RP-04505-80 7400 - - Sulfur (S) H,0 RP-04505-15 2900 RP-04506-44 6700 RP-04506-45 = 11100
Indium (In) HNO RP-04504-83 3100 RP-04505-81 7400 - - Titanium (Ti) H,0 RP-04505-23 2900 - - - -
Iron(Fe) HNO RP-04504-85 2900 RP-04505-83 6700 RP-04505-85 = 11100 Tungsten (W) H,0 RP-04505-24 2900 RP-04506-61 7000 RP-04506-63 = 11800
Lanthanum (La) HNO, RP-04504-86 2900 RP-04505-87 6700 RP-04505-88 11100 Tungsten (W) 1% HNO3/2% HF - - - - RP-04506-62 7000
Lead (Pb) HNO RP-04504-87 | 2900 RP-04505-89 | 6700 RP-04505-90 | 11100 Tungsten (W) 2% HNO3/5% HF - - - - RP-04506-64 | 11800
Lithium (Li) HNO, RP-04504-88 2900 RP-04505-91 6700 RP-04505-93 11100 Q:Jtir‘;r;'n”yr?éﬁ]” :gt Eigjggggi Zggg F;;gi:g:g;‘ 1 ﬁgg
Lutetium (Lu) HNO RP-04504-89 9000 RP-04505-95 = 23300 - - Aresenic (Ar] HeL =5 0450458 2900 50450539 2000 i 5
Magnesium (Mg) HNO, RP-04504-90 2900 RP-04505-96 6700 RP-04505-98 11100 Calcium (Ca) HCL - - RP-04505-51 5900 RP-04505-53 11800
Manganese (Mn) HNO3 RP-04504-91 2900 RP-04506-00 6700 RP-04506-01 11100 Chromium (Cr) HCL - - RP-04505-60 7000 - -
Mercury (Hg) HNO, RP-04504-92 2900 RP-04506-04 | 6700 RP-04506-05 = 11100 Cobalt (Co) HCL - - RP-04505-65 7000 - -
Neodymium (Nd) HNO, RP-04504-94 3100 RP-04506-08 = 7400 - - Copper (Cu] HCL - - RP-04505-68 7000 RP-04505-70 1 11800
Gold (Au) HCL RP-04504-80 5500 RP-04505-78 | 14300 - -
Nickel (Ni) HNO RP-04504-95 2900 RP-04506-09 6700 RP-04506-10 = 11100 Hafnium (Hf) oL RP-04504-81 3100 RP-04505.79 2700 5 5
Potassium (Ka) HNO RP-04505-00 2900 RP-04506-17 = 6700 RP-04506-19 = 11100 Iridium (Ir) HCL RP-04504-84 5500 RP-04505-82 | 14300 _ _
Praseodymium (Pr) HNO RP-04505-01 3100 RP-04506-21 7400 - - Iron (Fe) HCL - - RP-04505-84 7000 RP-04505-86 11800
Rubidium [Rb] HNO3 _ _ RP-04506-24 4700 _ _ Lithium [LI] HCL - - RP-04505-92 7000 RP-04505-94 11800
Samarium (Sm) HNO, RP-04505-06 | 3100 | RP-04506-26 = 7400 - - Magnesium [Mg) et : > RP-Q4SD>-97 | 7000 | RP-D45C-5% 1 11800
, Palladium (Pd) HCL RP-04504-97 5500 RP-04506-13 | 14300 - -
Scandium (Sc) HNO RP-04505-07 5500 RP-04506-27 | 14300 RP-04506-28 = 24600

Spex®is an Antylia Scientific company (7 antylia.com [Jinfoindia@antylia.com [[J +9122 61394444 7304443952




Lab Consumables

Lab Consumables

spex spex

500 mL 500 mL . 15m |  250ml |
1000 PPM 1000 PPM 10000 PPM 1000 PPM 10000 PPM 1000 PPM w
" 000PFM | )
= |_Part No. | Price (INR) | Part No. [ Price (INR) [ Part No. | |_Part No._|Price (INR)| Part No. |Price (INR)| Part No. _|Price (INR)! S
q:) Platinum (Pt) HCL RP-04504-99 5500 RP-04506-16 14300 - - Holmium (Ho) HNO, RP-04503-42 4100 - - - _ o
. il
§ [ < S S O o o, fpossil o || 2
odium - - - - - -
% Rubidium (Rb] Hol RP- 0450504 2900 - i : - Iron(Fe) HNO RP-04503-45| 3900  RP-04503-46 6200  RP-04504-33 5400 g
= Ruthenium (Ru) HCL RP-04505-05 5500  |RP-04506-25| 14300 - - Lanthanum (La) HNO, RP-04503-47| 3900  RP-04503-48 6200 - - s
o Sodium (Na) HCL - - RP-04506-38| 7000 | RP-04506-40 11800 Lead (Pb) HNO, RP-04503-49 | 3900  RP-04503-50 6200  RP-04504-34 5400 =
..3 Strontium (Sr] HCL - - RP-04506-42| 7000 - - Lithium (Li) HNO4 RP-04503-51| 3900  RP-04503-52 6200 - - ;q:')
K Tin (Sn) HCL RP-04505-22 2900  RP-04506-53| 9500  RP-04506-55 14700 Lutetium (Lu] HNO, RP0450353 | 12100 - - - - e
¥ Tin (Sn) HND, - - : - RP-0i06-4] 7000 M ium (Mg) HNO RP-04503-54| 3900  RP-04503-55 ~ 6200  RP-04504-35 5400 =
- Tin (Sn) HNO, - - : : RP-04506-56 11800 agnesiim 119 d E
B Tianium [Tl ol - - cooisoesa 9500 |RP-oasoeeol 12700 Manganese (Mn) HNO, RP-04503-56| 3900  RP-04503-57 ~ 6200  RP-04504-36 5400 £
8 Vanadium (V) HCL _ _ RP-04506-68 7000 RP-04506-70 11800 Mercury (Hg) HNO, RP-04503-60 3900 RP-04503-61 6200 RP-04504-37 5400 V)
Zinc (zn) HCL - - RP-04506-75| 7000  RP-04506-77 11800 Neodymium (Nd) HNO, RP-04503-64| 4100 - - - .
Zirconium (Zr] HCL - - RP-04506-79| 7400  |RP-04506-81| 12400 Nickel (Ni) HNO, RP-04503-65| 3900  RP-04503-66| 6200 | RP-04504-39 5400
Niobium [Nbl HE - - RP-04506-11] 7000 |RP-04506-12| 11800 Potassium (Ka) HNO RP-04503-73| 3900  RP-04503-74 6200  RP-04504-41 5400
Tantalum (Ta) HF RP-04505-16 = 3100  RP-04506-46| 7400  RP-04506-47 12400 _ %
Boron (B - RP-04504-63 2900 - B - : Praseodymium (Pr) HNO, RP-04503-75 00 - - - -
Germanium (Ge) F - - RP-04505-77 7400 - - Rubidium (Rb) HNO3 RP-04503-78| 3900 - - - -
Silicon (Si) F - - RP-04506-31| 7000  |RP-04506-33 11800 Samarium (Sm) HNO, RP-04503-80 | 4100 - - - -
ia”talum[[TT?] E - - - - — 01:506 s Scandium (Sc) HNO, RP-04503-81| 7400  RP-04503-82 12700  RP-04504-42 11000
itanium (Ti - - - - - - .
Titanium (i . - - T T : - Selenium (Se) HNO, RP-04503-83| 3900  RP-04503-84 6200  RP-04504-43 5400
Selenium (Se) HNO, RP-04503-85| 3900 - - - -
sm T s m Seemum S o : : : ' : ‘
e 1000 PP 10000 PP 1000 PP Silver (Ag) HNO, RP-04503-89 | 3900  RP-04503-90 6200  RP-04504-45 5400
Sodium (Na) HNO, RP-04503-91| 3900  RP-04503-92 6200  RP-04504-46 5400

Spex®is an Antylia Scientific company

Aluminiumn (AU HNO RP-04503-01| 3900 |RP-04503-02 6200 | RP-04504-21| 5400 Strontium (Sr] HNO, RP-04503-93] 3900  |RP-04503-94| 6200 |RP-04504-47| 5400
Antimony (Sb) HNO RP-04503-03| 3900 |RP-04503-04 6200 |RP-04504-22| 5400 Tellurium (Te] HNO, RP-04503-99| 4100 - - - -
Arsenic (As) HNO,, RP-04503-05 3900 |RP-04503-06 6200 | RP-04504-23| 5400 Terbium (Tb) HNO, RP-04504-00| 4100 - - - -
Barium (Ba) HNO, RP-04503-09 3900 |RP-04503-10 6200 | RP-04504-24| 5400 Thallium (TU HNO, RP-04504-01] 3900 - - RP-04504-49| 5400
Beryllium (Be) HNO, RP-04503-11| 3900 |RP-04503-12 6200  RP-04504-25| 5400 Thorium (Th) HNO4 RP-04504-02] 4100 - - - -
Bismuth (Bi) HNO RP-04503-13 3900 ] - RP-04504-27| 5400 Thulium (TM HNO, RP-04504-03| 5100 - - - -
Cadrmium (Cd] HNO RP-04503-16 3900 |RP-04503-17 6200  RP-04504-28| 5400 Uranium (U] HNO, RP-04504-10] 3900 |RP-04504-11) 6300 - -
—T N, 0503 18] 3900 |RP-0is05 19| 6200 - - Vanadium (V) HNO, RP-04504-12| 3900  RP-04504-13 6200 - _
Cerium (Cel HNO, RP-04503-21 3900 |RP-04503-22 6200 ; ; Ytterbium [Yb) HNO, RP-04504-14] 4100 - - - -
Cesium (Ca] HNO. cp-0is0323 4100 |RP-0is0324 | e300 - - Ytrium (Y) HNO RP-04504-15| 3900  RP-04504-16 6300 | RP-04504-52 5700
Chromium (Cr] N, ~pois0305 | 3900 |RP-0is03-26 | e200 - - Zinc (zn) HNO RP-04504-17| 9500  RP-04504-18 6200  RP-04504-53 5400
Chromium (Cr] NO. it 50 : R vy Zirconium (27 HNO, RP-04504-19| 3900  RP-04504-20 6300  RP-04504-54 5400
Cobalt (Co) HNO RP-04503-29 3900 |RP-04503-32 6200 | RP-04504-31| 5400 Aresenic (Ar] H,0 RP-04503-08| 3900 - : - -
Cebai (oo N - — RP-04503.30 500 ) - Boron (B) H,0 RP-04503-14| 3900  RP-04503-15 6200  RP-04504-26 5400
Copper (Cu) HNO, RP-04503-31| 3900 |RP-04503-37 6500  RP-04504-32| 5400 g:::’ifn][c” :28 E:Zgi:gg;g ;‘:gg -
Dysprosium (Dy) HNO; RP-04503-33 | 4100 - - - - Germanium (Ge] HEO i i : - - -
Erbium (Er) HNO, RP-04503-34 | 4100 ) ; - )
e aroptom Eu O YT BT - : - - ,I\\I/I.ol:)/.l)der}l:\lr;[Mo] :28 RP-04503-62| 3900  RP-04503-63 6200  RP-04504-38 5400
— iobium ) - - - - - -
gzﬁi":'n:'rg;][ed] :223 Eigiggzgg Zlgg RP-04503-37] 9800 - - Phosphorus (P) H,0 RP-04503-70| 3900  RP-04503-71 6200  RP-04504-40 5400
, " 04503- - - : -

antylia.com [ infoindia@antylia.com +9122 61394444 7304443952




Lab Consumables

spex

10000 PPM 1000 PPM

Multi-element Standards

Particulars

Concentration

Price (INR)

Lab Consumables

spex

Matrix

o Silicon (Si) H,0 - - - - - - =
I Sulfur (S) H,0 RP-04503-95 3900 RP-04503-96 6200 RP-04504-48 5400 T
% Titanium (Ti) H,0 RP-04504-06 3900 - - RP-04504-51 5700 %
E Tungsten (W) H,0 RP-04504-08 3900 RP-04504-09 6300 - - \c’
g Tungsten (W) 1% HNO3/2% HF - - - - - - o
\lg Tungsten (W) 2% HNO3/5% HF - - - - - - 9
o Aluminium (AU HCL - - - - - - =
'8 Antimony (Sb) HCL - - - - - - o
= Aresenic (Ar) HCL RP-04503-07 3900 - - - - .,g
T Calcium (Ca) HCL - - - - - ) b
9 Chromium (Cr) HCL - ; - - - ; ]

Cobalt (Co) HCL - - - - - -

Copper (Cu) HCL - - - - - -

Gold (Au]) HCL RP-04503-40 7400 - - - -

Hafnium (Hf) HCL RP-04503-41 4200 - - - -

Iridium (Ir) HCL RP-04503-44 7400 - - - -

Iron (Fe) HCL - - - - - -

Lithium (Li) HCL - - - - - -

Magnesium (Mg]) HCL - - - - - -

Palladium (Pd) HCL RP-04503-69 7400 - - - -

Platinum (Pt) HCL RP-04503-72 7400 - - - -

Potassium (Ka) HCL - - - - - -

Rhodium (Rh) HCL RP-04503-77 17300 - - - -

Rubidium (Rb) HCL - - - - - -

Ruthenium (Ru) HCL RP-04503-79 7400 - - - -

Sodium (Na) HCL - - - - - -

Strontium (Sr) HCL - - - - - -

Tin (Sn) HCL RP-04504-04 5300 RP-04504-05 8400 RP-04504-50 7900

Tin (Sn) HNO, - - - - - -

Tin (Sn) HNO,, - - - - - -

Titanium (Ti) HCL - - - - - -

Vanadium (V) HClL - - - - - -

Zinc (Zn) HCL - - - - - -

Zirconium (Zr) HCL - - - - - - -

Niobium (Nb) HF RP-04503-67 3900  |RP-04503-68 6300 - - G et t h e CO nfl d e n C e

Tantalum (Ta) HF RP-04503-97 4100 RP-04503-98 6500 - - =

Boron (B) - - - - - - - *

Germanium (Ge) F RP-04503-39 | 4100 - - - - Req uest FREE Sam ples 't()day|

Silicon (Si) F RP-04503-87 3900 RP-04503-88 6300 RP-04504-44 5400

Tantalum (Ta) F - - RP-04504-07 6300 - - . . . .

Titanium (7] F : : : : : : 022-6139-4444 | insio.info@antylia.com

Titanium (Ti) - - - - - - -

*T&C apply

Silver, Aluminum, Arsenic, Barium, Beryllium, Calcium, Cadmium, Cobalt,
Chromium, Copper, Iron, Potassium, Lithium, Magnesium, Manganese,
Sodium, Nickel, Lead, Scandium, Selenium, Strontium, Thallium, Vanadium,
Yttrium, Zinc, Zirconium, Bismuth, Mercury, Tin, Boron, Molybdenum,
Phosphorus, Sulfur, Tungsten, Antimony, Titanium, Niobium, Silicon

1,000 pg/mL
(1,000 ppm) for
each element

Elements 150000

Spex®is an Antylia Scientific company

antylia.com [Jinfoindia@antylia.com [J+9122 61394444 7304443952



Lab Consumables Lab Consumables

spex spex

| 3m__ | @ 125ml | = 125ml___ |
Matrix 1000 PPM —1pPM | 1000 PPM
|_Part No._[Price (INR)| Part No. |[Price (INR)| Part No. |Price (INR)

Certified Reference Materials (CRMs)

Inorganic Standards

Uranium (U) HNO; | RP-04502-97 4800 RP-04502-52 6600 RP-04502-53 6500
Claritas PPT® Grade CRMs are designed for ICP and ICP-MS analysis. They are available in single and Vanadium (V) HNO, | RP-04502-98 4200 - - RP-04502-55 5600
multi-element solutions. The standards are at 1 pg/mL, 10 ug/mL, 100 pg/mL, or 1,000 pg/mL and packaged Yetrium (Y] HNO , ) ) RP-04502-56 | 5400 N i
|hn 30 mL and 125 mL bottles 'to minimize contgmlnahor?. They are mgde using ultra.hlgh purity acids, the Zinc (20 HNO, | RP-04503-00 4200 RP-04502-58 5400 RP-04502-59 5400
ighest grade starting materials and high purity water in order to minimize contaminants. Custom standards
can be manufactured upon request. Zirconium (Zr) HNO, - - RP-04502-61 5500 - -
Antimony (Sb) H,0 | RP-04502-63 4200 - - RP-04501-87 5600

Boron (B) H,0 - -
Molybdenum (Mo) H,0 | RP-04502-84 | 4200

RP-04501-94 5400 - -
RP-04502-26 5400 RP-04502-27 5600

30 ml 125 ml
1000 PPM 1 PPM

125 ml

Matrix 1000 PPM

Elements

Certified Reference Materials

Spex®is an Antylia Scientific company

antylia.com ([ infoindia@antylia.com [J +9122 61394444 7304443952

Part No.  |Price (INR) Part No.  |Price (INR) Part No.  |Price (INR) Phosphorus (P) H,0 - - RP-04502-31 5400 - -
Aluminum (Al HNO, |RP-04502-62 | 4200 |RP-04501-85 | 5400  RP-04501-86 & 5600 Silicon (Si) H,0 - - RP-04502-37 | 5500 . -
Arsenic (As) HNO, |RP-04502-64 | 4200 |RP-04501-88 | 5400 |RP-04501-89 & 5600 Titanium (Ti) H,0 | RP-04502-96 4200 - - RP-04502-49 = 5600
Barium (Ba) HNO, |RP-04502-65 | 4200 - - RP-04502-66 | 5600 Iridium (Ir) HCL - - RP-04502-10 | 16800 - -
Beryllium (Be) HNO, |RP-04502-67 & 4200  |RP-04501-90 | 5400  RP-04501-91 @ 5600 Platinum (Pt] HCL - - RP-04502-32 | 20500 - -
Bismuth (Bi) HNO, - - RP-04501-92 5400 - -
Cadmium (Cd) HNO, |RP-04502-69 | 4200 - - RP-04501-97 | 5600  3oml | 125ml |
Calcium (Ca) HNO; |RP-04502-70 4200 - - RP-04501-98 5600 “ Matrix
Chromium (Cr] HNO, |RP-04502-71 | 4200 ; = |RP-04501-99 | 5600
Cobalt (Co) HNO, |RP-04502-72 | 4200 . - |RP-04502-00 | 5600 L lsotope (L] e T ;Z ;338 Eggzggggs 1702[?[?
Copper (Cu) HNO; |RP-04502-73 | 4200 - - RP-04502-01 | 5600
Gadolinium (Gd) HNO, - - RP-04502-03 5900 - - m.-ﬁ_-m_
i - - - - - - Matrix |  10PPM |  10PPM |
S e L
Bismuth (Bi) HNO, RP-04502-68 4200  RP-04501-93 5300
Indium (In] HNO4 - - RP-04502-08 | 5500 - - Indium (In) HNO, |[RP-04502-76 4200 | RP-04502-09| 5300
Iron (Fe) HNO, |RP-04502-77 | 4200 |RP-04502-11 | 5400 |RP-04502-12 @ 5600 Mercury (Hg] HNO, |RP-04502-82 4200 | RP-04502-24 5300
Lead (Pb) HNO; |RP-04502-78 4200 RP-04502-13 5400 RP-04502-14 5600 Scandium (Sc) HNO, RP-04502-88 5700 RP-04502-35 7600
Lithium (Li) HNO, - - RP-04502-17 | 5400 - - Terbium (Tb) HNO, RP-04502-92 4200 | RP-04502-42 5300
Lutetium (Lu) HNO, - - RP-04502-19 | 18500 - - Yetrium (Y) HNO, |RP-04502-99 4200  RP-04502-57| 5300
Magnesium (Mg) HNO, |RP-04502-80 4200 - - RP-04502-20 5600 Germanium (Ge) H,0 |RP-04502-74 4200  |RP-04502-05 5300
Manganese (Mn) HNO, |RP-04502-81 | 4200 |RP-04502-21 | 5400 |RP-04502-22 @ 5600 Rhodium (Rh] HCL [RP-04502-87 | 16000 |RP-04502-34| 21300
Mercury (Hg) HNO, |RP-04502-83 | 4200 | RP-04502-23 | 5100 |RP-04502-25 5600 Boron (Bl H;0 : - [RP-04501-95] 6600
Neodymium (N HNO - ~ |RP-04502-28 | 5900 ] - Boron (B) a0 - S it L St
Copper (Cu) HNO, - - RP-04502-02 | 7700
Nickel (Ni) HNO, |RP-04502-85 & 4200  |RP-04502-29 | 5400  RP-04502-30 @ 5600 Lead [Pb] HNO, - - cp-04502-15 | 7500
Potassium (K] HNO, |RP-04502-86 & 4200 - - RP-04502-33 | 5600 Lead (Pb) HNO, ) _ RP-04502-16| 7700
Selenium (Se) HNO; |RP-04502-89 4200 - - RP-04502-36 5600 Strontium (Sr) HNO - _ RP-04502-41 9200
Silver (Ag) HNO, |RP-04502-90 | 4200 - - RP-04502-38 | 5600 Zinc (zn) HNO - - RP-04502-60 8000
Sodium (Na) HNO, |RP-04502-91 | 4200 - - RP-04502-39 | 5600
: - | %%m |  125ml_ |
Stror.mum[Sr] HNO - - RP-04502-40 5400 - m Matrix Part No. |Price (INR]| Part No. |Price (INRJ|
Thallium (TU HNO, |RP-04502-93 | 4200 - - RP-04502-43 | 4700 Blank HOL - RP-0A567-53 | 4700
Thorium (Tr) HNO; |RP-04502-94 4200  |RP-04502-44 5400  |RP-04502-45 5600 Blank HNO, |RP-04567-54| 4100 |RP-04567-55| 4700
Tin (Sn) HNO, |RP-04502-95 | 6100 - - RP-04502-47 | 8100 Blank H,0 - - RP-04567-57 | 4700
Tungsten (W) HNO, - - RP-04502-50 6200 - - Multiple Multiple RP-04569-25| 25200 - -
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Organic Standards

Pesticide Standards

Our solutions, we facilitate ease of monitoring and testing of pesticides by creating pesticide test
mixes or singles to suit your monitoring needs. SPEX® CertiPrep is the leader in offering pesticide
standards designed to work within EPA, AOAC and FDA analytical testing methods using all of the
leading analytical techniques: LC, LC/MS, GC, and GC/MS. Many pesticide standard mixes are readily
available in our catalog along with a large list of single pesticide standards. In addition, custom
pesticide mixes can be made to your specifications to create a mix that meets your needs.

spex

Lab Consumables

Concentration - 1000 ppm, Pack size - 1ml

Description | Matrix [ CASNo. | PartCode | Price(INR) |
(E)-Fenpyroximate Acetonitrile | 134098-61-6 | RP-04548-54 10300
(E)-Fenpyroximate Acetonitrile | 134098-61-6 | RP-97027-48 16500
1,2,4,5-Tetrachloro-3-nitrobenzene Grade ACN | 117-18-0 RP-97002-29 9200
1.2-Cyclohexane dicarboxylic anhydride, predom Methanol 85-42-7 RP-97004-41 9600
17-alpha-estradiol MeOH 57-91-0 RP-04564-06 12800
2,4,6,-Tribromophenol-3,5-d2 MeOH 1219795-42-2 | RP-04563-91 30900
2,4-Diaminoanisole Methanol 123333-56-2 | RP-97029-34 15400
2,6-Dibromophenol Methanol 608-33-3 RP-04545-98 8000
2-Chloro-6-Methylphenol Methanol 87-64-9 RP-04564-10 14400
2-Chloroanisole Methanol 766-51-8 RP-04544-67 6700
2-ethyl-5,5-dimethyl-1,3-dioxane (2-EDD) MeOH 768-58-1 RP-04548-11 11300
2-Ethylhexyl diphenyl phosphate Methanol 1241-94-7 RP-97027-93 16200
2-Isobutyl-3-Methoxypyrazine MeOH 24683-00-9 | RP-04549-72 10300
2-isopropyl-3-methoxypyrazine MeQOH 25773-40-4 | RP-04549-85 10200
2-Methy!lhippuric acid Acetonitrile | 42013-20-7 | RP-04551-10 6400
3,5-Diiodo-4-hydroxybenzonitrile (loxynil) Acetonitrile | 1689-83-4 RP-96131-61 10500
3-Bromophenol Methanol 591-20-8 RP-97004-91 9600
3-Chloroanisole Methanol 2845-89-8 RP-04544-68 6700
3-Keto-Carbofuran Acetonitrile | 16709-30-1 | RP-94030-49 21500
3-Keto-Carbofuran Methanol 16709-30-1 | RP-94033-25 22800
3-Methylhippuric acid Acetonitrile | 27115-49-7 | RP-04551-11 6400
4,4'-Dibromobenzophenone Acetonitrile | 3988-03-2 RP-97006-75 9800
4-Chloroaniline (p-Chloroaniline) MeQH 106-47-8 RP-04544-66 7800
4-Chloroanisole Methanol 623-12-1 RP-04544-69 6700
4-Ethylphenol-2,3,5,6-d4, OD Methanol 340256-40-8 | RP-04548-32 9800
4-Methylhippuric acid Acetonitrile | 27115-50-0 | RP-04551-12 6400
4-n-Nonylphenol MeQH 104-40-5 RP-04551-94 17600
5-alpha-androstan-17-beta-ol-3-one Methanol 521-18-6 RP-97008-20 10000
Abamectin Acetonitrile | 71751-41-2 | RP-04566-55 10000
Abamectin Methanol 71751-41-2 | RP-04558-03 16100
Abate Acetonitrile | 3383-96-8 RP-04558-04 16200
Acarol Acetonitrile | 18181-80-1 | RP-97003-76 9500
Acetaldehyde-2,4-DNPH MeOH 1019-57-4 RP-04564-83 9900
Acetamiprid Acetonitrile | 135410-20-7 | RP-04558-05 10500
Aclonifen MeQOH 74070-46-5 | RP-04542-51 6400

Spex®is an Antylia Scientific company

Description Matrix CAS No. Part Code Price (INR)
Acrinathrin Acetonitrile | 101007-06-1 | RP-04562-41 10900
Acrolein-2,4-DNPH MeOH 888-54-0 RP-04564-82 14400
Acrylic acid Isobutyl Ester - 106-63-8 RP-04563-83 7000
Adiponitrile MeOH 111-69-3 RP-04542-57 11300
Allethrin Acetonitrile | 584-79-2 RP-97008-93 10100
Alpha-Cypermethrin MeOH 67375-30-8 | RP-04545-33 6900
Ametoctradin Acetonitrile | 865318-97-4 | RP-04562-66 18000
Amidosulfuron Acetonitrile | 120923-37-7 | RP-97036-52 12000
Anilofos Methanol 64249-01-0 RP-04564-30 10100
Arabinose Grade Water | 87-72-9 RP-97004-93 9600
Azaconazole Acetonitrile | 60207-31-0 RP-97039-14 10600
Azadirachtin Acetonitrile | 11141-17-6 RP-04543-06 35200
Azamethiphos Acetonitrile | 35575-96-3 | RP-97007-84 10000
Azimsulfuron Acetonitrile | 120162-55-2 | RP-94039-15 26000
Azithromycin Acetonitrile | 83905-01-5 | RP-94031-50 22000
Baythroid Acetonitrile | 68359-37-5 | RP-04558-08 10000
Benalaxyl Acetonitrile | 71626-11-4 | RP-97027-99 16200
Benoxacor Acetonitrile | 98730-04-2 RP-04563-86 6700
Benzotriazole Methanol 95-14-7 RP-97004-92 9600
Benzoylformic acid Acetonitrile | 611-73-4 RP-04543-42 6400
Beta-Myrcene Methanol 123-35-3 RP-04561-67 11900
Bifenazate Acetonitrile | 149877-41-8 | RP-04561-65 22100
Bifenthrin Acetonitrile | 82657-04-3 | RP-04561-59 10100
Bis-(2-ethylhexylterephthalate MeOH 6422-86-2 RP-04548-27 6400
Bisphenols Methanol 80-09-1 RP-04543-60 12100
Bitertanol (Mix Isomers) Acetonitrile | 55179-31-2 | RP-97027-05 16700
Bromfenvinfos Methanol 33399-00-7 | RP-97026-66 16800
Bromoxynil Acetonitrile | 1689-84-5 RP-04558-09 9900
Butoxycarboxim Acetonitrile | 34681-23-7 | RP-97027-43 16500
Butyl ether Methanol 142-96-1 RP-04563-82 6700
Cadusafos Acetonitrile | 95465-99-9 | RP-97038-33 10900
Cannabichromene (CBC]) Methanol 20675-51-8 | RP-04559-62 30500
Captafol Acetonitrile | 2425-06-1 RP-04564-17 9900
Captan Acetonitrile | 133-06-2 RP-04544-25 9400
Carbendazim-Dé4 Methanol 291765-95-2 | RP-90076-91 58900
Carboxin Acetonitrile | 5234-68-4 RP-04563-97 8700
Chlorantraniliprole Acetonitrile | 500008-45-7 | RP-04558-12 12700
Chlorfenprop-Methyl Acetonitrile | 14437-17-3 | RP-97039-72 10500
Chlorfluazuron Acetonitrile | 71422-67-8 RP-04558-13 10800
Chlorimuron-ethyl Acetonitrile | 90982-32-4 | RP-04558-15 10700
Chlormequat Chloride Acetonitrile | 999-81-5 RP-04558-14 10000
Chlorobenzilate Acetonitrile | 510-15-6 RP-97005-41 9700
Chlorosulfuron Acetonitrile | 64902-72-3 RP-97038-95 10700
Chlorpropham Acetonitrile | 101-21-3 RP-04564-87 9900
Chlorpyrifos Oxon Acetonitrile | 5598-15-2 RP-04562-59 10200
Chlorpyrifos-methyl Acetonitrile | 5598-13-0 RP-04545-07 8800
Chromafenozide Acetonitrile | 143807-66-3 | RP-97023-67 18300
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Description Matrix CAS No. Part Code Price (INR)
Cinosulfuron Acetonitrile | 94593-91-6 RP-97039-63 10500
Clethodium Acetonitrile | 99129-21-2 RP-04558-16 11100
Clodinafop-Propargyl Acetonitrile | 105512-06-9 | RP-04564-18 15100
Clofentezine Acetonitrile | 74115-24-5 RP-04558-17 16100
Clofentezine MeOH 74115-24-5 RP-04545-12 9400
Clothianidin Acetonitrile | 210880-92-5 | RP-04558-18 16800
Cyanofenphos Methanol 13067-93-1 RP-04564-31 10500
Cyanophos Acetonitrile | 2636-26-2 RP-97038-36 10900
Cyazofamid Acetonitrile | 120116-88-3 | RP-04558-19 16500
Cycloprothrin Acetonitrile | 63935-38-6 RP-94034-50 23500
Cyhalofop-butyl Acetonitrile | 122008-85-9 | RP-04562-30 16500
Cyproconazole Acetonitrile | 94361-06-5 RP-04562-61 10900
Cyprofuram Acetonitrile | 69581-33-5 RP-97028-98 15600
Cyromazine Acetonitrile | 66215-27-8 RP-97029-13 15500
D,L-Mecoprop Methanol 93-65-2 RP-04558-42 16300
Daminozide Methanol 1596-84-5 RP-04561-71 17400
Devrinol(Napropamide) Acetonitrile | 15299-99-7 RP-04558-22 10000
D-Glucose Grade Water | 921-60-8 RP-04562-28 8000
Dichlorophen-P Acetonitrile | 15165-67-0 RP-04558-23 10100
Dichlorvos Acetonitrile | 62-73-7 RP-04562-70 15600
Dicrotophos Acetonitrile | 141-66-2 RP-97009-35 10200
Diflubenzuron Acetonitrile | 35367-38-5 RP-97007-96 10000
Di-iso-octyl Phthalate MeOH 27554-26-3 RP-04545-64 9000
Diisopentylphthalate (DIPP) Methanol 605-50-5 RP-04546-83 9600
Dimefuron Methanol 34205-21-5 RP-97024-27 17800
Dimethoate Acetonitrile | 60-51-5 RP-04558-24 10200
Dimethoate-D6 Acetonitrile | 1219794-81-6| RP-04562-56 143000
Dimethomorph Acetonitrile | 110488-70-5 | RP-04558-25 10700
Dimethyl-p-Nitrophenylphosphate Acetonitrile | 950-35-6 RP-04558-26 16300
Dimethylvinphos Methanol 2274-67-1 RP-97028-47 15800
Dimethylvinphos Methanol 2274-67-1 RP-97004-90 9600
Dinotefuran MeOH 165252-70-0 | RP-04564-80 10600
Dioxydemeton-S-methyl Acetonitrile | 17040-19-6 RP-97037-79 11100
Dithianon Acetonitrile |3347-22-6 RP-04562-57 17500
Doramectin Acetonitrile | 117704-25-3 | RP-04562-29 10200
Emamectin Acetonitrile | 119791-41-2 | RP-04547-67 10100
Emamectin-benzoate Acetonitrile | 155569-91-8 | RP-97009-51 10200
Empenthrin Acetonitrile | 54406-48-3 RP-97039-69 10500
Epoxiconazole Acetonitrile | 133855-98-8 | RP-97009-50 10200
Eprinomectin Acetonitrile | 123997-26-2 | RP-97038-64 10800
Estriol MeOH 50-27-1 RP-04547-84 12100
Ethiofencarb sulfone Acetonitrile | 53380-23-7 RP-94031-68 22000
Ethiofencarb sulfoxide Acetonitrile | 53380-22-6 RP-04558-30 22000
Ethoxysulfuron Acetonitrile | 126801-58-9 | RP-04558-31 10500
Ethyl Hexanoate Methanol 123-66-0 RP-04548-04 6700
Etofenprox Acetonitrile | 80844-07-1 RP-04548-35 11000
Etofenprox Acetonitrile | 80844-07-1 RP-04558-32 17100

Description Matrix CAS No. Part Code Price (INR)
Etoxazole Acetonitrile | 153233-91-1 | RP-04548-36 10700
Famoxadone Acetonitrile | 131807-57-3 | RP-04558-33 16800
Famphur Acetonitrile | 52-85-7 RP-04562-44 10000
Fenamidone Acetonitrile | 161326-34-7 | RP-97027-96 16200
Fenazaquin Acetonitrile | 120928-09-8 | RP-04562-35 16400
Fenbutatin-oxide Acetonitrile | 133546-08-6 | RP-97007-35 9900
Fenpyroximate Acetonitrile | 111812-58-9 | RP-04558-34 16100
Fensulfothion-oxon Acetonitrile | 6552-21-2 RP-04562-33 29900
Fensulfothion-oxon-sulfone Acetonitrile | 6132-17-8 RP-04558-35 30800
Fenthion-sulfone Acetonitrile | 3761-42-0 RP-97032-44 13900
Fipronil Acetonitrile | 120068-37-3 | RP-04558-36 10500
Flamprop-M-Methyl Acetonitrile | 63729-98-6 | RP-04670-63 36100
Flonicamid Acetonitrile | 158062-67-0 | RP-04548-63 10800
Flubendiamide Acetonitrile | 272451-65-7 |RP-04561-82 10900
Flubenzimin Acetonitrile | 37893-02-0 | RP-97007-17 9900
Flufenacet Acetonitrile | 142459-58-3 | RP-04562-63 16700
Flufenoxuron Acetonitrile | 101463-69-8 | RP-97036-75 11800
Flumioxazin Acetonitrile | 103361-09-7 | RP-04548-70 8000
Fluometuron Acetonitrile | 2164-17-2 RP-97007-90 10000
Fluoxastrobin Acetonitrile | 361377-29-9 | RP-04548-80 11200
Fluoxastrobin Acetonitrile | 75736-33-3 | RP-04562-32 16100
Fluguinconazole Acetonitrile | 136426-54-5 | RP-04548-81 11200
Forchlorfenuron Acetonitrile | 48157-60-8 | RP-97025-33 17600
Formaldehyde-2,4-DNPH MeOH 1081-15-8 RP-04565-11 9900
Fructose Grade Water | 57-48-7 RP-04558-37 9600
Fuberidazole Acetonitrile | 3878-19-1 RP-97028-64 15700
Furalaxyl Acetonitrile | 57646-30-7 | RP-97029-12 15500
Furmecyclox Acetonitrile | 60568-05-0 | RP-97039-16 10600
Furmecyclox Acetonitrile | 60568-05-0 | RP-97027-12 16700
Galactosan Methanol b44-76-8 RP-04548-99 6700
Galactose Grade Water | 59-23-4 RP-04562-25 9600
Gamma-Cyhalothrin Acetonitrile | 76703-62-3 | RP-04564-33 11400
Glucose Grade Water | 50-99-7 RP-04562-27 9600
Halosulfuron-methyl Acetonitrile | 100784-20-1 | RP-04562-40 10200
Haloxyfop Acetonitrile | 69806-34-4 | RP-04562-48 16200
Haloxyfop-methyl Methanol 69806-40-2 | RP-97039-15 10600
Haloxyfop-methyl Methanol 31218-83-4 | RP-04562-53 16400
Hexaflumuron Acetonitrile | 86479-06-3 | RP-97009-52 10200
Hexahydrohexamethyl cyclopentabenzopyran MeOH 1222-05-5 RP-04563-89 33100
Hexythiazox Acetonitrile | 78587-05-0 | RP-04562-77 16100
Hippuric acid Acetonitrile | 495-69-2 RP-04549-46 6400
Hydramethylnon Acetonitrile | 67485-29-4 | RP-97026-64 16800
Hyodeoxycholic acid Acetonitrile | 83-49-8 RP-97028-46 15800
Hyodeoxycholic acid Acetonitrile | 83-49-8 RP-97006-41 9800
Ibuprofen Acetonitrile | 15687-27-1 | RP-04562-71 16100
Imazosulfuron Acetonitrile | 122548-33-8 | RP-97037-08 11600
Imibenconazole Acetonitrile | 86598-92-7 | RP-97035-56 12300

antylia.com ([ infoindia@antylia.com [J +9122 61394444 7304443952

Certified Reference Materials



Lab Consumables

Lab Consumables S p e>\® S p e)\®

Description Matrix CAS No. Part Code Price (INR) Description Matrix CASNo.  PartCode  Price (INR)

Spex®is an Antylia Scientific company

n Imibenconazole Methanol 86598-92-7 | RP-97025-30 17700 N'-Nitrosonornicotine (NNN) MeOH 80508-23-2 | RP-04551-82 12800 A
g Imiprothrin Acetonitrile | 72963-72-5 | RP-04562-75 23100 Norflurazon Acetonitrile | 27314-13-2 | RP-04562-21 10700 'E
9 Ipconazole Acetonitrile | 125225-28-7 | RP-04558-38 19300 Omethoate Acetonitrile | 1113-02-6 RP-04562-45 10300 %
g Iprobenfos Acetonitrile | 26087-47-8 | RP-04564-29 10000 Oxamyl Oxime Acetonitrile | 30558-43-1 | RP-04656-32 36100 s
o Isocarbophos Acetonitrile | 24353-61-5 | RP-97038-93 10700 Paclobutrazol Acetonitrile | 76738-62-0 | RP-04558-49 9400 g
g Isofenphos-methyl Methanol 99675-03-3 | RP-97037-45 11300 Penconazole Acetonitrile | 66246-88-6 | RP-04562-49 15800 5
g Isofenphos-methyl Methanol 99675-03-3 | RP-97025-46 17600 Pencyuron Acetonitrile | 66063-05-6 | RP-04552-41 17600 E
‘® Isoxaben Acetonitrile | 82558-50-7 | RP-04562-58 14100 Perfluoro-n-octane Sulfonate (PFQS) Methanol 1763-23-1 RP-04558-51 15400 g
o Isoxaflutole Acetonitrile | 141112-29-0 | RP-04562-34 16500 Phenthoate Acetonitrile | 254642 RP-97028-23 16000 -
E |soxathion Acetonitrile | 18854-01-8 RP-97037-58 11200 Phorate sulfoxide Acetonitrile | 2588-03-6 RP-04553-17 10900 é
% lambda-Cyhalothrin Acetonitrile | 91465-08-6 | RP-96140-29 14100 Phorate sulfoxide Acetonitrile | 251354 RP-97027-40 16500 t=
o Lenacil Acetonitrile | 2164-08-1 RP-04562-74 15700 Phoxim Acetonitrile | 14816-18-3 | RP-04562-46 10300 8
© Linalool Methanol 78-70-6 RP-04559-25 9600 Phthalic Acid, n-Pentyl-Isopentyl Ester(Mixture isomers) | Methanol 84777-06-0 | RP-04553-23 12800

L-Malic acid Acetonitrile | 97-67-6 RP-04563-90 10100 Picoxystrob Acetonitrile | 117428-22-5 | RP-97009-93 10300

Lontrel (Clopyralid) Acetonitrile | 1702-17-6 RP-04562-36 10000 Picric acid Methanol 88-89-1 RP-04563-84 17600

L-Tartaric acid Acetonitrile | 87-69-4 RP-04564-79 9100 Piperonyl butoxide Acetonitrile | 51-03-6 RP-04558-52 10600

Lufenuron Acetonitrile | 103055-07-8 | RP-97039-59 10500 Piperophos Acetonitrile | 24151-93-7 | RP-97028-62 15700

Lufenuron Acetonitrile | 103055-07-8 | RP-04558-40 16500 Pirimicarb-desmethyl Acetonitrile | 30614-22-3 RP-97038-67 10800

Malaoxon Acetonitrile | 1634-78-2 RP-97025-34 17600 Pirimiphos-Methyl Acetonitrile | 29232-93-7 | RP-04562-51 15600

Maltodextrin Grade Water | 9050-36-6 RP-04558-41 11800 Prallethrin(mix isomers) Acetonitrile | 23031-36-9 | RP-04558-53 18600

Mandelic acid Acetonitrile | 90-64-2 RP-04550-08 6400 Pretilachlor Acetonitrile | 51218-49-6 | RP-04562-31 15600

Mandipropamid Acetonitrile | 374726-62-2 | RP-04562-55 16600 Procymidon Acetonitrile | 32809-16-8 | RP-97003-02 9400

Mannosan Methanol 14168-65-1 RP-04550-09 10700 Profenofos Acetonitrile | 41198-08-7 | RP-97003-66 9500

Mannose Grade Water | 530-26-7 RP-97004-85 9600 Progesterone MeQOH 57-83-0 RP-04553-39 6700

MCPA-Butoxyethyl ester Acetonitrile | 19480-43-4 | RP-97036-43 12000 Propaquizafop Acetonitrile | 111479-05-1 | RP-97027-28 16500

Mecarbam Acetonitrile | 2595-54-2 RP-97038-03 11000 Prophos Acetonitrile | 13194-48-4 | RP-04558-54 10200

Mepanipyrim Acetonitrile | 110235-47-7 | RP-97026-58 16800 Propionic acid n-butyl ester Methanol 590-01-2 RP-04563-85 7000

Mephosfolan Acetonitrile | 950-10-7 RP-04562-42 10100 Prothioconazole Acetonitrile | 178928-70-6 | RP-04558-56 12100

Mepiquat Chloride Acetonitrile | 24307-26-4 | RP-04562-65 10000 Prothioconazole Methanol 178928-70-6 | RP-04558-55 14100

Mesotrione Acetonitrile | 104206-82-8 | RP-04558-43 16400 Prothioconazole-desthio Acetonitrile | 120938-64-4 | RP-04558-57 21700

Metalaxyl-M Acetonitrile | 70630-17-0 | RP-04550-21 6700 Pulegone Methanol 89-82-7 RP-04553-76 9600

Metasystox | [TM] Acetonitrile | 919-86-8 RP-97023-71 18300 Pymetrozin Acetonitrile | 123312-89-0 | RP-04562-23 10000

Methacrifos MeOH 62610-77-9 | RP-04564-07 12400 Pyraflufen-ethyl Acetonitrile | 129630-19-9 | RP-04558-58 11000

Methoxyfenozide Acetonitrile | 161050-58-4 | RP-04558-46 16400 Pyrethins (mix isomers) Acetonitrile | 8003-34-7 RP-04561-61 10000

Methylhexahydrophthalic anhydride Methanol 25550-51-0 | RP-97004-42 9600 Pyridaphenthion Acetonitrile | 119-12-0 RP-04562-43 10300

Methylt Trichloride | 993-16-8 RP-97034-47 13000 Pyrimethanil Acetonitrile | 53112-28-0 | RP-97028-03 16100

Metrafenone Acetonitrile | 220899-03-6 | RP-97026-41 17100 Pyrimethanil Methanol 53112-28-0 | RP-04565-07 17600

Metribuzin Acetonitrile | 21087-64-9 | RP-97028-20 16000 Quinoxifen Acetonitrile | 124495-18-7 | RP-97027-10 16700

Metronidazole MeOH 443-48-1 RP-04564-84 9600 Raffinose Grade Water| 512-69-6 RP-04562-26 9600

Mevinphos Acetonitrile | 7786-34-7 RP-04562-47 10200 Sabinene Methanol 3387-41-5 RP-04554-07 18700

Monocrotophos Acetonitrile | 6923-22-4 RP-04558-47 10200 Safrotin Acetonitrile | 31218-83-4 | RP-97027-72 16300

Monothiono TEPP Acetonitrile | 645-78-3 RP-97006-55 9800 Salicylic Acid Acetonitrile | 69-72-7 RP-97033-82 13300

Moxidectin Acetonitrile | 113507-06-5 | RP-97032-74 13800 Selamectin Acetonitrile | 165108-07-6 | RP-94016-12 54300

N-(2,4-Dimethylphenylformamide Acetonitrile | 60397-77-5 | RP-97034-56 13000 S-Hydroprene Acetonitrile | 65733-18-8 | RP-94024-72 19700

N,N-Dimethy-N?-tolylsulfonyldiamide (DMST) Acetonitrile | 66840-71-9 | RP-94031-18 21900 S-Metolachlor Acetonitrile | 87392-12-9 | RP-04564-78 6700

N-2,4-Dimethylphenyl-N'-methylformamidine Acetonitrile | 33089-74-6 | RP-04558-27 32100 Spinetoram Acetonitrile | 187166-40-1 | RP-04558-59 18500

Nitenpyram Acetonitrile | 150824-47-8 @ RP-97027-95 16200 Spinosad A&D Acetonitrile | 168316-95-8 | RP-04558-60 19100

antylia.com [ infoindia@antylia.com +9122 61394444 7304443952
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Description Matrix CAS No. PartCode  Price (INR) Ch romatogra phy Consumables
L) Spiromesifen Acetonitrile | 283594-90-1 | RP-04558-62 17400 9
.g Spirotetramat Grade ACN | 203313-25-1 | RP-04554-21 8000 - . Price )
9 Spiroxamine Acetonitrile | 118134-30-8 = RP-97027-49 16500 Key features Description Neck Volume | PackSize | Catalog# | \p) e
[} - - . . .
E Sucrose Grade \.Na?ter 57-50-1 RP-04558-63 9600 Kinesis® Vials HSN:70172000 a
o Sulfentrazone Acetonitrile | 122836-35-5 @ RP-04562-79 10500 2 mL 100 units RP-16349-06 950 g
- Systhane Acetonitrile | 88671-89-0 RP-04558-65 16300 Screw neck vials, o mim 2 mL 1200 units | RP-16349-02 | 11400 Y
g Tebufenozide Acetonitrile | 112410-23-8 | RP-04558-66 10800 Clearglass with | ort thread 2mL 100 units | RP-16349-05 | 1100 2
S Tebufenpyrad Methanol 119168-77-3 | RP-04554-32 17600 + Manufactured f 2mL 1200 units | RP-16349-01 | 12800 %
anuractured rrom .
_ﬁg Tebutam Acetonitrile | 35256-85-0 | RP-97029-01 15600 highest quality material | y 1.5 mL 100 units | RP-16349-07 | 950 5
i it - - din IS0 9001 rimp viats, mm, 1.5 mL 1200 unit RP-16349-08 11400 o
g Tepraloxydim Acetonitrile | 149979-41-9 | RP-04558-67 16700 :;prlcr;ved oty cloar glass, with | wide neck 10 m|_ 20 uT s RPlenn08 Tl £
= Terbufos-sulfoxide Acetonitrile | 10548-10-4 RP-04562-37 10900 v Extend autosampler label area =2 m uni 5 £
o ine- -63- RP-04554-40 needle lifetime 1.5 mL 1200 units | RP-16349-04 | 12800 5
] Terbuthylazine-desethyl MeOH 30125-63-4 11700 X
(W) . . v  Easy-to-use-no more 1.5mL 100 units RP-16349-20 950 _E
Tetrachlorvinphos (Z) Acetonitrile | 22248-79-9 | RP-04562-54 16100 over tightening / 15mL 1200 units | RP-16349-19 | 11400 v
Thiabendazole Acetonitrile | 148-79-8 RP-97008-26 10000 , acforming septa Snap vials 1.5 mL 100 units | RP-16349-18 | 840
Thiacloprid Acetonitrile | 111988-49-9 | RP-04554-89 16500 samples with no_ clear glass, with | 11-6mm 1.5mL 1200 units | RP-16349-17 | 10200
Thiacloprid Acetonitrile | 111988-49-9 | RP-04558-68 16500 sample evaporation label area 1.5mL 100 units | RP-16349-24 | 1100
Thiamethoxam Acetonitrile | 153719-23-4 | RP-04554-90 8000 1.5 mL 1200 units | RP-16349-23 | 12800
Thifensulfuron-methyl Acetonitrile | 79277-27-3 | RP-04562-67 16600 1.5 mk 100 units | RP-16349-22 | 950
Thiram Methanol | 137-26-8 RP-04562-78 15400 Lol 1200units R 10 2t it
Tokuthion/Prothiophos Acetonitrile | 34643-46-4 | RP-04562-24 9800 _ Key features Description Size Pack Size | Catalog # (IIDIIII;T
Tolclofos-Methyl Acetonitrile | 57018-04-9 | RP-97002-74 9400 EORp T
Toltrazuril Methanol | 69004-03-1 | RP-96135-22 17400 inesis™ Caps with Septa T XY :'ZSN:(’”Z?UO
i itri _43- - _ Screw cap, blue PP, non-slitted/ units - -
Tolyltrlazt?le Aceton!tr!le 29385-43-1 | RP-97007-58 9900 ¥ Choose from o wide bonded, white PTFE/red SL septa mm 10,000 units | RP-16349-09 | 98200
Tralkoxydim Acetonitrile | 87820-88-0 | RP-04562-22 10900 ( - . range of caps and Short Thread Can PP with PTEE slitted
. o >~ o § : P FT W site 9mm | 1000 units | RP-98703-17 | 11300
Transfluthrin Acetonitrile | 118712-89-3 | RP-04555-12 10600 \ < S?Fitas t(?at SlLJ_ltSt)_’OUF and ultra-bonded with 6mm puncture area
Trflumizole Acetonitrile | 68694-11-1 | RP-97027-97 16200 /é‘a > app_l'czl“’_“s Crimp top cap, aluminurn, 1o |100units | RP-16349-15 | 1200
Triasulfuron Acetonitrile | 82097-50-5 | RP-97009-88 | 10300 diforent materials | oo PTFE/uhie Siicone septa R L L.
- units - -
Tribenuron-methyl Acetonitrile | 101200-48-0 | RP-04562-38 10200 @ polypropylene. white PTFE/red silicone septa 1mm 00 units | RP-16349-25 | 129000
Triflumuron Acetonitrile | 64628-44-0 | RP-97028-92 15700 - Eglzlétﬁ;ll:gge Snap-top PE cap, 11 mm | 100 units RP-16349-32 1400
Triforine Acetonitrile | 26644-46-2 RP-97009-05 10200 and aluminum red PTFE/white silicone septa 10,000 units | RP-16349-31 | 129000
i i -82- RP-04555-92 . L Snap-top PE cap, 100 units RP-16349-28 1500
Tr!phenyl phosphorothllonate Methanol 597-82-0 9800 v Available in sizes from pre-slit, white PTFE/red silicone septa 11 mm 10.000 units | RP-16349-27 | 140000
T 8mm to 1Tmm .
ris (2,3-Epoxypropyl] isocyanurate MeOH 2451-62-9 RP-04555-97 11400 Snap-top PE cap 100 units RP- 1634930 1400
Tritosulfuron Acetonitrile | 142469-14-5 = RP-04562-64 11000 blue PTFE/red silicone septa MM 110,000 units | RP-16349-29 | 129000
Tylosin MeOH 1405-53-4 | RP-04565-47 6900 = ) ) Drice
Vamidothion-sulfoxide MeOH 20300-00-9 | RP-04556-06 33700 Key features Description Size | PackSize | Catalog# | g
Xylitol Grade Water | 87-99-0 RP-97029-20 15500 Kinesis® Snap Top Vial with Fused Insert HSN: 70172000
Xylose Grade Water | 50855-32-8 | RP-97004-99 9600 Snap Top Vial with Fused Insert, 1o | 1000 unit | Rp-se705.2¢ | 56200
Zeta-Cypermethrin Acetonitrile | 52315-07-8 | RP-97039-20 10600 v Easily store, seal and Polymethylpentene, 0.3 mL
reopen samples. Snap Top Vial with Fused Glass Insert, 1 mm 1000 units | RP-98705-25 93100
Perfect f Lyol Polymethylpentene, 0.2 mL
d s::n;e)lce hoarnsdT?:g vome Snap Top Vial with Fused Glass Insert, 1 1000 unit RP-98705-26
. o ) Amber Polymethylpentene, 0.2 mL mm units B B 98200
Get the Co nfldence v Silanized glass micro Snap Top Vial with Fused Silanized Glass 1 )
= ;nbsseor:;tgzlnn:)rpgljzoelar Insert, Amber Polymethylpentene, 0.2 mL mm 1000 units | RP-98705-27 155000
Request FREE samples’ today! compaunds Snap Top Vial with Fused Silanized Glass A
imi b iop 11 1000 units | RP-98705-28 | 174000
v Eliminates the need for | |ngert, Polymethylpentene, 0.2 mL mm units - -
. . . . crimping
022-6139-4444 | insio.info@antylia.com
*T&C apply

7304443952
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Key features ‘ Description ‘ Catalog # ‘ (INR)

(%) a
K Cole-Parmer® VapLock™ Complete Solvent Collection System
',% 20 L translucent PE container, PP manifold, PP quick-disconnect
£ v FM-approved container fittings, plugs for any unused ports, and an exhaust filter with IRHPS_ILZ??%][;;?DS‘?] 161000
= v Collect solvent waste from | color indicator :
v up to 10 effluent streams
g v Minimize exposure to 20 L translucent PTFE container, PP manifold, SS quick-
(W] harmful chemical vapors disconnect fi ttings, plugs for any unused ports, and an exhaust RP-12020-70 344000
> filter with color indicator (HSN: 90279050)
<
Q.
E _ v FM-approved container
g‘ : 3 v Collec9t sfc:(tvent waste from | 20 |_ translucent PE container(DOT Approved), PP manifold, RP-12020-47 82400
- up to 9 effluent streams plugs for any unused ports, and an exhaust filter with (HSN: 90279089)
0 v Minimize exposure to color indicator
£ harmful chemical vapors
o
=
i Key features Specification ‘ Ports ‘ Catalog # ‘
Cole-Parmer® Vaplock™ Solvent Delivery Caps HSN:90279090
2 RP-12018-00 6600
With thread
PTFE, PP, SS; blue in'sertsrea 3 RP-12018-01 7800
v Reduce chemical 4 RP-12018-02 8800
evaporation and exposure to 9 RP-12018-03 5100
hazardous vapors
v Autoclavable, GL 1;5 caps PTFE, PP, blue With threadedport 3 RP-12018-04 5400
accept standard 1/4"-28 ) _
UNF(M] fittings to easily 4 RP-12018-05 5700
connect semi-rigid tubing FEKM: vell 2 RP-12018-08 9100
/Antl—tW|stdeS|gn allows the ; yetlow 4 RP-12018-09 9900
inner body of the cap to
rotate independently With integratedair 2 RP-12018-06 6500
i EPDM; 9
preventing tubes from green inlet valve 4 RP-12018-07 7300
tangling when caps are
removed or attached ) 2 RP-12018-10 6500
Viton; blue
4 RP-12018-11 7300

o Anti-twist solvent safety bottle
9 caps reduce chemical evaporation

I 1 and exposure to hazardous vapors.
Combine with Vaplock air inlet or
h - o relief valves to maintain pressure
; \ equilibrium within the bottle.

o Tubing adapters create a
liguid-tight connection and plugs
seal unused manifold and cap ports.

e Manifold cap for collection contain-
ers allow greater evaporation con-
trol and reduce exposure to hazard-
0US Vapors.

o Exhaust filter mitigates health haz-
ards, reduces chemical emissions
and odors from solvent containers.

o Breakthrough color indicators to
determine longevity and establish a
replacement schedule,

Adapters for versatile exhaust filter
configuration.

Spex®is an Antylia Scientific company

SGE Trajan

GC Accessories

CP Part No:

15974-03
15974-04
15974-05
15974-06
15974-07
15974-08
15974-09
15974-10
15974-11
15974-12
15974-13
15974-14
15974-15
15974-16
15974-17
15974-18
15974-19
15974-20
15974-21
15974-22
15974-23
15974-24
15974-25
15974-26
15974-27
15974-28
15974-29
15974-30
15974-31
15974-32
15974-33
15974-34
15974-35
15974-36
15974-37
15974-38
15974-39
15974-40
15974-41
15974-42
15974-43
15974-44
15974-45
15974-46
15974-47
15974-48
15974-49
15974-50
15974-51
15974-52

S p e>\® Lab Consumables

Description

SGE: EVOL Stand
SGE Electronic Syringe: 5pl eVol® Syringe

SGE Electronic Syringe: Sul eVol® Syringe supplied without needle
SGE Electronic Syringe: 50ul eVol® Syringe

SGE Electronic Syringe: 50ul eVol® Syringe supplied without needle
SGE Electronic Syringe: 500ul eVol® Syringe

SGE: EVOL Syringe, 500ul (No Needle)

SGE: 500UL EVOL MEPS SYRINGE

SGE: 50UL EVOL MEPS SYRINGE

SGE Electronic Syringe: 100ul eVol® Syringe for MEPS (new 2011 Firmware required)
SGE : 100UL EVOL SYRINGE

SGE Electronic Syringe: TmL eVol® Syringe

SGE: 100UL EVOL SYRINGE (NO NEEDLE])

SGE Electronic Syringe: 5pl eVol® Syringe pack of 3

SGE: 50UL EVOL SYRINGE

SGE: 500UL EVOL SYRINGE

SGE Electronic Syringe: 100ul eVol® Syringe pack of 3 [new 2011 Firmware required)
SGE : TML EVOL SYRINGE

P-1M-eVol® 1ML PLUNGER

SGE Electronic Syringe: eVol® Charger

SGE Electronic Syringe: eVol® Charging Stand

SGE Electronic Syringe: eVol® Replacement Battery

eVol® XR Kit - Electronic Syringe starter Kit.

SGE: EVOL-XR ELECTRONIC SYRINGE HANDLE

EVOL Electronic Syringe Starter kit NMR Edition

10M X 0.10MM ID - BP1 0.1UM

15M X 0.25MM ID - BP1 0.1UM

12M X 0.22MM ID - BP1 0.1UM

25M X 0.22MM ID - BP1 0.1TUM

15M X 0.25MM ID - BP1 0.25UM

30M X 0.25MM ID - BP1 0.25UM

60M X 0.25MM ID - BP1 0.25UM

12M X 0.22MM ID - BP1 0.25UM

25M X 0.22MM ID - BP1 0.25UM

50M X 0.22MM ID - BP1 0.25UM

30M X 0.22MM ID - BP1 0.25UM

25M X 0.22MM ID - BP1 1.0UM

50M X 0.22MM ID - BP1 1.0UM

30M X 0.25MM ID - BP1 1.0UM

25M X 0.32MM ID - BP1 0.25UM

15M X 0.32MM ID - BP1 0.25UM

30M X 0.32MM ID - BP1 0.25UM

25M X 0.32MM ID - BP1 0.5UM

30M X 0.32MM ID - BP1 0.5UM

60M X 0.32MM ID - BP1 0.5UM

12M X 0.32MM ID - BP1 1.0UM

25M X 0.32MM ID - BP1 1.0UM

50M X 0.32MM ID - BP1 1.0UM

30M X 0.32MM ID - BP1 3.0UM

50M X 0.32MM ID - BP1 5.0UM

India List
Price(INR)

16200
13900
13000
13900
13900
14700
13900
17200
16200
17200
14700
14700
13900
37200
37200
39400
39400
39400
5000
25100
76500
15300
262000
197000
262000
37100
32300
32300
55300
32300
55300
95600
32300
55300
95600
55300
55300
95600
55300
59000
34100
59000
59000
59000
103000
34100
59000
103000
59000
103000

antylia.com [Jinfoindia@antylia.com () +9122 61394444 (&) 7304443952
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o India List : L India List e India List _ India List
CP Part No: Description PricelINR) CP Part No: Description Price(INR) CP Part No: Description Price(INR) CP Part No: Description PricelINR)

v (2]
% 15974-53 | 60M X 0.32MM ID - BP1 5.0UM 103000 15975-03 | 30M X 0.53MM ID - BP5 1.0UM 65100 15975-53 | 60M X 0.25MM ID - BP21 0.25UM 100000 15976-03 | 10M X 0.1MM ID - BPX35 0.1UM 39100 %
g 15974-54 12M X 0.53MM ID - BP1 1.0UM 37100 15975-04 | 30M X 0.53MM ID - BP5 5.0UM 65100 15975-54 25M X 0.32MM ID - BP21 0.25UM 62200 15976-04 | 30M X 0.25MM ID - BPX35 0.25UM 58300 g
3 15974-55 30M X 0.53MM ID - BP1 1.0UM 65100 15975-05 15M X 0.53MM ID - BP5 1.5UM 37200 15975-55 50M X 0.32MM ID - BP21 0.25UM 108000 15976-05 | 60M X 0.25MM ID - BPX35 0.25UM | 100000 5
c 15974-56 | 30M X 0.53MM ID - BP1 0.5UM 65100 15975-06 | 30M X 0.25MM ID - BP5 1.0UM 55300 15975-56 | 30M X 0.32MM ID - BP21 0.25UM 62200 15976-06 | 10M X 0.1MM ID SOLGEL-WAX 0.1UM| 37100 pA
8 15974-57 25M X 0.53MM ID - BP1 5.0UM 65100 15975-07 | 30M X 0.32MM ID - BP5 0.5UM 59000 15975-57 60M X 0.32MM ID - BP21 0.25UM 108000 15976-07 | 25M X 0.22MM ID - BPX35 0.25UM 58300 8
z« 15974-58 50M X 0.53MM ID - BP1 5.0UM 108000 15975-08 | 40M X 0.18MM ID - BPX5DX 0.18UM 15000 15975-58 25M X 0.53MM ID - BP21 0.5UM 68400 15976-08 | 30M X 0.32MM ID - BPX35 0.5UM 62200 E‘
o 15974-59 10M X 0.TMM ID - BPX5 0.1UM 41100 15975-09 | 60M X 0.25MM ID - BPX-DXN 0.25UM 150000 15975-59 | 30M X 0.53MM ID - BP21 0.5UM 68400 15976-09 | 30M X 0.32MM ID - BPX35 0.25UM 62200 oy
e 15974-60 15M X 0.25MM ID - BPX5 0.25UM | 35600 15975-10 | 60M X 0.25MM ID - HT8-PCBO0.15UM 106000 15975-60 30M X 0.53MM ID - BP21 1.0UM 68400 15976-10 | 30M X 0.53MM ID - BPX35 1.0UM 68500 o
g 15974-61 30M X 0.25MM ID - BPX5 0.25UM | 61200 15975-11 | 256M X 0.22MM ID - BP10 0.25UM 55300 15975-61 50M X 0.32MM ID BP21 0.5U 108000 15976-11 | 10M X 0.1MM ID - BPX50 0.1UM 40800 g‘
© 15974-62 | 30M X 0.25MM ID - BPX50.1UM | 61200 15975-12 | 30MX0.25MM ID - BP10 0.25UM 55300 15975-62 | 15M X 0.25MM ID - BPX90 0.25U 37400 15976-12 | 30M X 0.15MM ID - BPX50 0.15UM 61200 ®
g 15974-63 60M X 0.25MM ID - BPX5 0.25UM | 105000 15975-13 | 30M X 0.32MM ID - BP10 0.25UM 59000 15975-63 30M X 0.25MM ID - BPX90 0.25UM 43800 15976-13 | 20M X 0.18MM ID BPX50 0.18UM 54100 g
= 15974-64 30M X 0.25MM ID - BPX50.5UM | 61200 15975-14 | 25M X 0.32MM ID - BP10 0.5UM 59000 15975-64 60M X 0.25MM ID - BPX90 0.25UM 110000 15976-14 | 15M X 0.25MM ID - BPX50 0.25UM 35600 =
v 15974-65 25M X 0.15MM ID - BPX5 0.25UM | 61100 15975-15 30M X0.32MM ID - BP10 1.0UM 59000 15975-65 100M X 0.25MM ID BPX90 0.25UM CAP COLUMN| 148000 15976-15 | 30M X 0.25MM ID - BPX50 0.25UM 60900 (U]

15974-66 30M X 0.15MM ID - BPX5 0.15UM | 61100 15975-16 | 25M X 0.53MM ID - BP10 1.0UM 65100 15975-66 10M X 0.1MM ID - BPX70 0.2UM 42900 15976-16 | 60M X 0.25MM ID - BPX50 0.25UM 105000

15974-67 12M X 0.22MM ID - BPX5 0.25UM | 35600 15975-17 | 30M X 0.53MM ID - BP10 1.0UM 65100 15975-67 25M X 0.22MM D - BPX70 0.25UM 63800 15976-17 | 30M X 0.32MM ID - BPX50 0.25UM 65000

15974-68 25M X 0.22MM ID - BPX5 0.25UM | 61200 15975-18 | 20M X 0.18MM ID - BP5MS 0.18UM 46300 15975-68 50M X 0.22MM ID - BPX70 0.25UM 110000 15976-18 | 30M X 0.53MM ID - BPX50 1.0UM 71600 |

15974-69 50M X 0.22MM ID - BPX5 0.25UM | 105000 15975-19 15M X 0.25MM ID BP5MS 0.25UM 35600 15975-69 25M X 0.32MM ID - BPX70 0.25UM 67900 15976-19 | 10MX0.1TMMID-FAST BPX1 0.1UM 38400

15974-70 12M X 0.32MM ID - BPX5 0.25UM | 37700 15975-20 | 30M X 0.25MM ID - BP5MS 0.25UM 60900 15975-70 50M X 0.32MM ID - BPX70 0.25UM 118000 15976-20 | 30M X 0.53MM SOLGEL-WAX 1.0UM | 65400

15974-71 25M X 0.32MM ID - BPX5 0.25UM | 64900 15975-21 30M X 0.32MM ID BP5MS 0.25UM 15000 15975-71 30M X 0.22MM D - BPX70 0.25UM 63800 15976-21 | 30M X 0.53MM SOLGEL-WAX 0.5UM | 65400

15974-72 30M X 0.32MM ID - BPX5 0.5UM | 64900 15975-22 10M X 0.1MM ID - BP20 0.1UM 39100 15975-72 60M X 0.22MM D - BPX70 0.25UM 110000 15976-22 | 30M X 0.25MM SOLGEL-WAX 1.0UM | 55500

15974-73 15M X 0.25MM ID - BPX5 1.0UM | 35600 15975-23 | 30M X 0.25MM ID - BP20 0.5U 58100 15975-73 30M X 0.32MM ID - BPX70 0.25UM 67900 15976-23 | 30M X 0.32MM SOLGEL-WAX 0.25UM | 59000

15974-74 30M X 0.25MM ID - BPX5 1.0UM | 61200 15975-24 | 25M X 0.22MM ID - BP20 0.25UM 58100 15975-74 60M X 0.32MM |D - BPX70 0.25UM 118000 15976-24 | 60M X 0.32MM SOLGEL-WAX 0.25UM | 103000

15974-75 60M X 0.25MM ID - BPX5 1.0UM 105000 15975-25 | 50M X 0.22MM ID - BP20 0.25UM 100000 15975-75 30M X 0.53MM ID - BPX70 0.5UM 75200 15976-25 | 60M X 0.25MM SOLGEL-WAX 0.25UM | 95600

15974-76 25M X 0.32MM ID - BPX5 0.5UM 64900 15975-26 30M X0.22MM ID - BP20 0.25UM 58100 15975-76 30M X 0.25MM ID - BPX70 0.25UM 63800 15976-26 | 60M X 0.32MM SOLGEL-WAX 0.5UM | 103000

15974-77 50M X 0.32MM ID - BPX5 0.5UM 113000 15975-27 | 60M X 0.22MM ID - BP20 0.25UM 100000 15975-77 60M X 0.25MM ID - BPX70 0.25UM 110000 15976-27 | 60M X 0.25MM SOLGEL-1MS 0.25UM | 114000

15974-78 6M X 0.32MM ID - BPX5 1.0UM 37500 15975-28 | 30M X 0.25MM ID - BP20 0.25UM 58100 15975-78 120M X 0.25MM ID - BPX70 0.25UM 166000 15976-28 | 30M X 0.25MM SOLGEL-1MS 0.25UM | 58100

15974-79 12M X 0.32MM ID - BPX5 1.0UM 37700 15975-29 60M X 0.25MM ID - BP20 0.25UM 100000 15975-79 12M X 0.22MM ID - HT5 0.1UM 35700 15976-29 | 30M X 0.25MM SOLGEL-WAX 0.25UM | 55500

15974-80 50M X 0.32MM ID - BPX5 1.0UM 113000 15975-30 | 50M X 0.32MM ID - BP20 0.25UM 109000 15975-80 25M X 0.22MM ID - HT5 0.1UM 60800 15976-30 | 30M X 0.32MM SOLGEL-WAX 0.5UM | 59000

15974-81 12M X 0.53MM ID - BPX5 1.0UM | 40700 15975-31 30M X 0.32MM ID - BP20 0.25UM 61900 15975-81 15M X 0.25MM ID - HT5 0.1UM 35700 15976-31 | 30M X 0.32MM SOLGEL-1MS 0.25UM | 62200

15974-82 25M X 0.53MM ID - BPX5 1.0UM 71900 15975-32 30M X 0.32MM ID BPX-BI0OD20, 0.25U 15000 15975-82 30M X 0.25MM ID - HT5 0.1UM 60800 15976-32 | 10M X 0.53MM ID - BPX1-SIMD 0.9 30400

15974-83 12M X 0.53MM ID - BPX5 0.25UM | 40700 15975-33 | 30M X 0.32MM ID BPX-BIOD WAX, 0.25UM | 15000

15974-84 25M X 0.53MM ID - BPX5 0.25UM | 71900 15975-34 60M X 0.32MM ID - BP20 0.25UM 109000 DIBA Omnifit Columns

15974-85 30M X 0.53MM ID - BPX5 0.5UM 71900 15975-35 25M X 0.32MM ID - BP20 0.5UM 62200 For LPLC & FPLC

15974-86 30M X 0.53MM ID - BPX5 1.5UM 71900 15975-36 50M X 0.32MM ID - BP20 0.5UM 109000

15974-88 30M X 0.32MM ID - BPX5 0.25UM | 64900 15975-38 30M X 0.25MM ID - BP20 1.0UM 58100

15974-89 60M X 0.32MM ID - BPX5 0.25UM | 113000 15975-39 30M X 0.53MM ID - BP20 0.5UM 68600 N 11943-15 | EZ COLUMN 10X250MM 1F1A 1EA 11943-02 | EZ COLUMN 6.6X330MM 2A 1EA

15974-90 30M X 0.32MM ID - BPX5 1.0UM | 64900 15975-40 | 25M X 0.32MM ID - BP20 1.0UM 61900 b 11943-51 | £ COLUMN 25X250MM 1F1A TEA | 11942.83 | EZ COLUMN 5X250MM 2F 1EA

15974-91 30M X 0.53MM ID - BPX5 3.0UM 71900 15975-41 50M X 0.32MM ID - BP20 1.0UM 109000 / ,

15974-92 12M X 0.22MM 1D - BP5 0.25UM 32300 15975-42 30M X 0.32MM ID - BP20 1.0UM 61900 ,é 11943-66 | EZ COLUMN 35X250MM 1F1A 1EA 11942-84 | EZ COLUMN 5X330MM 2A 1EA

15974-93 | 25M X 0.22MM D - BP5 0.25UM_ | 55300 1597543 1 60MX0.32MM 1D - BR20 1.0UM 109000 >, 11943-27 | EZ COLUMN 15X100MM 1F1A 1EA | 11942-99 | EZ COLUMN 6.6X250MM 2A 1EA

15974-94 | 30M X 0.32MM ID - BP5 0.25UM | 59000 15975-44 | 25M X 0.53MM ID - BP20 1.0UM 68600 2

15974-95 60M X 0.32MM ID - BP5 0.25UM 103000 15975-45 15M X 0.53MM ID - BP20 1.0UM 39100 v 11943-95 | EZSOLV COLUM 6.6X250MM 2A 1EA | 11942-96 | EZ COLUMN 6.6X150MM 2A 1EA

15974-96 25M X 0.32MM ID - BP5 0.25UM 59000 15975-46 | 30M X 0.53MM ID - BP20 1.0UM 68600 // 11943-17 | EZ COLUMN 10X330MM 2A 1EA 11943-14 | EZ COLUMN 10X250MM 2A 1EA

15974-97 15M X 0.25MM ID - BP5 0.25UM 32300 15975-47 | 60M X 0.53MM ID - BP20 1.0UM 114000 _

15974-98 30M X 0.25MM ID - BP5 0.25UM 55300 15975-48 25M X 0.53MM ID - BP20 2.0UM 68600 i 11944-01 | EZSOLV COLUM 6.6X400MM 2A 1EA | 11944-06 | EZSOLV COLUM 10X100MM 2F 1EA

15974-99 | 60M X 0.25MM ID - BP50.25UM | 95600 15975-49 | 60M X 0.32MM ID - BP20 0.5UM 109000 11943-98 | EZSOLV COLUM 6.6X330MM 2A 1EA| 11944-70 | EZSOLV COLUM 50X250MM 2A 1EA

15975-00 25M X 0.32MM ID - BP5 0.5UM 59000 15975-50 | 60M x 0.25MM ID - BP20 0.5UM 100000

15975-01 60M X 0.32MM ID - BP5 1.0UM 103000 15975-51 25M X 0.22MM ID - BP21 0.25UM 58300 11942-15 | EZ PACKING SLEEVE 6.6MM 1EA 11943-18 | EZ COLUMN 10X330MM 1F1A 1EA

15975-02 30M X 0.32MM ID - BP5 1.0UM 59000 15975-52 30M X 0.25MM ID - BP21 0.25UM 58300
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Spectroscopy

Lab Equipments

5

Key Features

Jenway® 7200 Series Diode Array Scanning Spectrophotometers

v Diode array technology speeds
up spectral data acquisition

v/ Scan in as low as 3 seconds

v’ 2 years warranty including lamp

spex

Type Bandwidth
Visible335
to 800 nm 7nm
UV/Visible 5nm
198 to
800 nm 3nm

Specification

Two USB ports for
data storage and
printer connectivity

Catalog #

Price
(INR)

HSN:90273090

RP-83056-01 416000
RP-83056-02 542000
RP-83056-04 553000

Jenway® 74 Series Visible and UV/Visible Scanning Spectrophotometers with CPLive™ Connectivity

v Cloud based, secure storage of
results and protocols

v Intuitive 7" HD touchscreen

v Effortlessly share data, manage
multiple machines and accounts

7410 Visible
320 to 1000 nm 5nm
7415 UV/Visible

198 to 1000 nm 5nm
7415 NANO198 5o

to 1000 nm

Android operating
system

HSN:90273090

RP-83056-21 886000
RP-83056-22 POR
RP-83056-23 POR

Jenway® 76 Series UV/Visible Scanning Spectrophotometers with CP

Live™ Connectivity

HSN:90273090

v Cloud based, secure storage of Jenway 7615198 .
results and protocols to 1000 nm 1.5 mm Black ABS Plastic RP-83056-36 POR
v Intuitive 7" HD touchscreen
v Simple connectivity with multiple
USB ports for data storage and Jenway 7615198 . . _ _
printer connectivity to 1000 nm 1.5 mm White ABS Plastic RP-83056-26 900000
Jenway® JUVS-55 Double-beam UV-Visible Spectrophotometer HSN:90273020
v Large color touch screen with
intelligent operating module LCD Touch
v" Automatic 100%T and OA scree, double Variable 0.5 8" color touch screen
v Concentration factor setup and beam UV/VIS 1245 n'm' and USB RP-16363-55 612000
direct reading of concentration 190nm to Pe communication port
v USB port and UVWin8 PC 1100 nm
communication software (optional)
Jenway® Genova Nano Micro-Volume Life Science Spectrophotometer HSN:90273090
v’ Micro-volume, life science and
standard spectrophotometer
measurement modes UV/VIS Save method and
. 198 to 5nm result to USB; RP-83070-02 1244000
v |deal for DNA, RNA and protein
1000 nm 3 years warranty

measurements
v Only 0.5 pl sample volume required

Jenway® 6850 Double-Beam Spectrophotometer with Variable Bandwidth

v Variable spectral bandwidths
provide flexibility in qualitive and
quantitive analysis

v Prism PC software included

Double-Beam
UV/VIS
190 to 1100 nm

Variable 0.5,
1,2,4,5nm

USB port for data
storage

HSN:90273090

RP-83070-06

1213000

Jenway® Photopette® Ultra Fast Handheld Spectrophotometers

v Instant on-spot result

v’ Precision £0.02 AU

v’ Geo tagging, photo, notes, date
and time embedded in data file
and real-time data sharing

v Wireless connectivity

Cell System Kit

340, 570, 600 nm

Bio System Kit

260, 280, 600 nm

Li-ion rechargeable
battery and micro
USB charging cable.

HSN:90229090

RP-16017-01

217000

RP-16017-02

249000

Spex®is an Antylia Scientific company

Key Features

PCRmax® Eco 48 Real-Time qPCR System

spex

‘ Specifications ‘ Inclusion ’

Lab Equipments

Optical system
(] . E 1413

Sample
capacity

‘ Catalog # ‘

Price
(INR)

HSN:90275090

v Fast cycling — runs 40 |v'Max. heating rate:
\ cycles in under 20 5.5°C/sec sDt?S:le;i
minutes when optimized |v'Range: 30-100°C ' Dual LED
¥ MIGE compliant v Accuracy:20.16°C | EOCONL N B ion 48-well
. o
v ,[A:Adfg]tlve LED control aBtléokC _ | software USB | (452 to 486 nm gltac:eZ'O U RP-93947-00 POR
{ v/ Block uniformity: stick, 50 PCR | and 542 to 582 H
v Calibrated for SYBR®, +0.1°Cat 55°C | piates, 50 plate| ) well
FAMTM, HEXTM, VICTM, | Hollow silver ceals ethernet| "
ROXTM and Cy®5 thermal system | cople
fluorescent dyes
A . PCR plates; 50/Pk RP-93945-98 12000
ccessories
PCR plate seals; 50/Pk RP-93945-99 14200

Sample

Lid temperature

Blocks

Key Features ‘ Specifications ‘

PCRmax® Alpha Cyclers

v Easily create, modify and
access programs, saving
time

v Flexible block options

v" Independently control
each block for simplified
temperature and space
optimization

v Andriod driven HD
touchscreen (7°/107)

v Remote run via Alpha
track app with 1000
programs storage

v Fast ramp rate
up to 3.4°C/sec
with 8 peltier

v Block
temperature
range: 10-100°C
(4°C final hold)

v/ Accuracy:
+0.25°C at 50°C

v Block uniformity:
+0.3°C at 55°C

capacity

Single 384-well

Single 96-well

Triple 384-well
and single
96-wel

Dual 384- and
96-well

Quad 384-well

Single 384-well
and triple
96-well

Quad 96-well

Single 384-well
and single
96-well

Dual 96-well

Dual 384-well

and pressure

Adjustable
heated lid
temperature:
35to 115°C or
off; adjustable
heated

lid pressure

‘ Catalog # ’

HSN:84195090

1 RP-93945-00 | POR

1 RP-93945-02 | 701000
4 RP-93945-04 | 2203000
4 RP-93945-06 | 2214000
4 RP-93945-08 | 2193000
4 RP-93945-10 | 2224000
4 RP-93945-12 | 2235000
2 RP-93945-20 | 1334000
2 RP-93945-22 | 1345000
2 RP-93945-28 | 1324000

Need Help Selecting?

Trust our expert Application
Specialists to help you find the
right product.

antylia.com [Jinfoindia@antylia.com ([J+912261394444 [B) 7304443952




NATtrol™ NUCLEIC ACID TESTING CONTROLS

Lab Consumables

e Molecular Controls

®0Oncology Controls

e Seroconversion Panels

® Coronavirus Products

ZeptoMetrix

e Immunoassay Solutions

® Monkeypox Products

ZeptoMetrix®External run controls and Verification Panels enable laboratories to monitor daily test
variations, lot-to-lot test kit performance & validation. Our solutions are suitable for a

multitude of diagnostic areas like RT-PCR kit & Rapid kit Testing, Diagnostic Testing and Infectious
Disease Testing.
ZeptoMetrix®Controls and panels have demonstrated performance on several key instrument
platforms for manufacturers including Cepheid, BioFire, Luminex, Abbott, Roche, BD, Applied
BioCode, Focus, GenMark, Hologic, Qiagen, Quidel, and Visby Medical.

Price will be on request-please email: response-india@antylia.com

F

NOW YOU CAl

FIGHT AGAINST

Critical ID Critical ID

Part No. Description Part No. Description
NATBK-ERCM BK Virus External Run Control, Medium (6 X 1 mL) NATEBV-ERCL :Epstein] Barr Virus (EBV) Strain: B95-8, External Run Control-Low
- 6XTmL]
NATBK-LIN BK Virus Linearity Panel (6 X 0.25 mL)
NATEBV-ERCM Epstein Barr Virus (EBV) Strain:B95-8,External Run
NATCHIKV-ST Chikungunya Stock (Qualitative) (1 mL) Control-Medium (6X1mL)

NATCMV-0001

Cytomegalovirus (CMV) Strain: AD-169 (400 cp/mL) (1 mL)

NATEBV-LIN

Epstein Barr Virus (EBV) Strain: B95-8 (Linearity Panel (6 X 0.5 mL)

NATCMV-0002

Cytomegalovirus (CMV) Strain: AD-169 (5,000 cp/mL]) (1 mL)

NATEVNEG-6MC

EV Negative Control (6 X 0.2 mL)

NATCMV-0003

Cytomegalovirus (CMV) Strain: AD-169 (10,000 cp/mL) (1 mL)

NATEVP-C

EV Panel (20 X 0.2 mL)

NATCMV-0004

Cytomegalovirus (CMV) Strain: AD-169 (50,000 cp/mL) (1 mL)

NATEVPOS-6MC

EV Positive Control (6 X 0.2 mL)

NATCMV-0005

Cytomegalovirus (CMV]) Strain: AD-169 (100,000 cp/mL) (1 mL)

NATHBV-0001

Human Hepatitis B Virus (HBV) (400 1U/mL) (1 mL)

NATCMV-ERCL

Cytomegalovirus (CMV) Strain: AD-169 External Run Control,

Low (6X1 mL)

NATHBV-0002

Human Hepatitis B Virus (HBV) (5,000 IU/mL) (1 mL)

NATCMV-ERCM

Cytomegalovirus (CMV) Strain:AD-169 External Run Control,

Medium (6X1mL)

NATHBV-0003

Human Hepatitis B Virus (HBV) (50,000 1U/mL) (1 mL)

NATHBV-0006

Human Hepatitis B Virus (HBV) (10,000 1U/mL) (1 mL)

NATCMV-LIN

Cytomegalovirus (CMV) Strain: AD-169 Linearity Panel (6 X 0.25 mL)

NATHCV-0001

Human Hepatitis C Virus (HCV) (200 1U/mL) (1 mL)

NATCXVA9-ST

Coxsackievirus Type A9 Stock (Qualitative) (1 mL)

NATHCV-0002

Human Hepatitis C Virus (HCV) (1,000 1U/mL) (1 mL]

NATCXVB3-ST

Coxsackievirus Type B3 Stock (Qualitative) (1 mL)

NATHCV-0003

Human Hepatitis C Virus (HCV) (10,000 IU/mL]) (1 mL)

NATCXVB4-ST

Coxsackievirus Type B4 Stock (Qualitative) (1 mL)

NATHCV-0004

Human Hepatitis C Virus (HCV) (50,000 IU/mL]) (1 mL)

NATCXVB5-ST

Coxsackievirus Type B5 Stock (Qualitative) (1 mL)

NATHCV-0005

Human Hepatitis C Virus (HCV) (100,000 1U/mL] (1 mL)

NATEBV-0001 Epstein-Barr Virus (EBV) Strain: B95-8 (100 cp/mL) (1 mL) NATHHV6-ST Human Herpes Virus (HHV) Type 6B Stock (Qualitative) (1 mL)
NATEBV-0002 Epstein-Barr Virus (EBV) Strain: B95-8 (500 cp/mL) (1 mL) NATHHV7-ST Human Herpes Virus (HHV) Type 7 Stock (Qualitative) (1 mL)
NATEBV-0003 Epstein-Barr Virus (EBV) Strain: B95-8 (1,000 cp/mL) (1 mL) NATHHV8-ST Human Herpes Virus (HHV) Type 8 Stock (Qualitative) (1 mL)

NATEBV-0004

Epstein-Barr Virus (EBV) Strain:

B95-8 (10,000 cp/mL) (1 mL)

NATHIV1-ERCL

HIV Type 1 Strain: Il1IB External Run Control, Low (6 X 1 mL)

NATEBV-0005

Epstein-Barr Virus (EBV) Strain:

B95-8 (50,000 cp/mL) (1 mL)

NATHIV1-ERCM

HIV Type 1 Strain: IlIB External Run Control, Medium (6 X 1 mL)

NATEBV-0006

Epstein-Barr Virus (EBV) Strain:

B95-8 (100,000 cp/mL) (1 mL)

NATHIV1-LIN

HIV Type 1 Strain: llIB Linearity Panel (6 X 0.25 mL)

ZeptoMetrix® is an Antylia Scientific company

Critical ID

ZeptoMetrix

Lab Consumables

testinal (Gl)

Part No. Description Part No. Description
NATHSV1-0001 Herpes Simplex Virus Type 1 Strain: MacIntyre (100 cp/mL) (1 mL) NATCDI (NAP1)- Clostridium difficile NAP1, External Run Control,
ERCL Low (6 X 1 mL]
NATHSV1-0002 Herpes Simplex Virus Type 1 Strain: Macintyre (500 cp/mL) (1 mL)
NATCDI (NAP1)- Clostridium difficile NAP1, External Run Control,
NATHSV1-0003 Herpes Simplex Virus Type 1 Strain: MaclIntyre (1,000 cp/mLJ) (1 mL) ERCM Medium (6 X 1 mL)
NATHSV1-0004 | Herpes Simplex Virus Type 1 Strain: MacIntyre(10,000 cp/mL) (1 mL) NATCDI-6L C. difficile Positive Control (6 x 0.25 mL)
NATHSV1-0005 Herpes Simplex Virus Type 1 Strain: Maclntyre (50,000 cp/mL) (1 mL) NATCDI-6MC Clostridium difficile Positive Control (6 x 0.5 mL)
NATHSV2-0001 Herpes Simplex Virus Type 2 Strain: MS (100 cp/mL) (1 mL) NATCDI-GP Clostridium difficile (Stool Matrix) (0.5 mL)
NATHSV2-0002 | Herpes Simplex Virus Type 2 Strain: MS (500 cp/mL) (1 mL) NATCDIVP-C Clostridium difficile Verification Panel (6 X 1 mL)
NATHSV2-0003 | Herpes Simplex Virus Type 2 Strain: MS (1,000 cp/mL) (1 mL) NATCJE-GP Campylobacter jejuni (Stool Matrix) (0.5 mL)
NATHSV2-0004 | Herpes Simplex Virus Type 2 Strain: MS (10,000 cp/mL) (1 mL) NATCSO0-6MC Clostridium difficile Negative Control (6 x 0.5 mL)

NATHSV2-0005

Herpes Simplex Virus Type 2 Strain: MS (50,000 cp/mL) (1 mL)

NATECHO11-ST

Echovirus Type 11 Stock (Qualitative) (1 mL)

NATHSV-6L HSV 1 & 2 Positive Control (6 x 0.25 mL) NATECHO6-ST Echovirus Type 6 Stock (Qualitative) (1 mL)
NATHTLVII-ST Human T-Lymphotropic Virus (HTLV] Type Il Stock (Qualitative) (1 mL) NATECO (933)- Escherichia coli 0157:H7;EDL933, External Run Control,

ERCL Low (6 X 1 mL)
NATHTLVI-ST Human T-Lymphotropic Virus (HTLV) Type | Stock (Qualitative) (1 mL)

NATECO (933)- Escherichia coli 0157:H7;EDL933, External Run Control,
NATMEC-BIO Meningitis/Encephalitis (ME) Controls (12 x 0.2 mL) ERCM Medium (6 X 1 mL)
NATMEP-BIO Meningitis/Encephalitis Panel (14 x 0.4 mL) NATECO (933)-GP | Escherichia coli (Stool Matrix) (0.5 mL)
NATMHV-ST Mouse Hepatitis Virus (MHV) Stock (1 mL) NATECO (ETEC)-GP| Escherichia coli (Stool Matrix) (0.5 mL)
NATMTBP-C MTB Verification Panel (5 x 0.6mL, 6 x 1.6mL) NATEHI (DS4)-GP Entamoeba histolytica (Stool Matrix) (0.5 mL)
NATPARVO0-0001| Human Parvovirus B19 (10,000 IU/mL) (1 mL) NATGIC-BIO Gl Controls (12 x 0.2 mL)
NATPARV0-0002| Human Parvovirus B19 (100,000 IU/mL) (1 mL) NATGIP-ABC Gl Panel (17 x 0.25mL; 2 x 0.85 mL)
NATPARVO-0003| Human Parvovirus B19 (1,000,000 IU/mL) (1 mL) NATGIP-BIO Gl Panel (22 x 0.25mL; 4 x 0.85 mL)
NATPARV0-0004 Human Parvovirus B19 (10,000,000 1U/mL) (1 mL) NATGIP-QIA Gl Verification Panel (EA)
NATPARVO0-0005' Human Parvovirus B19 (100,000,000 IU/mL] (1 mL) NATNOV-6MC Norovirus GI/Gll Positive Control (6 x 0.125mL)
NATSAVP1-C Strep A Verification Panel (24 x 0.1mL) NATNOVI-6MC Norovirus Gl Positive Control (6 x 0.125mL)
NATSDG-6MC Strep A Negative Control (6 x 0.5mL) NATNOVI-GP Norovirus Group | (Recombinant) (Stool Matrix) (0.5 mL)
NATSPY-6L Strep A Positive Control (6 x 0.25 mL) NATNOVII-6MC Norovirus Gl Positive Control (6 x 0.125mL)
NATSPY-6MC Strep A Positive Control (6 x 0.5mL]) NATNOVII-GP Norovirus Group Il (Recombinant) (Stool Matrix) (0.5 mL)
NATVZV-0001 Varicella Zoster Virus (VZV) Strain: Ellen (100 cp/mL) (1 mL) NATNOVII-ST Norovirus Group Il (Recombinant) Stock (1 mL)
NATVZV-0002 Varicella Zoster Virus (VZV) Strain: Ellen (500 cp/mL) (1 mL) NATNOVI-ST Norovirus Group | (Recombinant) Stock (1 mL)

NATVZV-0003

Varicella Zoster Virus (VZV) Strain: Ellen (1,000 cp/mL) (1 mL)

NATROTA-6MC

Norovirus Negative Control (6 x 0.125mL)

NATZIKV(PRV]-RV

Zika Virus (PRVABC59) Range Verification Panel (4 x 0.5 mL)

NATZIKV(PRV)-ST

Zika Virus (PRVABC59) Stock (Qualitative) (1mL)

NATZIKV-ERCL

Zika Virus, External Run Control, Low (6 x 1 mL)

NATZIKV-ERCM

Zika Virus, External Run Control, Medium (6 x 1 mL)

NATZIKV-RV

Zika Virus Range Verification Panel (4 x 0.5 mL]

NATZIKV-ST

Zika Virus Stock (Qualitative) (1 mL)

NATVZV-0004 Varicella Zoster Virus (VZV) Strain: Ellen (10,000 cp/mL) (1 mL) NATROTA-GP Rotavirus (Stool Matrix) (0.5 mL)
NATVZV-0005 Varicella Zoster Virus (VZV) Strain: Ellen (50,000 cp/mL) (1 mL) NATROTA-ST Rotavirus Stock (Qualitative) (1 mL)
NATWNV-0001 West Nile Virus (WNV) Strain: NY 2001-6263 (100 cp/mL) (1 mL) NATSSO-GP Shigella sonnei (Stool Matrix) (0.5 mL)
NATWNV-0002 West Nile Virus (WNV) Strain: NY 2001-6263 (500 cp/mL) (1 mL) . . .
NATSTY-GP Salmonella typhimurium (Stool Matrix) (0.5 mL)
NATWNV-0003 West Nile Virus (WNV) Strain: NY 2001-6263 (1,000 cp/mL) (1 mL]
NATWNV-0004 | West Nile Virus (WNV) Strain: NY 2001-6263 (10,000 cp/mL) (1 mL)
s
NATWNV-0005 West Nile Virus (WNV) Strain: NY 2001-6263 (50,000 cp/mL) (1 mL) <2 ¥ —
p s S MONKEYPOX.
EQEEIKV (PRV]- Zika Virus (PRVABC59), External Run Control, Low (6 x 1.0 mL) . =
1‘ || F LIV MONKEYPOX VIRUS EXTERNAL RUN CONTROL
EQESKV (PRV]- Zika Virus (PRVABC59), External Run Control, Medium (6 x 1.0mL) | |i ]rr | 'II

antylia.com [Jinfoindia@antylia.com ([[J+9122 61394444 7304443952
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NATtrol™ NUCLEIC ACID TESTING CONTROLS

Lab Consumables

Healthcare Associated Infections

ZeptoMetrix

Respiratory

ZeptoMetrix

Lab Consumables

ZeptoMetrix® is an Antylia Scientific company

antylia.com

Part No. Description Part No. Description Part No. Description Part No. Description
NATCRVP-C CARBA-R Verification Panel (10 x 0.06 mL) NATFLUAH1-STQ | Influenza A H1 Stock (Quantitative) (1 mL) NATSARS SARS-Related Coronavirus 2 (SARS-CoV-2) External Run Control 6501 HBV LONGITUDINAL PANEL (12 X 1 mL)
: — (COV2)-ERC (6 x 0.5 mL)
NATMRSA/ SAP-C | MRSA/SA Panel (5 X 0.5 mL] NATFLUAH3-ST | Influenza A H3 Virus Stock (Qualitative] (1 mL) 6502 HBV LONGITUDINAL PANEL (13 X 1mL)
o NATSARS SARS-Related Coronavirus 2 (SARS-CoV-2) External Run Control
NATMRSA-6L MRSA Positive Control (6 x 0.35mL) NATFLUAH3- STQ | Influenza AH3 Stock (Quantitative) (1 mL) (COV2)-ERC1 (6 x 1.0 mL) 6504 HBV LONGITUDINAL PANEL (12 X 1mL)
NATMRSA-6MC | MRSA Positive Control [6 X 0.5 mL) NATFLUB-ERCL | Influenza B, External Run Control, Low (6 X 1 mL) {‘(':/ETVSZ/]*_'?\ISEG gﬁ%séﬁta]ted Coranavirus 2 [SARS-CoV-2] Negative Control 6506 HBV LONGITUDINAL PANEL (13 X 1 mL)
NATMRSANP-C MRSA Verification Panel (6 X 0.5mL) NATFLUB- ERCM Influenza B, External Run Control, Medium (6 X 1 mL)
NATSARS SARS-Related Coronavirus 2 (SARS-CoV-2) Negative Control 6507 HBV LONGITUDINAL PANEL (13X 1 mL]
) . s (COV2)-NEG1 6x 1.0 mL
NATMRSAP-C MRSA Panel (4 X 0.5 mL) NATFLUB-ST Influenza B Virus Stock (Qualitative) (1 mL) ( ) 6508 HBV LONGITUDINAL PANEL (14 X 1 mLJ
- iti . - Influenza B Stock (Quantitative) (1mL) NATSARS - i _CoV-
NATMSSA-6MC SA Positive Control (6 X 0.5 mL) NATFLUB-STQ (COV2)-ST SARS-Related Coronavirus 2 (SARS-CoV-2) Stock 6509 HBV LONGITUDINAL PANEL (12 X 1 mL)
- i NATFLURSV-6C Infl RSV Positive Control (6 x 0.5 mL]
NATMSSE-6MC MRSA/SA Negative Control (6 X 0.5 mL) nfluenza/| ositive Control (6 x mL) NATSARS ) 6510 HBV LONGITUDINAL PANEL (12 X 1 mL)
- (COV2)-VP SARS-CoV-2 Variant Panel (4 x 0.5mL)
NATSAU (MRSA)- | Staphylococcus aureus (MRSA) External Run Control, NATFLURSV-6L Influenza/RSV Positive Control (6 x 0.25mL)
ERCL. Low (6 X 1 mL) 6511 HBV LONGITUDINAL PANEL (12X 1 mL)
NATERC-6C Flu/RSV/SARS-CoV-2 Positive Control (6 x 0.5mL) NATSARS-ST Coronavirus SARS Stock (Qualitative) (1 mL)
NATSAU (MRSA)- Staplhylococcus aureus (MRSA) External Run Control, 6512 HBV LONGITUDINAL PANEL (15 X 1 mL)
ERCM Medium (6 X 1 mL] NATFRVP-C Influenza/RSV Verification Panel (21 x 0.5mL)
NATSAU (MSSA)- | Staphylococcus aureus (MSSAJ; -mecA, External Run Control, 6513 HBV LONGITUDINAL PANEL (12X 1 mL]
ERCL Low (6X1mL) NATFVP(XP)-C Influenza Verification Panel (18 x 0.5mL) ‘s H lth & STI
men's fnea S
ElégaAU (MSSA)- fdtag_hyloao)a:usljureus [(MSSA); -mecA,External Run Control, NATEVP-JAN Influenza Verification Panel (7 x 1.0 mL) P N — 6516 HBV LONGITUDINAL PANEL (12 X 1 mL)
edium m
L art No. Descrlptlon 6517 HBV LONGITUDINAL PANEL (13 X 1 mL)
NATFVP-NNS Flu Verification Panel (7 X 0.5 mL)
R . t NATBVNEG-BD BV Negative Control (6 X 0.15mL) 6518 HBY LONGITUDINAL PANEL (12 X 1 mL)
m
espiratory NATHMPV-ST Human Metapneumovirus (HMPV) Stock (Qualitative) (1 mL) -
Part No Description NATBVPOS-BD BV Positive Control (6 X 0.15mL) 6528 HBV LONGITUDINAL PANEL (12 X 1 mL)
N NATHRV-STN Human Rhinovirus Type 1A Stock(Qualitative) (1 mL) NATCT (434)-6MC | Cht dia trach tis Positive Control (6 X 1 mL)
NATADV1-ST Adenovirus Type 1 Stock (Qualitative) (1 mL) — amydia trachomatis Fositive ~ontro m 6529 HBV LONGITUDINAL PANEL (12X 1 mL]
[ o~ NATMERS-ST MERS-CoV Stock (Qualitative] {1 mL) NATCT (434)- Chlamydia trachomatis LGV Il 434, External Run Control,
NATADV31-ST Ad i T 31 Stock (Qualitati 1 mL
enovirus Type oc ualitative m NATMPN (M129)- Mycoplasma pneumoniae M129, External Run Control, ERCL Low (6 X 1 mL) 6530 HBV LONGITUDINAL PANEL (12 X 1 mL)
NATADV3-ST Adenovirus Type 3 Stock (Qualitative) (1 mL) ERCL Low (6 X 1 mL) NATCT (434)- Chlamyd[ia trach]omatis LGV Il 434, External Run Control, 6534 HBV LONGITUDINAL PANEL (12X 1 mL)
ERCM Medium (6XTmL
) . NATMPN (M129)- | Mycoplasma pneumoniae M129, External Run Control,
NATADV40-GP Adenovirus Type 40 (Stool Matrix) (0.5 mL) ERCM Medium (6 X 1 mL) NATCT [D-UW3)- | Chlamydia trachomatis serotype D, External Run Control, 6535 HBV LONGITUDINAL PANEL (12X 1 mL)
NATADV40-ST Adenovirus Type 40 Stock (Qualitative) (1 mL) NATPARA1-ST Parainfl v T 1 Stock (Qualitative) (1 mL) ERCL Low (6 X 1 mL) 6536 HBV LONGITUDINAL PANEL (12 X 1 mL)
- arainfluenza Virus Type 1 Stock (Qualitative) (1 m NATCT (D-UW3)- | Chlamydia trachomatis serotype D, External Run Control,
NATADV41-GP Adenovirus Type 41 (Stool Matrix) (0.5 mL) ERCM Medium (6X1mL)
NATPARA2-ST Parainfluenza Virus Type 2 Stock (Qualitative) (1 mL) NATCT/ NGNEG 6537 HBY LONGITUDINAL PANEL (12X 1 mL)
NATADV41-ST Adenovirus Type 41 Stock (Qualitative) (1 mL) - - — 6MC CT/NG Negative Control (6 X 1 mL) 6538 HBV LONGITUDINAL PANEL (12X 1 mL)
NATADV4-ST Adenovirus Type 4 Stock (Qualitative) (1 mL) NATPARA3-ST Parainfluenza Virus Type 3 Stock (Qualitative) (1 mL) y y : | (ot HBY LONGITUDINAL PANEL (12X 1 mL)
NATCT/NGP-C CT/NG P L(17X1.2mL m
NATADV5-ST Adenovirus Type 5 Stock (Qualitative) (1 mL) NATPARA4-ST Parainfluenza Virus Type 4 Stock (Qualitative) (1 mL) ane m
. L NATCTVPOS-BD | Candida/TV Positive Control (ea) 6542 HBV LONGITUDINAL PANEL (12 X 1 mL)
NATADV7A-ST Adenovirus Type 7A Stock (Qualitative) (1 mL) NATPIV-ERC Parainfluenza Control (6 X 0.5mL)
NATLAC-6MC GBS Negative Control (6 X 0.5 mL) 6545 HBV LONGITUDINAL PANEL (12 X 1 mL)
NATAMR-ERC AdV/hMPV/HRV Control (6 X 0.5mL) NATPPA-BIO Pneumonia Panel-Atypical Bacteria & Viruses
NATBRD-6L B. pertussis/parapertussis Positive Control (6 x 0.25 mL) (12x0.2mL, 2 x 1.2 mL} NATMGN-ERC Mycoplasma genitalium External Run Control (6 x 0.25mL) 6546 HBV LONGITUDINAL PANEL (12X 1 mL)
NATPPQ-BIO P ia P - tifiable Bacteria (17 x 0.2 mL, 3 x 1.2 mL.
NATCOV (229E)-ST | Coronavirus 229E Stock (Qualitative] (1 mL) neumenia Panel-Quantifiable Bacteria (17x 0.2 L, 3 x 1.2 mt] NATNG-6MC Neisseria gonorrhoeae Positive Control (6 X 1 mL] 6548 HBV LONGITUDINAL PANEL (12 X 1 mL]
NATRPC2.1-BIO Respiratory Panel 2.1 (RP2.1) Controls (12 x 0.3mL) X . .
. o NATNG-ERCL Neisseria gonorrhoeae Z017, External Run Control, Low (6 X 1 mL) EBV9097 EBV Seroconversion Panel Donor# 283843421 (14 X 1 mL)
NATCOV (NL63)-ST | Coronavirus NL63 Stock (Qualitative) (1 mL) NATRPGZ-BIO Respirat Panel 2 (RP2) Controls (Ea)
[ : [ y ] - espiratory Fane ontrots tka NATNG-ERCM :16;5156”5 gonorrhoeae Z017, External Run Control, Medium HBV10231 HBV Seroconversion Panel Donor# 64090 (5 X 1 mL)
NATCOV (0C43)-ST | Coronavirus 0C43 Stock (Qualitative) (1 mL] m
NATRPC-NN RP trols (12 .2 L]
C-NNS Controls (12 0.25 mL) - HBV10232 HBV Seroconversion Panel Donor# 64017 (6 X 1 mL)
NATCV9-6C Flu/RSV/SARS-CoV-2 Negative Control (6 x 0.5mL) NATRPP-1 Respiratory Pathogen Panel -1 (6 x 0.25 mL) NATSAG-6L GBS Positive Control (6 x 0.25 mL]
s HBV11000 HBV Seroconversion Panel Donor# 65449 (9 X 1 mL)
NATCXVA9-6C Influenza/RSV Negative Control (6 x 0.5mL) NATRSV-6C RSV Positive Control (6 x 0.5mL) NATSAG-6MC GBS Positive Control [6 X 0.5 mL)
. R . L _ .vaginali ificati X HBV11001 HBV Seroconversion Panel Donor# 65524 (8 X 1 mL)
NATCXVA9-6MC Influenza Negative Control (6 X 0.5 mL) NATRSVA-ST Respiratory Syncytial Virus (RSV) Type A Stock (Qualitative) (1 mL) NATTVGP-C T.vaginalis Verification Panel {17 x 0.7 mL)
NATFLUA/B- 6MC Influenza A/B Positive Control [6 X 0.5 mL) NATRSVB-ST Respiratory Syncytial Virus (RSV) Type B Stock (Qualitative] (1 mL) NATTVNEG-6MC | T.vaginalis Negative Control (6 x 1.2 mL] HBV11002 HBV Seroconversion Panel Donor# 65556 (6 X 1 mL)
X o o NATTVPOS-6MC | T.vaginalis Positive Control (6 x 1.2 mL) i
NATFLUAB-6C Influenza A/B Positive Control (6 x 0.5mL) NATRVP-1 Respiratory Validation Panel (RVP) (Qualitative) (13 X 0.2 mL) 9 HBV11003 HBV Seroconversion Panel Donor# 65584 (8 X 1 mL)
) o NATVP-BD Vaginal Panel (24 x 0.5 mL) HBV11004 HBV Seroconversion Panel Donor# 65732 (8 X 1 mL)
NATFLUAHT (2009)-| | enza A H1N1pdm Stock (Quantitative) (1 mL) NATRVP2.1-BIO Respiratory Verification Panel 2.1 (24 x 0.6mL) (EA)
sta ' o HBV11005 HBV Seroconversion Panel Donor# 65777 (14 X 1 mL)
NATFLUAH1- ERCL| Influenza A H1, External Run Control, Low (6 X 1 mL) NATRVP2-BIO Respiratory Verification Panel 2 (23 x 0.6mL] (Eal :
- T HBV11006 HBV Seroconversion Panel Donor# 66201 (17 X 1 mL)
NATFLUAH1- ERCM | Influenza A H1, External Run Control, Medium (6 X 1 mL) NATRVP2-QIA Respiratory Verification Panel 2 (21 x 0.25mL] (EA) Blood Culture (BCID)
D L HBV11007 HBV Seroconversion Panel Donor# 66537 (14 X 1 mL)
NATFLUAH1IN1- Influenza A HIN1 Positive Control (6 X 0.5 mL) NATRVP-3 Respiratory Validation Panel (RVP) (Qualitative) (17 X 0.2 mL) Part No. escrlptlon .
6MC HBV11008 HBV Seroconversion Panel Donor# 67303 (18 X 1 mL)
NATFLUAHTNT NATRVP-GMK Respiratory Verification Panel (20 x 0.2mL) NATBC/GP-NNS BC/GP Panel (10 X 0.75 mL)
- InfluenzaA H1N1, External Run Control, Low (6 X 1 mL) HBV11009 HBV Seroconversion Panel Donor# 67449 (23 X 1 mL)
ERCL NATRVP-IDI Respiratory Verification Panel (RVP) (20 X 0.6 mL) NATBCGN-NNS BC/BN Panel (12X 0.75 mLJ
NATFLUAHTN1- . NATBCP2-BIO BCID2 P: (35 x 0.2mL] HBV11010 HBV Seroconversion Panel Donor# 67457 (18 X 1 mL)
ERCM Influenza A HIN1, External Run Control, Medium [6 X1 mL) NATRVP-NNS Respiratory Verification Panel (15 x 0.5mL; 2 x TmL) anel (35  0.2mL]
) o NATBCP-BIO BCID Panel (23 x 0.2mL) HBV11011 HBV Seroconversion Panel Donor# 67694 (14 X 1 mL)
NATFLUAH1-ST Influenza A H1 Virus Stock (Qualitative) (1 mL) NATRVP-QIA Respiratory Verification Panel (20 X 0.25 mL] -
NATSPN-NNS S.pneumoniae HBV11012 HBV Seroconversion Panel Donor# 67773 (6 X 1 mL)
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HBV11013 HBV Seroconversion Panel Donor# 67962 (35 X 1 mL) HCV10004 HCV Seroconversion Panel Donor# 69028 (6 X 1 mL) HCV6228 HCV Seroconversion Panel Donor# 62886 (12 X 1 mL) HIV9082 HIV Seroconversion Panel Donor# 77840 (4 X 1 mL)
HBV11014 HBV Seroconversion Panel Donor# 68029 (12 X 1 mL) HCV10007 HCV Seroconversion Panel Donor# 67355 (11 X 1 mL) HCV6229 HCV Seroconversion Panel Donor# 62804 (8 X 1 mL) HIV9084 HIV Seroconversion Panel Donor# 77600 (4 X 1 mL)
wn HBV11015 HBV Seroconversion Panel Donor# 68105 (14 X 1 mL) HCV10008 HCV Seroconversion Panel Donor# 69263 (10 X 1 mL) HCV9041 HCV Seroconversion Panel Donor# 63625 (8 X 1 mL] HIV9089 HIV Seroconversion Panel Donor# 65376 (6 X 1 mL) >
| (L)
1] HBV11016 HBV Seroconversion Panel Donor# 68541 (10 X 1 mL) HCV10009 HCV Seroconversion Panel Donor# 68896 (6 X 1 mL) HCV9042 HCV Seroconversion Panel Donor# 63792 (6 X 1 mL] HIV9096 HIV Seroconversion Panel Donor# 1043487 (6 X 1 mL) o
= -
< HBV11017 HBV Seroconversion Panel Donor# 68739 (14 X 1 mL) HCV10010 HCV Seroconversion Panel Donor# 65470 (7 X 1 mL) HCV9043 HCV Seroconversion Panel Donor# 63869 (6 X 1 mL) o
o VIR/BAC =
= HBV11024 HBV Seroconversion Panel Donor# 70793 (14 X 1 mL) HCV10011 HCV Seroconversion Panel Donor# 66666 (13 X 1 mL) HCV9044 HCV Seroconversion Panel Donor# 63911 (6 X 1 mL] / =
ipti =
g HBV11026 HBV Seroconversion Panel Donor# 70970 (16 X 1 mL] HCV10012 HCV Seroconversion Panel Donor# 66747 (13 X 1 mL) HCV9045 HCV Seroconversion Panel Donor# 64150 (8 X 1 mL) Part No. Description s
= HBV11027 HBV Seroconversion Panel Donor# 71415 (13X 1 mL] HCV10013 HCV Seroconversion Panel Donor# 67356 (10 X 1 mL) HCV9046 HCV Seroconversion Panel Donor# 64254 (5 X 1 mL) 801504 Candida albicans 2006, titered (1 mL) o
; HBV11028 HBV Seroconversion Panel Donor# 71840 (10 X 1 mL] HCV10014 HCV Seroconversion Panel Donor# 68157 (4 X 1 mL) HCV9047 HCV Seroconversion Panel Donor# 64273 (10X 1 mL) 0801504DNA-1UG Candida albicans 2006, DNA (1 ug) =
0801535 Candida glabrata Z007, titered (1 mL)
8 HBV11029 HBV Seroconversion Panel Donor# 69751 (13 X 1 mL) HCV10016 HCV Seroconversion Panel Donor# 68628 (12 X 1 mL) HCV9048 HCV Seroconversion Panel Donor# 64437 (8 X 1 mL) g g
o 0801535DNA-1UG Candida glabrata Z007, DNA (1 pg) -~
P HBV11031 HBV Seroconversion Panel Donor# 70292 (15 X 1 mL) HCV10017 HCV Seroconversion Panel Donor# 65064 (16 X 1 mL) HCV9049 HCV Seroconversion Panel Donor# 64766 (5 X 1 mL)
w 0801536 Candida krusei Z009, titered (1 mL)
T2 HBV11052 HBV Seroconversion Panel Donor# 72439 (13 X 1 mL) HCV10019 HCV Seroconversion Panel Donor# 69142 (8 X 1 mL) HCV9050 HCV Seroconversion Panel Donor# 66158 (13 X 1 mL) ) ) >
0801536DNA-1UG Candida krusei Z009, DNA (1 pug)
HBV11056 HBV Seroconversion Panel Donor# 72474 (11 X 1 mL) HCV10020 HCV Seroconversion Panel Donor# 68744 (13 X 1 mL) HCV9054 HCV Seroconversion Panel Donor# 66626 (8 X 1 mL] I - .
0801537 Candida parapsilosis Z011, titered (1 mL)
HBV11058 HBV Seroconversion Panel Donor# 71612 (8 X 1 mL) HCV10021 HCV Seroconversion Panel Donor# 68470 (14 X 1 mL) HCV9055 HCV Seroconversion Panel Donor# 66732 (11 X 1 mL) 0801537DNA-1UG Candida parapsilosis Z011, DNA (1 pg)
HBV11059 HBV Seroconversion Panel Donor# 72324 (9 X 1 mL) HCV10022 HCV Seroconversion Panel Donor# 68450 (11 X 1 mL) HCV9057 HCV Seroconversion Panel Donor# 66861 (11 X 1 mL) 0801538 Candida tropicalis Z012, titered (1 mL)
HBV11062 HBV Seroconversion Panel Donor# 71922 (11 X 1 mL) HCV10023 HCV Seroconversion Panel Donor# 67505 (21 X 1 mL) HCV9058 HCV Seroconversion Panel Donor# 66647 (5 X 1 mL) 0801538DNA-1UG Candida tropicalis Z012, DNA (1 pg)
HBV11064 HBV Seroconversion Panel Donor# 71782 (9 X 1 mL) HCV10024 HCV Seroconversion Panel Donor# 66719 (8 X 1 mL) HCV9094 HCV Seroconversion Panel Donor# 22708D (5 X 1 mL) 0801602 Candida guilliermondii Z008, titered (1 mL)
HBV11069 HBV Seroconversion Panel Donor# 73299 (15 X 1 mL) HCV10025 HCV Seroconversion Panel Donor# 66801 (11 X 1 mL) HCV9095 HCV Seroconversion Panel Donor# 1038851 (5 X 1 mL) 0801602DNA-1UG Candida guilliermondii Z008, DNA (1 pg)
HBV6271 HBV Seroconversion Panel Donor# 61248 (5 X 1 mL) HCV10026 HCV Seroconversion Panel Donor# 67391 (12 X 1 mL) HIV10234 HIV Pre/Post Seroconversion Panel Donor# 67101 (3 X 1 mL) 0801603 Candida lusitaniae 7010, titered (1 mL)
HBV6272 HBV Seroconversion Panel Donor# 61291 (25 X 1 mL) HCV10027 HCV Seroconversion Panel Donor# 66751 (8 X 1 mL) HIV12007 HIV Seroconversion Panel Donor# 73695 (9 X 1 mL) 0801603DNA-1UG Candida lusitaniae Z010, DNA (1 g]
HBV6273 HBV Seroconversion Panel Donor# 61042 (6 X 1 mL) HCV10028 HCV Seroconversion Panel Donor# 67116 (7 X 1 mL) HIV12008 HIV Seroconversion Panel Donor# 73698 (13 X 1 mL) 0801774 Chlamydia trachomatis 2481; HAR-13; Serovar A, titered (1 EA
X . 0801775 Chlamydia trachomatis Z054; D-UW3; Serovar D, titered (1 EA)
HBV6274 HBV Seroconversion Panel Donor# 61799 (7 X 1 mL) HCV10029 HCV Seroconversion Panel Donor# 67539 (14 X 1 mL) HIV6244 HIV Seroconversion Panel Donor# 61694-74 (13 X 1 mL)
KzZMC021 Influenza Rapid Test Verification Panel (20 X 0.5 mL)
HBV6275 HBV Seroconversion Panel Donor# 61066 (7 X 1 mL) HCV10030 HCV Seroconversion Panel Donor# 65977 (8 X 1 mL) HIV6248 HIV Seroconversion Panel Donor# 63331 (7 X 1 mL) [ :
KZMC033 Influenza Rapid Test Control Pack (3 X 1.5mL
HBV6276 HBV Seroconversion Panel Donor# 60409 (8 X 1 mL) HCV10032 HCV Seroconversion Panel Donor# 66113 (16 X 1 mL) HIV9011 HIV Seroconversion Panel Donor# 64954 (11 X 1 mL) - T X
KZMC034 Respiratory Syncytial Virus (RSV) Rapid Test Control Pack (2 X 1.5mL)
HBV6277 HBV S ion Panel D # 63291 (11 X 1 mL] i i 8 X 1 mL]
eroconversion Panel Donor: ( mL) HCV10033 HCV Seroconversion Panel Donor# 68629 (10 X 1 mL) HIV9012 HIV Seroconversion Panel Donor# 65389 ( mL) KZMC035 Adenovirus Rapid Test Control Pack (2 X 1.5mL)
HBV6279 HBV Seroconversion Panel Donor# 63701 (7 X 1 mL) HCV10036 HCV Seroconversion Panel Donor# 68223 (13 X 1 mL) HIV9013 HIV Seroconversion Panel Donor# 65404 (7 X mL) KZMC036 Rotavirus Rapid Test Control Pack (2 X 1.5mL)
HBV6280 HBV Seroconversion Panel Donor# 61832 (5 X 1 mL) HCV10043 HCV Seroconversion Panel Donor# 65643 (10 X 1 mL) HIV9014 HIV Seroconversion Panel Donor# 65522 (5 X 1 mL) KZMC037 Respiratory Verification Panel (6 X 1.5mL)
HBV4281 HBV Seroconversion Panel Donor# 62433 (12 X 1 mL) HCV10044 HCV Seroconversion Panel Donor# 65982 (4 X 1 mL) HIV9016 HIV Seroconversion Panel Donor# 65790 (10 X 1 mL) KZMCO047 Zika Virus Seroconversion Panel (7 X 0.5mL)
HBV6282 HBV Seroconversion Panel Donor# 62675 (14 X 1 mL) HCV10045 HCV Seroconversion Panel Donor# 66074 (5 X 1 mL) HIV9018 HIV Seroconversion Panel Donor# 66575 (10 X 1 mL) KZMC049 HCV Genotype Panel (14 X 0.5 mL)
HBV4283 HBV Seroconversion Panel Donor# 62825 (11 X 1 mL) HCV10050 HCV Seroconversion Panel Donor# 67766 (15X 1 mL) HIV9019 HIV Seroconversion Panel Donor# 65685 (3 X 1 mL) KzZMC003 Hepatitis E Positive Titer Panel (24 X 0.5 mL]
HBV6284 HBV Seroconversion Panel Donor# 62347 (19 X 1 mL) HCV10051 HCV Seroconversion Panel Donor# 67787 (14 X 1 mL) HIV9020 HIV Seroconversion Panel Donor# 67512 (22 X 1 mL) IMMUNOLOGY
HBV6285 HBV Seroconversion Panel Donor# 62967 (16 X 1 mL) HCV10052 HCV Seroconversion Panel Donor# 67861 (12 X 1 mL) HIV9021 HIV Seroconversion Panel Donor# 67485 (17 X 1 mL) - a:
Part No. Description
HBV6286 HBV Seroconversion Panel Donor# 63133 (9 X 1 mL) HCV10057 HCV Seroconversion Panel Donor# 420245049 (7 X 1 mL) HIV9022 HIV Seroconversion Panel Donor# 64578 (8 X 1 mL) 0801032 HIV Type 1 (HIV-1) (Strain: 111B) Lysate (1 mg)
HBV4287 HBV Seroconversion Panel Donor# 63253 (11 X 1 mL) HCV10062 HCV Seroconversion Panel Donor# 490104584 (8 X 1 mL) HIV9023 HIV Seroconversion Panel Donor# 67706 (22 X 1 mL) 0801032CF HIV Type 1 (HIV-1) (Strain: 111B) Culture Fluid (1 mL)
HBV6288 HBV Seroconversion Panel Donor# 63568 (9 X 1 mL) HCV10071 HCV Seroconversion Panel Donor# 90163052 (7 X 1 mL) HIV9024 HIV Seroconversion Panel Donor# 64469 (12X 1 mL) 0801200 HIV Type 1 p24 Antigen ELISA (5 X 96 Determinations)
HBV6289 HBV Seroconversion Panel Donor# 63659 (10 X 1 mL) HCV10165 HCV Seroconversion Panel Donor# 72237 (9 X 1 mL) HIV9025 HIV Seroconversion Panel Donor# 67996 (12 X 1 mL) 0801118 Anti-HTLV Type | gp46 Clone 68/4.11.21 (1 mg)
HBV6290 HBV Seroconversion Panel Donor# 63997 (12 X 1 mL) HCV10185 HCV Seroconversion Panel Donor# 70225 (5 X 1 mL) HIV9026 HIV Seroconversion Panel Donor# 68205 (7 X 1 mL) 0801119 Anti-HTLV Type Il gp46 Clone 73/4.9.8 (1 mg)
HBV6291 HBV Seroconversion Panel Donor# 64121 (8 X 1 mL) HCV10235 HCV Pre/Post Seroconversion Panel Donor# 66822 (5X 1 mL) HIV9028 HIV Seroconversion Panel Donor# 67860 (7 X 1 mL) 0801120 Anti-HTLV Type Il p24 Clone 75/4.21.11 (1 mg)
HBV6292 HBV Seroconversion Panel Donor# 64006 (12 X 1 mL) HCV6217 HCV Seroconversion Panel Donor# 61025 (5 X 1 mL) HIV9029 HIV Seroconversion Panel Donor# 68262 (12 X 1 mL) 0801121 Anti-HIV Type 1 gp41 Clone 10E9 (1 mg)
HBV6293 HBV Seroconversion Panel Donor# 64132 (7 X 1 mL) HCV6218 HCV Seroconversion Panel Donor# 61251 (8 X 1 mL) HIV9030 HIV Seroconversion Panel Donor# 68582 (16 X 1 mL) 0801122 Anti-HIV Type 1p17 Clone 2011 (1 o)
0801123 Anti-HIVT: 1p17Cl 32/5.8.42 (1
HBV9072 HBV Seroconversion Panel Donor# 66481 (17 X 1 mL) HCV6219 HCV Seroconversion Panel Donor# 60749 (14 X 1 mL) HIV9031 HIV Seroconversion Panel Donor# 66048 (19 X 1 mL) n ype ' p one 32/ (1 mg)
0801124 Anti-HIV Type 1 p24 Clone 32/5.17.76 (1 mg)
HBV9073 HBV Seroconversion Panel Donor# 65099 (16 X 1 mL) HCV6220 HCV Seroconversion Panel Donor# 63792 (6 X 1 mL) HIV9033 HIV Seroconversion Panel Donor# 66686 (16 X 1 mL)
0801125 Anti-HIV Type 1 p24 Clone 38/8.7.47 (1 mg)
HBV9074 HBV Seroconversion Panel Donor# 66213 (20 X 1 mL) HCV6221 HCV Seroconversion Panel Donor# 62258 (8 X 1 mL) HIV9034 HIV Seroconversion Panel Donor# 66632 (13 X 1 mL)
0801128 Anti-HIV Type 1 RT Clone 39/4.12.2 (1 mg)
HBV9093 HBV Seroconversion Panel Donor# 1087380 (31 X 1 mLJ HCV6222 HCV Seroconversion Panel Donor# 62286 (8 X 1 mL) HIV9075 HIV Seroconversion Panel Donor# 62216 (4 X 1 mL)
HBV9098 HBV Seroconversion Panel Donor# 74302 (17 X 1 mL) HCV6223 HCV Seroconversion Panel Donor# 62507 (22 X 1 mL) HIV9076 HIV Seroconversion Panel Donor# 63753 (9 X 1 mL) MONKEYPOX
HBV9099 HBV Seroconversion Panel Donor# 75255 (20 X 1 mL) HCV6224 HCV Seroconversion Panel Donor# 62680 (6 X 1 mL) HIV9077 HIV Seroconversion Panel Donor# 75018 (23 X 1 mL) ) )
831137 Monkeypox Virus (Recombinant) Stock (1 x 1mL)
HCV10000 HCV Seroconversion Panel Donor# 69089 (10 X 1 mL) HCV6225 HCV Seroconversion Panel Donor# 62999 (19 X 1 mL) HIV9078 HIV Seroconversion Panel Donor# 79065 (5 X 1 mL) . .
NATMPXV-ERC NATtrol Monkeypox Virus External Run Control (6 x 0.5mL Vials)
HCV10002 HCV Seroconversion Panel Donor# 69654 (7 X 1 mL) HCV6226 HCV Seroconversion Panel Donor# 63135 (12 X 1 mL) HIV9079 HIV Seroconversion Panel Donor# 75062 (15 X 1 mL) - -
0810657CFHI Monkeypox Virus (Isolate: USA/MA001/2022) Culture Fluid
HCV10003 HCV Seroconversion Panel Donor# 69158 (13 X 1 mL) HCV6227 HCV Seroconversion Panel Donor# 63318 (7 X 1 mL) HIV9081 HIV Seroconversion Panel Donor# 63215 (4 X 1 mL) (Heat Inactivated) (1 mL)
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